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*** 1st Change ***
5.6
Item 5: New Values to an existing enumerated AVP

5.6.1
Proposal 1

Adding new values to an existing AVP with "M" bit set shall lead to creation of a new application identifier.
5.6.2
Proposal 2

If a Diameter peer receives a supported enumerated AVP with some values unknown, the Diameter peer could ignore these unknown values. If the “M” bit is set for the AVP, this might be to indicate that some existing values need to be understood. 
If some new values are added, a new application identifier is only required if all receivers shall understand them. 
5.6.3     
Proposal 3

If a Diameter peer receives a supported enumerated AVP with some values unknown, the Diameter peer could ignore these unknown values. If the “M” bit is set for the AVP, this might be to indicate that some existing values need to be understood. 
A new application identifier and new AVP code are required only if all receivers shall understand the values that are added.
*** 2nd Change ***

5.6.4
Proposal 4

New values can be added to an existing AVP that is defined with the M-bit set to “MUST” in earlier releases without having to change the application Id.

If a Diameter node supporting a specific application receives an AVP with the M-bit set with a value that it cannot recognize, the receiving node shall reject the command since it cannot understand a mandatory-to-understand AVP. Moreover the specification where this AVP is used with the new value(s) shall specify the behaviour for the originator when this situation occurs, e.g. by specifying that the originator shall issue the command again but according to an earlier release of the application. 

Editor’s note: It’s FFS what happens when the AVP is received in the answer instead of in the request. In that case the receiver shall find a way to inform the sender
*** End of Changes ***
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