Page 1



3GPP TSG-CT WG3 Meeting #47bis 
(
C3-080420
Sophia Antipolis, France, 31st March – 3rd April 2008
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	29.804
	CR
	CRNum
	(

rev
	-
	(

Current version:
	0.4.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Gateway control session handling

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	C3

	
	

	Work item code:
(

	SAES_C3
	
	Date: (

	20/03/2008

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The current text on IP-CAN session termination assumes that when an IP-CAN session terminates, the gateway control session always terminates. However, this is not true in all cases. In particular, in S2c case, when IP-CAN session for a PDN is terminated, the gateway control session may still stay active. The only action needed from the PCRF is to remove all QoS rules that are related to the terminated IP-CAN session.
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=== First Change ===
5.2.4

IP-CAN session termination

This procedure is performed the last active bearer within the IP-CAN session is deactivated or upon a UE detach from the network.  

This procedure contains the following flows
· Interface Gxa/c:

· Gateway Control Session Termination. The BBERF requests a termination of a Gateway Control session to the PCRF. This procedure is used when detaching in PMIP and MIPv4 case.
· Gateway Control and QoS Rules Provision. The PCRF removes any active QoSrules referring to the Home Address in the BBERF. This procedure is used when detaching from a PDN in DSMIPv6 case.
NOTE:
If no QoS rules remain in the Trusted Non-3GPP Access, the Trusted Non-3GPP Access terminates the gateway control session towards the PCRF.
Editor’s Note: It is FFS how PCRF-initiated gateway control session termination applies to the above cases.
· Interface S9:

· Gateway Control Session Termination. The V-PCRF sends a request to terminate a GW control session to the H-PCRF. This procedure is used when disconnecting from a PDN and when detaching in PMIP and MIPv4 case.
· Gateway Control and QoS Rules Provision. ThePCRF  removes any active QoS rules referring to the Home Address in the BBERF. This procedure is used when detaching from a PDN in DSMIPv6 case.
NOTE:
If no QoS rules remain in the Trusted Non-3GPP Access, the Trusted Non-3GPP Access terminates the gateway control session towards the PCRF.
· Interface Gx:

· Indication of IP-CAN session termination from the PCEF to the PCRF. 
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