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*** First Change ***
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS) Point to Point (PP)".
[3]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[4]
OMA: "Instant Messaging using SIMPLE", OMA-TS-SIMPLE_IM-V1_0-20080903-C, http://www.openmobilealliance.org/ftp/Public_documents/MWG/IM/Permanent_documents/OMA-TS-SIMPLE_IM-V1_0-20080903-C.zip.
[5]
3GPP TS 24.341: "Support of SMS over IP networks; Stage 3".
[6]
3GPP TS 23.204: "Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2".

 
[8]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[9]
IETF RFC 3428 "Session Initiation Protocol (SIP) Extension for Instant Messaging"

[10]
3GPP TS 24.011: "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".
[11]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[12]
3GPP TS 23.002: "Network architecture".
[13]
3GPP TS 23.228: "IP multimedia subsystem; Stage 2".
[14]
IETF RFC 3841: "Caller Preferences for the Session Initiation Protocol (SIP)".
[15]
3GPP TS 23.042: "Compression algorithm for text messaging services".

[16]

3GPP TS 27.005: "Use of Data Terminal Equipment - Data Circuit terminating Equipment (DTE - DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS)"
[17]
3GPP TS 26.141: "IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs".
*** Second Change ***
6.1.7.6
Sending of IMDN (both for SUBMIT-REPORT and STATUS-REPORT)

If the IP-SM-GW decided to send an Instant Message Delivery Notification, it shall act as an originating UA as defined in subclause 5.7.3 in 3GPP TS 24.229 [3] to send a SIP MESSAGE request with the following exceptions: 

a)
the Request-URI shall contain a public user identity of the stored sender identity of the associated SIP MESSAGE;
b)
the P-Asserted-Identity header shall be set to the value of the stored Request-URI of the associated SIP MESSAGE request;
c)
the Accept-Contact header shall be set with the IM feature tag "+g.oma.sip-im";
d)
the User-Agent header which shall be set with the IM release version as specified in OMA-TS-SIMPLE_IM [4];
e)
the Content-Type header shall contain "message/imdn+xml"; and
f)
the body of the request shall contain a CPIM message as defined in OMA-TS-SIMPLE_IM [4], including the following information:

-
the <message-id> XML element of the IMDN payload shall be set to the value of the stored Message-ID header in the CPIM body of the associated SIP MESSAGE request; and

-
the <disposition> XML element of the IMDN payload shall be set to <delivery/>.

*** End of Changes ***
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