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8
Numbering, Naming and Addressing
The following URI formats in SIP messages may be applied at the Ici as standardized in 3GPP TS 24.229 [5]:

(
SIP URI defined in IETF RFC 3261 [13];

(
tel URI defined in IETF RFC 3966 [14];

(
IM URI defined in IETF RFC 3860 [15];

(
PRES URI defined in IETF RFC 3859 [16].

Moreover, in case of MSRP sessions passing through the II-NNI, the MSRP URI may be also used at the Ici in the SDP exchange, following the formats defined in IETF RFC 4975 [17].
The IBCF shall support these URI formats. Other URI formats may be supported over the II-NNI depending on the operators’ policies.

A global number as defined in RFC 3966 [14] shall be used in a Tel-URI or in the user portion of a SIP URI with the user=phone parameter conveyed via a non-roaming interface in the Request URI and in the P-Asserted-Identity header. 
NOTE 1:
In a SIP URI the user portion of the request URI represents a telephone number only if the SIP URI includes user equal phone parameter.

NOTE 2:
If bilateral agreements exist between operators non-global number (e.g. national service numbers.) can be transported in local format.
NOTE 3:
The following entities can be involved for the normalization of the telephone number: AS and BGCF  MGCF for the Request-URI and the P-CSCF, MGCF and S-CSCF for the P-Asserted-Identity.
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