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*** First Change ***

Annex X (normative):
Access specific aspects, 3GPP2 (HRPD)

X.1
Scope

This annex defines access specific aspects procedures for use of Gx/Gxx between a PCRF and a 3GPP2 EPC IP-CAN.

X.2
Functional Elements

X.2.1
PCRF

For 3GPP2 accesses, the PCRF may, based on SPR information and internal policies, authorize the AMBR per APN over the Gxx interface.

X.2.2
BBERF

For 3GPP2 access, the BBERF shall be able to support the AMBR per APN. 

X.3
PCC procedures

X.3.1
Request for QoS rules

For 3GPP2 accesses, the BBERF may send, besides the information described in clause 4a.5.1, the subscribed APN-Aggregate-Max-Bitrate-DL AVP and APN-Aggregate-Max-Bitrate-UL AVP within the QoS-Information AVP at command level as part of the Gateway Control Session Establishment or Gateway Control and QoS Rules Provision procedures.
X.3.2
Provisioning of QoS rules

For 3GPP2 accesses, the PCRF may provision the authorized QoS per APN as part of the QoS Rules Provision procedure, according to clause X.3.3.1.
X.3.3
Provisioning and Policy Enforcement of Authorized QoS
X.3.3.1
Provisioning of authorized QoS per APN
For 3GPP2 accesses, the PCRF may provision the authorized QoS per APN.

The authorized QoS per APN shall be provisioned at RAR or CCA command level using the QoS-Information AVP within the APN-Aggregate-Max-Bitrate-UL AVP and/or the APN-Aggregate-Max-Bitrate- DL AVP.  When APN-Aggregate-Max-Bitrate-UL AVP and/or the APN-Aggregate-Max-Bitrate- DL AVP are provided, the Max-Requested-Bandwidth values and the Guaranteed Bitrate values shall not be included.

The authorized QoS per APN may be provisioned via the Gxx interface as part of the Gateway Control Session Establishment procedure and may be modified at any time using the Gateway Control and QoS Rules Provision procedure. 

X.3.3.2
Enforcement for authorized QoS per APN
For 3GPP2 accesses, the BBERF may receive an authorized QoS per APN.  It sets an upper limit for the bandwidth usage for all the non-GBR bearers for that APN. The BBERF shall limit to that value the aggregated traffic of all SDFs of the same APN that are associated with Non-GBR QCIs.
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