Page 1



3GPP TSG-CT WG3 Meeting #52 
(
C3-090587
Sophia Antipolis, France,  20th -  24th April 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	29.212
	CR
	282
	(

rev
	-
	(

Current version:
	8.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correction to the Tunnel-Information AVP

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	C3

	
	

	Work item code:
(

	SAES-St3-PCC
	
	Date: (

	10/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Tunnel-Information AVP used to contain the tunnel (outer) header information from a single IP flow. It is sent from PCEF to BBERF via PCRF if UE access to the trusted Non-3GPP access. These AVPs are not used for All access type.

	
	

	Summary of change:
(

	Changing the Tunnel-Information AVP, Tunnel-Head-Filter AVP, Tunnel-Head-Legth AVP  to  Non-3GPP access type applicable

	
	

	Consequences if 
(

not approved:
	Inconsist with description on Table 5a.4.1 

	
	

	Clauses affected:
(

	5.3.34, 5.3.35, 5.3.36

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** 1st change ***

5.3.34
Tunnel-Header-Filter AVP (Non-3GPP access types)

The Tunnel-Header-Filter AVP (AVP code 1036) is of type IPFilterRule, and it defines the tunnel (outer) header filter information of a MIP tunnel where the associoated QoS rules apply for the tunnel payload.

The Tunnel-Header-Filter AVP shall include the following information:

-
Action shall be set to "permit";
-
Direction (in or out);
-
Protocol 

-
Source IP address;.
-
Source port (single value) for UDP tunneling;

-
Destination IP address;

-
Destination port (single value) for UDP tunneling.

The IPFilterRule type shall be used with the following restrictions:

-
Options shall not be used.

-
The invert modifier "!" for addresses shall not be used.

The direction "out" refers to downlink direction. 

The direction "in" refers to uplink direction. 
*** next change ***

5.3.35
Tunnel-Header-Length AVP (Non-3GPP access types)
The Tunnel-Header-Length AVP (AVP code 1037) is of type Unsigned32. This AVP indicates the length of the tunnel header in octets. 
*** next change ***

5.3.36
Tunnel-Information AVP (Non-3GPP access types)
The Tunnel-Information AVP (AVP code 1038) is of type Grouped, and it contains the tunnel (outer) header information from a single IP flow. The Tunnel-Information AVP is sent from the PCEF to the PCRF and from the PCRF to the BBERF.  

The Tunnel-Information AVP may include only the Tunnel-Header-Length AVP, only the Tunnel-Header-Filter AVP, or both.

The Tunnel-Header-Length AVP provides the length of the tunnel header and identifies the offset where the tunneled payload starts. The BBERF uses the length value provided in Tunnel-Header-Length AVP to locate the inner IP header and perform service data flow detection and related QoS control.
The Tunnel-Header-Filter AVP identifies the tunnel (outer) header information in the downlink and uplink directions.
AVP Format:

Tunnel-Information ::= < AVP Header: 1038 >








 [ Tunnel-Header-Length ]







2[ Tunnel-Header-Filter ]







*[ AVP ]
*** End of Changes ***
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