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The table  below is  based on C3-121797, revised with change marks to take into account the latest agreed updates both in CT3, other 3GPP WGs and in IETF.
Colour codes:

Indicates misalignment with the latest version of the IETF draft and/or other 3GPP TSs
Indicates that the IETF draft has expired                                                                         .
	TS #
	From rel
	Reference
	Comments
	IETF status
	In Work Plan
	Work Item

	29.163
	8
	IETF draft-ietf-cuss-sip-uui-06: "A Mechanism for Transporting User to User Call Control Information in SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui
Aligned with 24.229 and 29.165
	08 is the latest IETF version
	YES
	UUSIW

(C3-080264)

	29.163
	8
	IETF draft-ietf-cuss-sip-uui-isdn-04: "Interworking ISDN Call Control User Information with SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui
Aligned with 24.229 and 29.165
	04 is the latest IETF version. Expired.
	YES
	UUSIW

(C3-080264)

	29.163
	8
	IETF draft-ietf-bliss-call-completion-08: "Call Completion for Session Initiation Protocol (SIP)".
	24.642 references v09
	Latest IETF version is v18

	YES
	CCBS_CCNR

(C3-081675)

	29.163
	8
	IETF draft-ietf-salud-alert-info-urns-06: "Alert-Info URNs for the Session Initiation Protocol (SIP)".
	Aligned with  24.229.

 
	Latest IETF version is v07
	YES
	IMS-CCR-IWCS 

(C3-110677)

	29.163
	9
	IETF draft-montemurro-gsma-imei-urn-11: "A Uniform Resource Name Namespace For The GSM Association (GSMA) and the International Mobile station Equipment Identity (IMEI)".
	Aligned with 23.003 and 24.229. 


	v11 is the latest version. 

 
	YES
	IMS_EMER_GPRS_EPS_SRVCC

(C3-091522)

	29.165
	9
	draft-ietf-cuss-sip-uui-06 (May 2012): "A Mechanism for Transporting User to User Call Control Information in SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui
Aligned with 24.229 and 29.163 
	08 is the latest IETF version
	YES
	

	29.165
	9
	draft-ietf-cuss-sip-uui-isdn-04 (May 2012): "Interworking ISDN Call Control User Information with SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui
Aligned with 24.229 and 29.163
	04 is the latest IETF version. Expired
	YES
	

	29.165
	9
	draft-vanelburg-dispatch-private-network-ind-01 (June 2010): "The Session Initiation Protocol (SIP) P-Private-Network-Indication Private-Header (P-Header)".
	24.229 references predecessor draft-vanelburg-sipping-private-network-indication-02. 
	In IETF v01 expired December 18, 2010.


	YES
	II-NNI

	29.165
	9
	draft-dawes-sipping-debug-04 (February 2011): " Session Initiation Protocol (SIP) Header parameter for Debugging".
	TS 24.229 references v02, but only from Rel-11 !! 
	Latest IETF version is 05. Expired.

	YES
	II-NNI

	29.165
	9
	draft-kaplan-dispatch-session-id-00 (December 2009): "A Session Identifier for the Session Initiation Protocol (SIP)".
	Aligned with 24.229. 
24.147 references draft-kaplan-sip-session-id-02.
	Latest IETF version is 03 (expired).
	YES
	II-NNI

	29.165
	9
	draft-ietf-salud-alert-info-urns-06 (December 2010): "Alert-Info header URNs for Session Initiation Protocol (SIP)
	Aligned with 24.229 and 29.163
	Latest IETF version is v07.
	YES
	II-NNI

	
	
	
	
	


	
	

	
	
	
	
 
	
	
	

	
	
	
	
 
	

	
	

	29.165
	10
	draft-ietf-sipcore-proxy-feature-12 (October 2012): "Indication of features supported by proxy".
	Aligned with 24.229 and 24.237 

	
Is now proposed standard, RFC 6809
	YES
	II-NNI2

	29.165
	10
	draft-ietf-sip-session-policy-framework-10 (February 2011): "A Framework for Session Initiation Protocol (SIP) Session Policies".
	Valid for OMA presence only.
	
Is now proposed standard, RFC 6794


	YES
	II-NNI2

	
	
	
	

	

	
	

	29.165
	11
	draft-ietf-soc-overload-control-09 (July 2012): "Session Initiation Protocol (SIP) Overload Control"
	Aligned with 24.229
	Latest in IETF is v11
	YES
	IOC

	29.165
	11
	draft-ietf-soc-overload-rate-control-02 (June 2012): " Session Initiation Protocol (SIP) Rate Control"
	Aligned with 24.229
	Latest in IETF is v3
	YES
	IOC

	29.165
	11
	draft-ietf-soc-load-control-event-package-04 (July 2012): "A Session Initiation Protocol (SIP) Load Control Event Package"
	24.229 references v3
	Latest in IETF is v6
	YES
	IOC

	29.165
	11
	draft-avasarala-dispatch-comm-div-notification-07 (November 2011): "A Session Initiation Protocol (SIP) Event Package for Communication Diversion Information in support of the Communication Diversion (CDIV) Notification (CDIVN) CDIV service".
	Aligned with 24.604
	Latest in IETF is v10
	YES
	IMSProtoc5


