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	Reason for change:
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	MIME type "application/x-session-info." uses a syntax that has been deprecated by the IETF; see RFC 6648 for details. 
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	The MIME type of the message body to transport digits within SIP INFO messages for the in-dialogue method of overlap signalling is renamed from "application/x-session-info" to "application/session-info"
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6.1.4
SIP message bodies

The MIME type "application/sdp" and multipart message bodies shall be supported over the II-NNI. Other MIME types may be supported over the II-NNI based on agreement between operators.
The SDP message bodies contained in the INVITE request shall not be encrypted over the II-NNI.
NOTE 1:
Some MIME types in SIP requests and responses are listed in annex A of 3GPP TS 24.229 [5].

NOTE 2:
The multipart message bodies are used for carrying two or more message body types as described in IETF RFC 5621 [89].
NOTE 3:
The IBCF can provide the capabilities to examine the length of a SIP message body and take an appropriate action (e.g. reject the request, remove the body) as specified in subclause 5.10.6.3 of 3GPP TS 24.229 [5].
NOTE 4:
In the INVITE request, the SDP message body shall be present over the II-NNI, except when the INVITE request without SDP message body is required to provide services (e.g. 3rd party call control).
Table 6.1.3.2: List of MIME bodies
	Item
	MIME body name
	Used in
	Defined in

	1
	application/3gpp-ims+xml
	3GPP TS 24.229 [5]
	3GPP TS 24.229 [5], subclause 7.6

	2
	application/comm-div-info+xml
	subclause 12.6
	draft-avasarala-dispatch-comm-div-notification [181]

	3
	message/cpim
	3GPP TS 24.229 [5]
	IETF RFC 3862 [92]

	4
	message/imdn+xml
	3GPP TS 24.229 [5]
	IETF RFC 5438 [93]

	5
	application/im-iscomposing+xml
	subclause 16.2
	IETF RFC 3994 [175]

	6
	multipart/mixed
	subclause 15.1, subclause 15.4, subclause 15.6.2, subclause 15.6.3, subclause 15.6.4, subclause 18.3.3
	IETF RFC 2046 [169]

	7
	multipart/related
	subclause 15.1, subclause 15.2, subclause 15.6.5
	IETF RFC 2387 [170]

	8
	application/pidf+xml
	subclause 15.1
	IETF RFC 3863 [174]

	9
	application/pidf-diff+xml
	subclause 15.1
	IETF RFC 5262 [179]

	10
	application/resource-lists+xml
	subclause 12.19, subclause 15.1, subclause 15.6.3, subclause 16.5
	IETF RFC 4826 [178]

	11
	application/rlmi+xml
	subclause 15.2, subclause 15.6.5
	IETF RFC 4662 [177]

	12
	application/sdp
	3GPP TS 24.229 [5]
	IETF RFC 4566 [147]

	13
	application/simple-filter+xml
	subclause 15.1, subclause 15.6.4
	IETF RFC 4661 [176]

	14
	application/simple-message-summary+xml
	subclause 12.9
	IETF RFC 3842 [172]

	15
	message/sipfrag
	subclause 12.13, subclause 18.2, subclause 18.3.1
	IETF RFC 3420 [171]

	16
	application/vnd.3gpp.access-transfer-events+xml
	subclause 14.5.3
	3GPP TS 24.237 [131], subclause D.5.4

	17
	application/vnd.3gpp.cw+xml
	subclause 12.7
	3GPP TS 24.615 [37], subclause C.1.1

	18
	application/vnd.3gpp.iut+xml
	subclause 18.3.2, subclause 18.3.3
	3GPP TS 24.337 [149], subclause C.2.3

	19
	application/vnd.3gpp.mid-call+xml
	subclause 14.4
	3GPP TS 24.237 [131], subclause D.1.3

	20
	application/vnd.3gpp.replication+xml
	subclause 18.4.1, subclause 18.4.2
	3GPP TS 24.337 [149], subclause C.1.3

	21
	application/vnd.3gpp.sms
	3GPP TS 24.229 [5]
	

	22
	application/vnd.3gpp.srvcc-ext+xml
	subclause 14.5.1
	3GPP TS 24.237 [131], subclause D.4.4

	23
	application/vnd.3gpp.srvcc-info+xml
	subclause 14.2.3
	3GPP TS 24.237 [131], subclause D.3.4

	24
	application/vnd.3gpp.state-and-event-info+xml
	subclause 14.2.2, subclause 14.4
	3GPP TS 24.237 [131], subclause D.2.4

	25
	application/vnd.3gpp.ussd
	subclause 12.24
	3GPP TS 24.390 [163], subclause 5.1.3

	26
	application/vnd.etsi.aoc+xml
	subclause 12.22
	3GPP TS 24.647 [122], subclause E.1.1

	27
	application/vnd.etsi.cug+xml
	subclause 12.16
	3GPP TS 24.654 [103], subclause 4.4.1

	28
	application/vnd.etsi.mcid+xml
	subclause 12.2
	3GPP TS 24.616 [33], subclause 4.4

	29
	application/vnd.etsi.pstn+xml
	3GPP TS 24.229 [5]
	3GPP TS 29.163 [168], clause F.2

	30
	application/vnd.oma.suppnot+xml
	subclause 15.6.2, subclause 15.6.3
	OMA-SUP-XSD_prs_suppnotFilter-V1_0 [182]

	31
	application/watcherinfo+xml
	subclause 15.3
	IETF RFC 3858 [173]

	32
	application/xcap-diff+xml
	subclause 15.4, subclause 15.6.5
	IETF RFC 5874 [180]

	33
	application/session-info
	3GPP TS 24.229 [5]
	3GPP TS 29.163 [168], clause G.2

	34
	application/load-control+xml
	clause 21
	draft-ietf-soc-load-control-event-package [167]
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