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FIRST CHANGE

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

The following referenced documents are indispensable for the application of the present document. For dated references, only the edition cited applies. For non-specific references, the latest edition of the referenced document (including any amendments) applies.

[1]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".
[2]
IETF RFC 2976: "The SIP INFO Method".
[3]
IETF RFC 4006: "Diameter Credit-Control Application".
[4]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

[5]
ISO 4217: "International Organization for Standardization; Type Currency Code List".
[6]
ETSI ES 201 296 (V1.3.1): "Integrated Services Digital Network (ISDN); Signalling System No.7 (SS7); ISDN User Part (ISUP); Signalling aspects of charging".

[7]
ETSI TS 183 058 V2.0.0: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification".

[8]
RFC 3261 (June 2002): "SIP: Session Initiation Protocol".

[9]
RFC 3023 (January 2001): "XML Media Types".
[10]
RFC 4288 (December 2005): "Media Type Specifications and Registration Procedures".
x]
ETSI TS 183 043 V2.3.1: "Telecommunications and Internet Converged Services and Protocols for Advanced Networking (TISPAN); IMS-based PSTN/ISDN Emulation; Stage 3 specification".
SECOND CHANGE

4.3.2.0
General
The CDP shall assume that the UE supports version 1.0 of the MIME type associated with Tariff Information (see subclause 5.1), if support for the MIME type associated with Tariff Information in the Accept header is not indicated. If both the "sv" and "schemaversion" parameters are present, then the CDP shall ignore the value of the "schemaversion" parameter.

If the CDP includes the SIP Transfer of Tariff Information XML body (see subclause 5.1), it shall set the Content-Type header field to MIME type associated with Tariff Information (see subclause 5.1) and shall include in its "sv" or "schemaversion" parameter's value the versions of SIP Transfer of Tariff Information XML schema that can be used to validate the SIP Transfer of Tariff Information XML body.

If the CDP includes the SIP Transfer of Tariff Information XML body in the body of a request message, the CDP can receive a 415 (Unsupported Media Type) response with an Accept header field set to "application/vnd.etsi.aoc+xml" (see subclause 5.1), with a "sv" or "schemaversion" parameter value that is different from the version of the SIP Transfer of Tariff Information XML body in the request message. If the CDP support that version of the "application/vnd.etsi.aoc+xml" MIME type, the CDP may transmit a request message including a SIP Transfer of Tariff Information XML body according to the corresponding version.

NOTE:
ETSI TS 183 043 [x] specifies an extended AOC information XML Document according to the MIME type "application/vnd.etsi.aoc+xml".

SECOND CHANGE

4.3.3.0
General

The CGP shall include the Accept header field with 
-
"application/vnd.etsi.sci+xml", the MIME type associated with Tariff Information (see subclause 5.1), and indicate the versions of the XML Schema for SIP Transfer of Tariff Information it supports; and
-
any other MIME type the CGP is willing and capable of accepting.
NOTE:
The CGP can include the the Accept header field with "application/vnd.etsi.sci+xml" and its versions in a 415 (Unsupported Media Type) response.
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