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The table  below is  based on C3-141317 (CT3#78 meeting, Cape Town), revised with change marks to take into account the latest agreed updates both in CT3, other 3GPP WGs and in IETF.

Colour codes:

	Indicates misalignment with the latest draft version in IETF and/or other 3GPP TSs.

	Indicates that IETF draft has expired.

	RFC is now available.


	TS #
	From Rel
	Reference
	Comments
	IETF status
	In Work Plan
	Work Item

	29.163
	8
	IETF draft-ietf-cuss-sip-uui-06: "A Mechanism for Transporting User to User Call Control Information in SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui.

Aligned with 24.229 and 29.165.
	Latest IETF version is 17. 
Submitted to IESG for publication.
	YES
	UUSIW

(C3-080264)

	29.163
	8
	IETF draft-ietf-cuss-sip-uui-isdn-04: "Interworking ISDN Call Control User Information with SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui.

Aligned with 24.229 and 29.165.
	Latest IETF version is 09.

Submitted to IESG for publication.
	YES
	UUSIW

(C3-080264)

	29.163
	8
	IETF draft-ietf-salud-alert-info-urns-09: "URNs for the Alert-Info Header Field of the Session Initiation Protocol (SIP)".
	Aligned with 24.229, 24.292, 24.615, 24.183 and 29.165.
	Latest IETF version is 13.

Submitted to IESG for publication.
	YES
	IMS-CCR-IWCS

(C3-110677)

	29.165
	9
	draft-ietf-cuss-sip-uui-06 (May 2012): "A Mechanism for Transporting User to User Call Control Information in SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui.

Aligned with 24.229 and 29.163.
	Latest IETF version is 17. 

Submitted to IESG for publication.
	YES
	UUSIW

	29.165
	9
	draft-ietf-cuss-sip-uui-isdn-04 (May 2012): "Interworking ISDN Call Control User Information with SIP".
	Replacement for IETF draft-johnston-sipping-cc-uui.

Aligned with 24.229 and 29.163.
	Latest IETF version is 09.

Submitted to IESG for publication.
	YES
	UUSIW

	29.165
	9
	draft-vanelburg-dispatch-private-network-ind-06 (March 2014): "The Session Initiation Protocol (SIP) P-Private-Network-Indication Private-Header (P-Header)".
	Aligned with 24.229.
	IETF draft-vanelburg-dispatch-private-network-ind is now RFC 7316..
Submitted to IESG for publication.
	YES
	II-NNI

	29.165
	9
	draft-kaplan-insipid-session-id-03 (August 2013): "A Session Identifier for the Session Initiation Protocol (SIP)".
	Aligned with 24.229 and 24.147.
	IETF draft-kaplan-insipid-session-id is now RFC 7329.
	YES
	II-NNI

	29.165
	9
	draft-ietf-salud-alert-info-urns-09 (October 2013): "URNs for the Alert-Info Header Field of the Session Initiation Protocol (SIP)".
	Aligned with 24.229, 24.292, 24.615, 24.183 and 29.163.
	Latest IETF version is 13.

Submitted to IESG for publication.
	YES
	II-NNI

	29.165
	11
	draft-ietf-soc-overload-control-13 (May 2013): "Session Initiation Protocol (SIP) Overload Control"
	Aligned with 24.229.
	IETF draft-ietf-soc-overload-control is now RFC 7339.
	YES
	IOC

	29.165
	11
	draft-ietf-soc-overload-rate-control-06 (September 2013): " Session Initiation Protocol (SIP) Rate Control"
	Aligned with 24.229.
	Latest version in IETF is 09.
	YES
	IOC

	29.165
	12
	draft-dawes-sipping-debug-04 (February 2011): "Session Initiation Protocol (SIP) Header parameter for Debugging".
	Removed from earlier releases.

24.229 references version 02.

 
	Latest version in IETF is 05. 

Expired.
	
	

	29.165
	12
	draft-holmberg-sipcore-received-realm-01 (June 2013): "Via header field parameter to indicate received realm".
	Aligned with 24.229.

Protocol enhancement for IPXS
	Latest version in IETF is 03.
	YES
	IMSProtoc6

	29.165
	12
	draft-ietf-sipcore-rfc4244bis-00 (February 2010): "An Extension to the Session Initiation Protocol (SIP) for Request History Information".
	IETF draft-ietf-sipcore-rfc4244bis is now RFC 7044.
IETF RFC 4244 [25] is used within 29.165, however TS has a reference to draft-ietf-sipcore-rfc4244bis-00 
in note 4 of table 6.1.3.1 "Major capabilities over II-NNI" and 
in clause 22 in Editor's note: [WI: IMSProtoc6, CR#546] The header field parameter for History-Info header field mentioned above needs to refer to draft-ietf-sipcore-rfc4244bis-00 (February 2010): "An Extension to the Session Initiation Protocol (SIP) for Request History Information" which will replace document [25] in the future.
	24.229 has a reference to RFC 4244 [66] but also to IETF draft-ietf-sipcore-rfc4244bis-00 in Editor’s note in subclause 5.7.1.12, A. 2.1.2 and in A.2.2.2.
	YES
	HISTORY_CT

	29.165
	12
	draft-holmberg-dispatch-iotl-01 (June 2014): "SIP URI Inter Operator Traffic Leg parameter".
	Aligned with 24.229.
	Latest version in IETF is 02.
	YES
	NNI_RS

	29.165
	12
	draft-ietf-mmusic-sctp-sdp-07 (July 2014): "Stream Control Transmission Protocol (SCTP)-Based Media Transport in the Session Description Protocol (SDP)".
	Aligned with 24.229 and 24.103.
	
	YES
	IMS_TELEP

	29.212
	12
	draft-ietf-dime-ovli-02 (March 2014): "Diameter Overload Indication Conveyance".
	Aligned with TS 29.228, 29.229, 29.272, 29.273, 29.336, 29.213 and 29.214.
	Latest version in IETF is 03.
	YES
	DOCME_PCC

	29.213
	12
	draft-ietf-dime-ovli-02 (March 2014): "Diameter Overload Indication Conveyance".
	Aligned with TS 29.228, 29.229, 29.272, 29.273, 29.336, 29.212 and 29.214.
	Latest version in IETF is 03.
	YES
	DOCME_PCC

	29.214
	12
	draft-ietf-dime-ovli-02 (March 2014): "Diameter Overload Indication Conveyance".
	Aligned with TS 29.228, 29.229, 29.272, 29.273, 29.336, 29.212 and 29.213.
	Latest version in IETF is 03.
	YES
	DOCME_PCC


