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* * * First Change * * * *

4.4.7
P-CSCF Restoration Enhancement Support

This section is applicable when the PCRF-based P-CSCF Restoration Enhancement, as defined in 3GPP TS 23.380 [33], is supported by both P-CSCF and PCRF. 

The P-CSCF acting as AF shall send an AAR command with a P-CSCF Restoration Indication to the PCRF in the case P-CSCF Restoration needs to be performed. This AAR shall include the following information required by the DRA or PCRF to find the corresponding IP-CAN session: 

-
The UE’s IP address as applicable in the Framed-IP-Address AVP or in the Framed-Ipv6-Prefix AVP. If the IP address is not unique (e.g. private IPv4 case), the P-CSCF shall also include the IP-Domain-ID AVP if available.
-
If the IP address is not available or if the IP address is not unique and the IP-Domain-ID is not available, the P-CSCF shall include the IMSI in the Subscription-Id AVP and the APN in the Called-Station-Id AVP.

The AF shall also include the Auth-Session-State AVP set to the value NO_STATE_MAINTAINED (1) in the AAR command, as described in IETF RFC 3588 [5]. As a consequence, the PCRF shall not maintain any state information about this session.
The PCRF shall acknowledge the AAR command by sending an AAA command to the P-CSCF acting as AF and shall include the Auth-Session-State AVP set to NO_STATE_MAINTAINED (1). The PCRF shall send a request for P-CSCF Restoration to the PCEF for the corresponding IP-CAN session.

* * * End of Change * * * *

