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	Reason for change:
	The TS 29.165 subclause 14.2.1 describes as follows:

The Reason header field containing a SIP 503 (Service Unavailable) response in the SIP BYE request shall be supported at the roaming II-NNI.

However, strictly speaking, not the SIP response but the cause value is populated into the Reason header field.

	
	

	Summary of change:
	Reason header field in the SIP BYE request is modified to contain reason parameter "cause" with value "503".

	
	

	Consequences if not approved:
	The specification can be misunderstood as if the Reason header field can include the whole of SIP 503 respose.
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	Other comments:
	


Start of change
14.2.1
Basic PS to CS SRVCC
Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the roaming II-NNI.
Media type "video" in SDP m-lines may be supported at the roaming II-NNI. Related SDP can appear in SDP offer answer exchanges within SIP INVITE dialogues at the roaming II-NNI, and in responses to SIP OPTIONS requests at the roaming II-NNI. If media type "video" is supported within SIP INVITE dialogues at the roaming II-NNI, it shall also be supported within responses to SIP OPTIONS requests at the roaming II-NNI.
The "+g.3gpp.srvcc" header field parameter (specified in 3GPP TS 24.237 [131] annex C) in the Feature-Caps header field of the INVITE request and in non-100 provisional responses or the 2xx response should be supported at the roaming II-NNI.

The Reason header field containing protocol "SIP" and reason parameter "cause" with value "487" in the SIP re-INVITE request shall be supported at the roaming II-NNI.
The Reason header field containing protocol "SIP" and reason parameter "cause" with value "503" in the SIP BYE request shall be supported at the roaming II-NNI.

Procedures as described in subclause 14.4 are used to provide MSC server assisted mid-call features.
End of change
