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change:

	There are some SRVCC public service identities used in the coding examples but missing in the notation convention subclause .
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change:                (

	Updated subclause 5.1.1.3.2 to also list public user identities and added missing SRVCC public service identities in the table.
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	There will be some unexplained identities in the coding examples that can cause confusion.
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Proposed changes:
*** 1st Change ***
5.1.1.3.2
Public user Identities, public service identities and IP addresses

Table 5.1.1.3.2-1: The public user identities, public service identities and IP addresses used in message coding examples

	
	IP address
	Public user identity / public service identities

	UE‑A
	[5555::aaa:bbb:ccc:ddd]
	sip:userA_public1@home-A.net
tel:+1-237-555-1111 (NOTE 1)

	Remote UE
	[5555::bbb:ccc:ddd:aaa]
	tel:+4687197378

	P-CSCF-vA1
	[5555::ddd:aaa:ccc:bbb]
	sip:p-cscf@visited-A.net

	S-CSCF-hA1
	[5555::aaa:ccc:eee:aaa]
	N/A

	SCC AS
	N/A
	sip:ps2cs@sccas1.home-A.net (NOTE 2)

	ATCF
	N/A
	tel:+12375553333 (NOTE 3)

	NOTE 1:
The tel URI is also used as the C-MSISDN.
NOTE 2:
The SIP URI is used as the ATU-STI during PS to CS SRVCC access transfer.
NOTE 3:
The tel URI is used as the STN-SR during PS to CS SRVCC access transfer.


*** End of Changes ***
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 29.163. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the version of the draft specification here. This number is the version of the draft specification to which the PCR was written and (normally) to which it will be applied if it is agreed.  Make sure that the latest version of the draft specification  is used when creating the PCR. If unsure what the latest version is, go to  http://www.3gpp.org/ftp/specs/latest-drafts/� HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ���


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the PCR. It should be no longer than one line. 


One or more organizations (3GPP Individual Members) which drafted the PCR and are presenting it to the Working Group.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change.  A list of work item acronyms can be found in the 3GPP work plan and/or the meeting agenda�


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this PCR were to be rejected. 


�PAGE \# f"'Page: '#'�'"  �� If  other specs are affected by this change, then indicate the TS/TR number and the tdoc numbers of the  relevant  (P)CRs


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to agree to the PCR. This could include special conditions which are not listed anywhere else above.





