Page 1



3GPP TSG-CT WG3 Meeting #78bis 
C3-144232
Sophia-Antipolis, France, 20 - 24 October 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	29.212
	CR
	1223
	rev
	1
	Current version:
	11.13.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Mute-Notification AVP Value on Gx Session

	
	

	Source to WG:
	Huawei

	Source to TSG:
	C3

	
	

	Work item code:
	SAPP-CT3
	
	Date:
	2014-10-21

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In clause 5.3.4 of 3GPP TS 29.212, it’s specified:

“Mute-Notification AVP value shall not be changed during an active IP-CAN session”.

For specific application, considering the following scenario:

(1) The PCRF does not send Mute-Notification AVP to the PCEF during the IP-CAN session establishment;

(2) The PCRF sends Mute-Notification AVP to the PCEF during the IP-CAN session modification;

(3) Later, the PCRF modifies the PCC rule without including Mute-Notification AVP, and send the updated PCC rule to the PCEF.
It’s clear combination (2) and (3) is not permitted, however, it’s not clear whether combination (1) and (2) is permitted. This should be specified clearly. 

	
	

	Summary of change:
	To specify more clearly that Mute-Notification AVP status shall not be changed during the lifetime of the PCC/ADC rules..

	
	

	Consequences if not approved:
	It’s unspecified that if Mute-Notification is absent for specific application during the IP-CAN session/TDF session establishment, whether the PCRF can send this AVP again for this application during the IP-CAN session / TDF session modification, which may cause interworking problem.
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	Other comments:
	


1st Change

5.3.4
Charging-Rule-Definition AVP (All access types)

The Charging-Rule-Definition AVP (AVP code 1003) is of type Grouped, and it defines the PCC rule sent by the PCRF to the PCEF. The Charging-Rule-Name AVP uniquely identifies the PCC rule and it is used to reference to a PCC rule in communication between the PCEF and the PCRF within one IP CAN session. The Flow-Information AVP(s) or the application detection filter referenced by the TDF-Application-Identifier AVP determines the traffic that belongs to the service data flow. Either Flow-Information AVP(s) or TDF-Application-Identifier AVP shall exist in a Charging-Rule-Definition AVP.
If optional AVP(s) within a Charging-Rule-Definition AVP are omitted, but corresponding information has been provided in previous Gx messages, the previous information remains valid. If Flow-Information AVP(s) are supplied, they replace all previous Flow-Information AVP(s). If Flows AVP(s) are supplied, they replace all previous Flows AVP(s).
The PS-to-CS-Session-Continuity AVP indicates if a service data flow is a candidate for PS to CS session continuity.
Flows AVP may appear if and only if AF-Charging-Identifier AVP is also present.

AF-Signalling-Protocol AVP may appear if the PCC Rule applies for IMS signalling.

Monitoring-Key AVP contains the monitoring key that may apply to the PCC rule.
Mute-Notification status shall not be changed during the lifetime of the PCC rules.
Sponsor-Identity AVP and Application-Service-Provider-Identity AVP shall be included if the Reporting-Level AVP is set to the value SPONSORED_CONNECTIVITY_LEVEL for the service data flow.
Required-Access-Info AVP may appear if the AF requests PCRF to report user access network information.
AVP Format:

Charging-Rule-Definition ::= < AVP Header: 1003 >








 { Charging-Rule-Name }








 [ Service-Identifier ]








 [ Rating-Group ]








*[ Flow-Information ]







 [ TDF-Application-Identifier ]








 [ Flow-Status ]








 [ QoS-Information ]







 [ PS-to-CS-Session-Continuity ]







 [ Reporting-Level ]








 [ Online ]








 [ Offline ]








 [ Metering-Method ]








 [ Precedence ]








 [ AF-Charging-Identifier ]







*[ Flows ]








 [ Monitoring-Key]







 [ Redirect-Information ]







 [ Mute-Notification ]







 [ AF-Signalling-Protocol ]








 [ Sponsor-Identity ]







 [ Application-Service-Provider-Identity ]








*[ Required-Access-Info ]








*[ AVP ]
2nd Change

5b.3.3
ADC-Rule-Definition AVP

The ADC-Rule-Definition AVP (AVP code 1094) is of type Grouped, and it defines the ADC rule sent by the PCRF. The ADC-Rule-Name AVP uniquely identifies the ADC rule and it is used to reference to an ADC rule in communication between the PCRF and the TDF within one TDF session. The TDF Application Identifier AVP(s) determines the traffic that belongs to the application.

If optional AVP(s) within an ADC-Rule-Definition AVP are omitted, but corresponding information has been provided in previous Sd messages, the previous information remains valid. 

Monitoring-Key AVP contains the monitoring key that may apply to the ADC rule.
Mute-Notification status shall not be changed during the lifetime of the ADC rules.
AVP Format: 
ADC-Rule-Definition ::= < AVP Header: 1094 >








 { ADC-Rule-Name }








 [ TDF-Application-Identifier ]








 [ Flow-Status ]








 [ QoS-Information ]







 [ Monitoring-Key ]







 [ Redirect-Information ]







 [ Mute-Notification ]







*[ AVP ]
3rd Change

5b.4
Sd re-used AVPs
Table 5b.4 lists the Diameter AVPs re-used by the Sd reference point from existing Diameter Applications, reference to their respective specifications, short description of their usage within the Sd reference pointand which supported features the AVP is applicable to. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol, do not need to be supported. The AVPs from Diameter base protocol are not included in table 5b.4, but they are re-used for the Sd reference point. Unless otherwise stated, re-used AVPs shall maintain their ‘M’, ‘P’ and ‘V’ flag settings. Where 3GPP Radius VSAs are re-used, unless otherwise stated, they shall be translated to Diameter AVPs as described in IETF RFC 4005 [12] with the exception that the ‘M’ flag shall be set and the ‘P’ flag may be set.

Table 5b.4: Sd re-used Diameter AVPs
	Attribute Name
	Reference
	Description
	

	AN-GW-Address
	5.3.49
	Contains the Ipv4 and/ or Ipv6 (if available) address(es) of the access node gateway (SGW for 3GPP and AGW for non-3GPP networks).
	

	Application-Detection-Information
	5.3.91
	Used to report from the TDF to the PCRF once the start/stop of the application traffic, defined by TDF-Application-Identifier, has been detected.
TDF is used instead of PCEF and ADC-Rule-Definition AVP is used instead of Charging-Rule-Definition AVP.
	

	Called-Station-Id
	IETF RFC 4005 [12]
	The address the user is connected to (i.e. the PDN identifier). 
	

	CC-Request-Number
	IETF RFC 4006 [9]
	The number of the request for mapping requests and answers.
	

	CC-Request-Type
	IETF RFC 4006 [9]
	The type of the CC-Request. For the Solicited application reporting, only update and termination values are applicable.
	

	Event-Report-Indication
	5.3.30
	When sent from the PCRF to the TDF, it is used to report an event coming from the PCEF, BBERF or BPCF if NSWO is supported and the relevant info to the TDF. When sent from the TDF to the PCRF, it is used to provide the information about the required event triggers to the PCRF. Only Event-Trigger AVP will be supplied in this case. 

For 3GPP2 access, USER_LOCATION_CHANGE is used to report and request changes to the 3GPP2-BSID.
The following values for the included Event-Trigger are applicable:

SGSN_CHANGE (0), RAT_CHANGE (2), PLMN_CHANGE (4), IP-CAN_CHANGE (7), RAI_CHANGE (12), USER_LOCATION_CHANGE (13), NO_EVENT_TRIGGERS (14), UE_IP_ADDRESS_ALLOCATE (18), UE_IP_ADDRESS_RELEASE (19) , AN_GW_CHANGE (21),

UE_TIME_ZONE_CHANGE (25), TAI_CHANGE (26), ECGI_CHANGE (27).
The following AVPs which are included in Event-Report-Indication are applicable to Sd interface:

IP-CAN-Type, RAT-Type, AN-GW-Address, 3GPP-SGSN-Address, 3GPP-SGSN-Ipv6-Address, 3GPP-SGSN-MCC-MNC, RAI, 3GPP-User-Location-Info, 3GPP2-BSID, 3GPP-MS-Timezone and Framed-IP-Address.
	

	Event-Trigger
	5.3.7
	When sent from the PCRF to the TDF, indicates an event that shall cause a re-request of ADC rules. When sent from the TDF to the PCRF, indicates that the corresponding event has occurred at the TDF. 

The following values are applicable:

NO_EVENT_TRIGGERS (14); USAGE_REPORT (33); APPLICATION_START (39); APPLICATION_STOP (40); REVALIDATION_TIMEOUT (17).
TDF is used instead of PCEF, ADC rule is used instead of PCC rule, and ADC-Rule-Definition AVP is used instead of Charging-Rule-Definition AVP.

Event-Trigger AVP is also applicable in TSR command.
	

	Flow-Description
	3GPP TS 29.214 [10]
	Defines the service data flow filter parameters for a detected application, if deducible.
	

	Flow-Direction
	5.3.65
	It indicates the direction/directions that a filter for a detected application is applicable, downlink only, uplink only or both down- and uplink (bidirectional).
	

	Flow-Information
	5.3.53
	This parameter may be sent from the TDF to the PCRF within Application-Detection-Information AVP and contains the information from a single IP flow packet filter of an application, once detected, if deducible at TDF. 

Only Flow-Description AVP and Flow-Direction AVPs are used.

See NOTE 1.
	

	Flow-Status
	3GPP TS 29.214 [10]
	This parameter may be sent from the PCRF to the TDF within ADC-Rule-Definition AVP and describe if the possible uplink and/or possible downlink gate for the detected application shall be opened or closed.
	

	Framed-IP-Address
	IETF RFC 4005 [12]
	The Ipv4 address allocated for the user. If NSWO is supported, the AVP contains the Local Ipv4 address assigned by Fixed Broadband Access network.
	

	Framed-Ipv6-Prefix
	IETF RFC 4005 [12]
	The Ipv6 prefix allocated for the user. If NSWO is supported, the AVP contains the Local Ipv6 prefix or address assigned by Fixed Broadband Access network.
The encoding of the value within this Octet String type AVP shall be as defined in IETF RFC 3162 [15], Clause 2.3. The “Reserved”, “Prefix-Length” and “Prefix” fields shall be included in this order.
For the unsolicited case, the TDF may include the valid full Ipv6 address that is applicable to an IP flow or IP flows. 

The TDF shall set the “Prefix Length” to 128 and encode the Ipv6 address of the UE within the “Prefix” field.
	

	Granted-Service-Unit
(NOTE 2)
	IETF RFC 4006 [9]
	The volume threshold for usage monitoring control purposes. Only the CC-Total-Octets or one of the CC-Input-Octets and CC-Output-Octets AVPs are re-used. Monitoring-Time AVP as defined in 5.3.99 may be optionally added to the grouped AVP if UMCH feature is supported.
This AVP shall have the ‘M’ bit cleared.
	

	IP-CAN-Type
	5.3.27
	Indicate the type of Connectivity Access Network in which the user is connected.
	

	Logical-Access-ID
	ETSI TS 283 034 [37]
	Contains a Circuit‑ID (as defined in RFC 3046 [36]). The Logical Access ID may explicitly contain the identity of the Virtual Path and Virtual Channel carrying the traffic.

The vendor-id shall be set to ETSI (13019) [37].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the ETSI parameter in the Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	

	Max-Requested-Bandwidth-UL
	3GPP TS 29.214 [10]
	Defines the maximum authorized bandwidth for uplink.
	

	Max-Requested-Bandwidth-DL

	3GPP TS 29.214 [10]
	Defines the maximum authorized bandwidth for downlink.
	

	Monitoring-key
	5.3.59
	An identifier to a usage monitoring control instance.
	

	Monitoring-Time
	5.3.99
	Defines the time at which the TDF re-applies the volume threshold, provided by the PCRF. Applicable if UMCH is supported as described in the subclause 5b.4.1.
	

	Mute-Notification
	5.3.98
	An indication whether application start/stop notification is to be muted for ADC Rule by the TDF, Mute-Notification status shall not be changed during the lifetime of the ADC rules.
The value definition of Mute-Notification AVP is the same as provided by clause 5.3.98, while TDF is used instead of PCEF and ADC rule is used instead of PCC rule.
	

	PCC-Rule-Status
	5.3.19
	Describes the status of one or a group of ADC rules.
	

	Physical-Access-ID
	ETSI TS 283 034 [37]
	Identifies the physical access to which the user equipment is connected. Includes a port identifier and the identity of the access node where the port resides.

The vendor-id shall be set to ETSI (13019) [37].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the ETSI parameter in the Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	

	QoS-Information
	5.3.16
	Defines the QoS information (bandwidth limitation) for the applications, detected by the TDF and sent from the PCRF to the TDF. 

Only the Max-Requested-Bandwidth-UL and the Max-Requested-Bandwidth-DL are used.
	

	RAI
	3GPP TS 29.061 [11]
	Contains the Routing Area Identity of the SGSN where the UE is registered.
	

	RAT-Type
	5.3.31
	Identifies the radio access technology that is serving the UE.
	

	Redirect- Address-Type
	IETF RFC 4006 [9]
	Defines the address type of the address given in the Redirect-Server-Address AVP included in the ADC-Rule-Definition AVP.
	

	Redirect-Information
	5.3.82
	Contains the address information of the redirect server (e.g., captive portal) with which the end user is to be connected.
ADC-Rule-Definition AVP is used instead of Charging-Rule-Definition AVP.
	

	Redirect-Server-Address
	IETF RFC 4006 [9]
	Defines the address of the redirect server with which the end user is to be connected.
	

	Redirect-Support
	5.3.83
	Indicates whether redirection is disabled or enabled for an ADC rule.
	

	Revalidation-Time
	5.3.41
	Indicates the NTP time before which the TDF will have to re-request ADC rules.
	

	Rule-Activation-Time
	5.3.42
	Indicates the time when rule is to be activated.
	

	Rule-Deactivation-Time
	5.3.43
	Indicates the time when rule is to be deactivated.
	

	Rule-Failure-Code
	5.3.38
	Identifies the reason an ADC rule is being reported.
TDF is used instead of PCEF, ADC rule is used instead of PCC rule, and ADC-Rule-Definition AVP is used instead of Charging-Rule-Definition AVP.
	

	Session-Release-Cause
	5.3.44
	Indicate the reason of termination initiated by the PCRF. 
	

	Subscription-Id
	IETF RFC 4006 [9]
	The identification of the subscription (IMSI, MSISDN, etc).
	

	Supported-Features
	3GPP TS 29.229 [14]
	If present, this AVP informs the destination host about the features that the origin host requires to successfully complete this command exchange.
	

	TDF-Application-Identifier
	5.3.77
	References the application, for which the Application Detection and Control (ADC) rule applies.
TDF is used instead of PCEF and ADC rule is used instead of PCC rule.
	

	TDF-Application-Instance-Identifier
	5.3.92
	Shall be assigned and reported by the TDF to the PCRF in order to allow correlation of application Start and Stop Event-Triggers to the specific service data flow descriptions, if service data flow descriptions are deducible.
	

	TWAN-Identifier
	3GPP TS 29.061 [11]
	Indicates the UE location in a Trusted WLAN Access Network (BSSID should be provided and SSID shall be provided)
	Trusted-WLAN

	Usage-Monitoring-Information
	5.3.60
	Contains the usage monitoring control information.
	

	Usage-Monitoring-Level
	5.3.61
	Indicates whether the usage monitoring instance applies to the TDF session or to one or more ADC rules. Only SESSION_LEVEL (0) referring to TDF session instead of IP-CAN session and ADC-Rule-Level (2) apply.
	

	Usage-Monitoring-Report
	5.3.63
	Indicates that accumulated usage is to be reported by the TDF regardless of whether a usage threshold is reached for certain usage monitoring key (within a Usage-Monitoring-Information AVP) .
	

	Usage-Monitoring-Support
	5.3.62
	Indicates whether usage monitoring shall be disabled for certain Monitoring Key.
	

	Used-Service-Unit
(NOTE 2)
	IETF RFC 4006 [9]
	The measured volume for usage monitoring control purposes. The volume threshold for usage monitoring control purposes. Only the CC-Total-Octets or one of the CC-Input-Octets and CC-Output-Octets AVPs are re-used. Monitoring-Time AVP as defined in 5.3.99 may be optionally added to the grouped AVP if UMCH feature is supported.
This AVP shall have the ‘M’ bit cleared.
	

	User-Equipment-Info
	IETF RFC 4006 [9]
	The identification and capabilities of the terminal (IMEISV, etc.)
When the User-Equipment-Info-Type is set to IMEISV(0), the value within the User-Equipment-Info-Value shall be a UTF-8 encoded decimal. 
	

	3GPP-MS-TimeZone
	3GPP TS 29.061 [11]
	Indicate the offset between universal time and local time in steps of 15 minutes of where the MS currently resides.
	

	3GPP-SGSN-Address
	3GPP TS 29.061 [11]
	The Ipv4 address of the SGSN.
	

	3GPP-SGSN-Ipv6-Address
	3GPP TS 29.061 [11]
	The Ipv6 address of the SGSN.
	

	3GPP-SGSN-MCC-MNC
	3GPP TS 29.061 [11]
	For GPRS the MCC and the MNC of the SGSN.
For 3GPP/non-3GPP accesses the MCC and the MNC provided by the serving gateway (SGW, or AGW).
For TWAN, the MCC and the MNC of the selected PLMN as described in §16.2.1 of 3GPP TS 23.402 [23].


	

	3GPP-User-Location-Info
	3GPP TS 29.061 [11]
	Indicates details of where the UE is currently located (e.g. SAI or CGI)
	

	3GPP2-BSID
	3GPP2 X.S0057-0 [24]
	For 3GPP2 indicates the BSID of where the UE is currently located (e.g. Cell-Id, SID, NID).

The Vendor-Id shall be set to 3GPP2 (5535) [24].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the value 5535, identifying 3GPP2, in a Supported-Vendor-Id AVP.
This AVP shall have the ‘M’ bit cleared.
	

	NOTE 1:
This parameter can apply only to some of the detected applications. For other applications (e.g. P2P), this parameter may not be possible to provide.
NOTE 2:
AVPs included within this grouped AVP shall have the ‘M’ bit cleared.


End of Changes
