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*** 1st Change ***

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GC
5G Core Network
5QI
5G QoS Identifier
AF
Application Function

AMBR
Aggregate Maximum Bit Rate

AMF
Access and Mobility Management Function

AN
Access Network

APN
Access Point Name

ARP
Allocation and Retention Priority

BSF
Binding Support Functionality

BSON
Binary JSON

CBOR
Concise Binary Object Representation

CDDL
Concise Data Definition Language

DEI
Drop Eligible Indicator

DHCP
Dynamic Host Configuration Protocol

DL
Downlink

DN
Data Network

DNAI
Data Network Access Identifier

DNN
Data Network Name

DTLS
Datagram Transport Layer Security

EPC
Evolved Packet Core

GBR
Guaranteed Bit Rate

GPSI
Generic Public Subscription Identifier

HATEOAS
Hypermedia As The Engine Of Application State

HTTP
Hypertext Transfer Protocol

IDL
Interface Definition Language

JSON
JavaScript Object Notation

MAC
Media Access Control

MBR
Maximum Bit Rate

MPS
Multimedia Priority Service

NBIFOM
Network Based IP Flow Mobility

NEF
Network Exposure Function

NF
Network Function

NSSAI
Network Slice Selection Assistance Information

NWDAF
Network Data Analytics Function
OCS
Online Charging System

PCC
Policy and Charging Control

PCF
Policy Control Function

PCP
Priority Code Point

PEI
Permanent Equipment Identifier

PFDF
Packet Flow Description Function

QFI
QoS Flow Identifier
QoS
Quality of Service

REST
Representational State Transfer

RFSP
RAT Frequency Selection Priority

RPC
Remote procedure call

RQI
Reflective QoS Indicator
SCTP
Stream Control Transmission Protocol

SDF
Service Data Flow

SMF
Session Management Function

S-NSSAI
Single Network Slice Selection Assistance Information

SSC
Session and Service Continuity

SUPI
Subscription Permanent Identifier

TA
Tracking Area

TAI
Tracking Area Identity

TCP
Transmission Control Protocol

TLS
Transport Layer Security

UDM
Unified Data Management

UDP
User Datagram Protocol

UDR
Unified Data Repository
UL
Uplink

UPF
User Plane Function
URSP
UE Route Selection Policy
VID
VLAN Identifier

VLAN
Virtual Local Area Network
*** 2nd Change ***

5.3.1.1
Policy request during UE registration
This procedure is performed when the UE needs to perform initial registration to the 5G system or needs to perform the registration with the AMF relocation.
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Figure 5.3.1.1-1: Policy request during UE registration
1.
The AMF receives the registration request from the AN. The AMF can obtain Service Area Restrictions, RFSP index, and GPSI from the UDM during the update location procedure. Based on local policy, the AMF selects to contact the PCF. The AMF selects the PCF as described in subclause 5.10.2 and invokes the Npcf_AMPolicyControl_Get service operation to request the PCF to create the policy context in the PCF and to retrieve the UE policies and/or Access and Mobility control policies. The request operation provides the SUPI, and if received from the UDM, the Service Area Restrictions, RFSP index, and GPSI, and may provide the access type, the PEI if received in the AMF, the User Location Information if available, the UE Time Zone if available, Serving Network, RAT type. The request also includes a Notification URI to indicate to the PCF where to send a notification when the policy/ies is/are updated.
2.
If PCF does not have the subscription data for the UE, the PCF invokes the Nudr_UnifiedDataManagement_Query service operation and includes in the request to the UDR the PCF Identifier and the Data Identifier which uniquely identifies the requested subscription data within the UDR i.e. SUPI.


The UDR responds to the PCF with the subscription data that may include UE policies and Access and Mobility control policies.
Editor's note:
The interaction between the PCF and UDR is FFS.
3.
The PCF makes the requested policy decision including, e.g. UE policies such as Service Area Restrictions, RAT Frequency Selection Priority (RFSP) Index and UE Route Selection Policy (URSP) and may determine applicable event trigger(s).

4.
The PCF responds to the AMF by including requested policy:
-
UE policy (see subclause 5.8) including UE Access Network discovery and selection policies and/or UE Route Selection Policies (URSP) of the UE; and/or
-
AMF Access and Mobility Policy (see subclause 5.6) including Service Area Restrictions, and/or a RAT Frequency Selection Priority (RFSP) Index,


as determined by the PCF.

5.
The PCF can subscribe to the Namf_EventExposure service.
NOTE:
The definition of the Namf_EventExposure service is out of scope of the present study.
*** 3rd Change ***

5.4.2.2
Operations

Table 5.4.2.2-1: Operations of the Npcf_AMPolicyControl Service

	Service operation name
	Description
	Initiated by
	Inputs, required
	Inputs, optional
	Outputs, required
	Outputs, optional

	Npcf_AMPolicyControl_Get
	Provides the requested policy to the NF service consumer
	NF service consumer (AMF)
	SUPI,

Notification URI (NOTE)
	Generic Public Subscription Identifier (GPSI),
Access type,

Permanent Equipment Identifier (PEI),

User Location Information,

UE Time Zone,

Serving Network,

RAT type,

List of Service Area Restriction elements, RAT Frequency Selection Priority (RFSP) Index
	The requested policy:

UE policy (see subclause 5.8) including UE Access Network discovery and selection policies and/or UE Route Selection Policies (URSP); and/or, 
AMF Access and Mobility Policy (see subclause 5.6) including Service Area Restrictions, and/or RAT Frequency Selection Priority (RFSP) Index
	none

	Npcf_AMPolicyControl_UpdateNotify
	Provides updated policy to the NF service consumer.
	PCF
	SUPI,

Updated Policies:

UE policy (see subclause 5.8) and/or,

AMF Access and Mobility Policy (see subclause 5.6)
	none
	Success or Failure
	none

	Npcf_AMPolicyControl_Delete
	Provides means for the NF service consumer to delete the policy context.
	NF service consumer (AMF)
	SUPI
	none
	Success or Failure
	none

	NOTE:
The "Notification URI" corresponds to the "subscription to Notification indicator" in stage 2.



*** End of Changes ***
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