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*** 1st Change ***

B.3.1
MonitoringEventSubscription


The MonitoringEventSubscription data type defined in clause 5.3.2.1.2 can be shown using the following JSON schema:

{

"$schema": "http://json-schema.org/draft-04/schema#",

 "type": "object",


 "properties": {


 "scsAsId": {




 "description": "SCS/AS Identifier",




 "type": "string",




 "format": "hostname"



},



 "ttrId": {




 "description": "T8 Transaction Reference ID",




 "type": "integer"



},



 "tltrId": {




 "description": "T8 Long Term Transaction Reference ID",




 "type": "integer"



},



 "externalId": {




 "description": "External Identifier",




 "type": "string"



},



 "msisdn": {




 "description": "MSISDN",




 "type": "string"



},



 "externalGroupId": {




 "description": "External Group Identifier",




 "type": "string"



},


 "notificationDestination": {




 "description": "Identifies an URI of a notification destination that T8 message shall be delivered to.",




 "type": "string"



},



 "monitoringType": {




 "description": " Indicate a monitoring event type.",




 "type": "string",




 "enum": [





"LOSS_OF_CONNECTIVITY",





"UE_REACHABILITY",





"LOCATION_REPORTING",




"CHANGE_OF_IMSI_IMEI_ASSOCIATION",




"ROAMING_STATUS",




"COMMUNICATION_FAILURE",




"AVAILABILITY_AFTER_DDN_FAILURE",




"NUMBER_OF_UES_IN_AN_AREA"



]



},



 "maximumNumberOfReports": {




 "description": "Identifies the maximum number of event reports.",




 "type": "Integer",




"minimum": 0


},



 "monitoringTime": {




 "description": "Identifies the absolute time at which the related monitoring event request is considered to expire.",




 "type": "string",




 "format": "date-time"



},


},



 "groupReportingGuardTime": {




 "description": "Identifies the time for which the SCEF can aggregate the reports detected by the UEs in a group and report them together to the SCEF/SCS/AS.",




 "type": "string",




 "format": "date-time"



},


},



 "maximumDetectionTime": {




 "description": "Identifies the maximum period of time after which the UE is considered to be unreachable.",




 "type": "Integer",




"minimum": 0


},



 "reachabilityType": {




 "description": " Indicate whether the request is for “Reachability for SMS” or “Reachability for Data”, or both.",




 "type": "string",




 "enum": [





"SMS",





"DATA",





"SMS_AND_DATA"



]



},



 "maximumLatency": {




 "description": "Identifies the maximum delay acceptable for downlink data transfers.",




 "type": "Integer",




"minimum": 0


},



 "maximumResponseTime": {




 "description": "Identifies the length of time for which the UE stays reachable to allow the SCS/AS to reliably deliver the required downlink data.",




 "type": "Integer",




"minimum": 0


},



 "suggestedNumberOfDlPackets": {




 "description": "Identifies the number of packets that the serving gateway shall buffer in case that the UE is not reachable.",




 "type": "Integer",




"minimum": 0


},



 "idleStatusIndication": {




 "description": "Indicate the notification of when a UE, for which PSM is enabled, transitions into idle mode.",




 "type": "boolean"



},



 "locationType": {




 "description": "Indicate whether the request is for Current Location or Last known Location.",




 "type": "string",




 "enum": [





"CURRENT_LOCATION",





"LAST_KNOWN_LOCATION"



]



},



 "accuracy": {




 "description": "Indicate the desired level of accuracy of the requested location information.",




 "type": "string",




 "enum": [





"CGI_ECGI",





"ENODEB",




"TA_RA",




"PLMN"



]



},



 "minimumReportInterval": {




 "description": "Identifies a minimum time interval between Location Reporting notifications.",




 "type": "Integer",




"minimum": 0


},



 "associationType": {




 "description": "Indicate whether the change of IMSI-IMEI or IMSI-IMEISV association shall be detected.",




 "type": "string",




 "enum": [





"IMEI",





"IMEISV"



]



},



 "pLMNIndication": {




 "description": "Indicate the notification of UE's Serving PLMN ID.",




 "type": "boolean"



},


},


 "required": [



"scsAsId",



"ttrId",



"tltrId",


" monitoringType"

]
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