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*** 1st Change ***
5.7
CAPIF_Monitoring_API

Editor’s Note:
It is FFS whether this API will refer to EventsAPI.
5.7.1
Service Description


5.7.1.1
Overview

The CAPIF monitoring APIs, as defined in 3GPP TS 23.222 [6], allow the API management function via CAPIF-5 reference point to monitor service API invocations and receive such monitoring events from the CAPIF core function.

*** 2nd Change ***

5.7.2
Service Operations 


5.7.2.1
Introduction

The service operation defined for CAPIF_Monitoring_API is shown in table 5.7.2.1-1.

Table 5.7.2.1-1: Operations of the CAPIF_Monitoring_API
	Service operation name
	Description
	Initiated by

	CAPIF_Event_Subscription
	This service operation is used by an API management function to subscribe to monitoring events on the CAPIF core function.
	API management function

	CAPIF_ Event_Unsubscription
	This service operation is used by an API management function to unsubscribe from CAPIF events
	API management function

	CAPIF_Monitoring_Service_API_Notification
	This service operation is used by the CAPIF core function to deliver the monitoring event information to a API management function
	CAPIF core function


5.7.2.2
CAPIF_Event_Subscription_API

5.7.2.2.1
General

 This service operation is used by a API management functional entity to subscribe to CAPIF monitoring events.

5.7.2.2.2
Subscribing to CAPIF monitoring events using CAPIF_Event_Subscription service operation>



The subscription procedure for CAPIF monitoring events is specified in subclause 5.4.2.2.2.

5.7.2.3
CAPIF_Event_Unsubscription_API
5.7.2.3.1
General

This service operation is used by a API management function to un-subscribe from CAPIF monitoring events.

5.7.2.2.2
Unsubscribing from CAPIF monitoring events using CAPIF_Event_Unsubscription service operation

 The un-subscription procedure for CAPIF monitoring events is specified in subclause 5.4.2.3.2.
5.7.2.4
CAPIF_Monitoring_Service_API_Notification_API
5.7.2.4.1
General

This service operation is used by the CAPIF core function to deliver the CAPIF monitoring events to a API management function.

5.7.2.4.2
Notifying CAPIF monitoring events using CAPIF_Monitoring_Service_API_Notification service operation

 The notification procedure for CAPIF monitoring events is specified in subclause x.x.x.x.x.
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