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*** 1st Change ***

4.2.4
Npcf_SMPolicyControl_Update Service Operation

The Npcf_SMPolicyControl_Update service operation provides means for the NF service consumer to inform the PCF that a policy control request trigger condition has been met and for the PCF to inform the NF service consumer of any resulting update of the Session Management related policies.
Figure 4.2.4-1 illustrates a requesting the update of the Session Management related policies.
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Figure 4.2.4-1: Requesting the update of the Session Management related policies
When the SMF detects that one or more policy control request triggers are met, the SMF shall send a POST request to the PCF to update an Individual SM Policy resource. The {smPolicyId} in the URI identifies the Individual SM Policy resource to be updated. The SMF include SmPolicyUpdateContextData data structure in the payload body of the HTTP POST to request a update of representation of the "Individual SM Policy" resource. The SMF shall include the met policy control request trigger(s) within the "repPolicyCtrlReqTriggers" attribute and applicable updated value(s) in the corresponding attribute(s).
The SMF shall include (if available) in SmPolicyUpdateContextData data structure:

-
type of access within the "accessType" attribute;
-
type of the radio access technology within the "ratType" attribute;
-
the new allocated UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "ipv6AddressPrefix" attribute;
-
the released UE Ipv4 address within the "ipv4Address" attribute and/or the UE Ipv6 prefix within the "relIpv6AddressPrefix" attribute;
-
the UE MAC address within the "ueMac" attribute;

-
the released UE MAC address within the "relUeMac" attribute;

-
the indication of UE supporting reflective QoS within the "refQosSupp" attribute;

-
the indication of UE revoking the reflective QoS control within the "revRelQos" attribute;
-
access network charging identifier within the " accNetChIds" attribute;

-
3GPP PS data off status within the "3gppPsDataOffStatus" attribute;

-
the UE time zone information within the "ueTimeZone" attribute;
-
subscribed Session-AMBR within the "subsSessAmbr" attribute;
-
subscribed Default QoS Information within the "subsDefQos" attribute;
-
detected application information within the "appDetectionInfos" attribute;
-
accumulated usage reports within the “accuUsageReports" attribute;
-
reported presence reporting area information within the "praInfos" attribute;
-
user location information within the "userLocationInfo" attribute; and

-
identifier of the serving network within the "servingNetwork" attribute.
In case of a successful update, "200 OK" response shall be returned. The PCF shall include in the "200 OK" response the representation of the updated policies within the SmPolicyDecision data structure. Detailed procedures related to the provisioning and enforcement of the policy decisions within the SmPolicyDecision data structure are contained in subclause 4.2.6.



*** Next Change ***

5.6.2.19
Type SmPolicyUpdateContextData
Table 5.6.2.19-1: Definition of type SmPolicyUpdateContextData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	repPolicyCtrlReqTriggers
	array(PolicyControlRequestTrigger)
	M
	1..N
	The policy control reqeust trigges which are met.
	

	accNetChId
	AccNetChId
	O
	0..1
	Indicates the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	servingNetwork
	NetworkId
	O
	0..1
	The serving network where the served UE is camping.
	

	userLocationInformation
	UserLocation
	O
	0..1
	The location of the served UE is camping.
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	
	
	
	
	
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	relIpv4Address
	Ipv4Addr
	O
	0..1
	Indicates the released IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	relIpv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	Indicates the released IPv6 Address Prefix of the served UE in multi-homing case.
	

	subsSessAmbr
	Ambr
	O
	0..1
	Subscribed Session-AMBR.
	

	subsDefQos
	DefaultQosInformation
	O
	0..1
	Subscribed Default QoS Information.
	

	accuUsageReports
	array(AccuUsageReport)
	O
	0..N
	Accumulate usage report.
	

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	

	appDetectionInfos
	array(AppDetectionInfo)
	O
	0..N
	Reports the start/stop of the application traffic and detected SDF descriptions if applicable.
	ADC


*** End of Changes ***
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