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*** 1st Change ***

4.2.2.x
Access Network Charging Identifier report
During the PDU session establishment, the SMF may provide the access network charging identifier information within the "accNetChId" attribute. Within the AccNetChId data structure, the SMF shall include the "accNetChaIdValue" containing the Access Network Charging Identifier for the default QoS flow and the "sessionChScope" attribute set to true if the Access Network Charging Identifier is applied to the whole PDU session.
NOTE: 
During the PDU Session Establishment no "refPccRuleIds" attribute is provided regardless if the charging identifier applies to the entire PDU session or to the default QoS flow since the PCC Rules are not yet authorized at this stage.

*** Next Change ***

4.2.3.x
Access Network Charging Identifier request
The PCF may request the SMF to provide the Access Network Charging Identifier associated to the dynamic PCC rules as defined in subclause 4.2.6.4.1.
*** Next Change ***

4.2.4.x
Access Network Charging Identifier request and report

If the "PolicyCtrlReqTriggers" attribute with the value "AN_CH_COR"  has been provided to the SMF, the SMF shall notify of the PCF the Access Network Charging Identifier(s) that the SMF has assigned for the dynamic PCC Rules which referred from the RequestedRuleData data structure containing the CH_ID within the "reqData" attribute by including an "accNetChIds" attribute within the SmPolicyUpdateContextData data structure in the HTTP POST message. If the SMF assigns a Access Network Charging Identifier to the whole PDU session, the SMF shall include one AccNetChId instance within the "accNetChIds" attribute and include the Access Network Charging Identifier within the "accNetChaIdValue" attribute and the "sessionChScope" attribute set to true; otherwise, within each AccNetChId instance, the PCF shall include Access Network Charging Identifier within the "accNetChaIdValue" attribute and all the PCC rule identifier(s) associated to the provided Access Network Charging Identifier within the "refPccRuleIds" attribute.
The PCF may request the SMF to provide the Access Network Charging Identifier associated to the new dynamic PCC rules as defined in subclause 4.2.6.4.1 in the response message.
*** Next Change ***

5.6.1
General

This subclause specifies the application data model supported by the API.

The Npcf_SMPolicyControl API allows the SMF to retrieve the session management related policy from the PCF as defined in 3GPP TS 23.503 [6].
Table 5.6.1-1 specifies the data types defined for the Npcf_SMPolicyControl service based interface protocol.

Table 5.6.1-1: Npcf_SMPolicyControl specific Data Types

	Data type
	Section defined
	Description
	Applicability

	AccNetChId
	5.6.2.23
	Contains the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	AccuUsageReport
	5.6.2.18
	
	

	ChargingData
	5.6.2.11
	Contains charging related parameters. Inherits all parameters from DecisionData.
	

	ChargingInformation
	5.6.2.17
	
	

	ConditionData
	5.6.2.9
	Contains conditions for applicability of a rule.
	

	FlowDirection
	5.6.3.3
	
	

	FlowInformation
	5.6.2.14
	Contains the flow information.
	

	FlowStatus
	FFS
	Indicates the flow status.
	

	MeteringMethod
	5.6.3.5
	Indicates the metering method.
	

	PccRule
	5.6.2.6
	Contains the PCC rule information.
	

	PolicyControlRequestTrigger
	5.6.3.6
	
	

	QosCharacteristics
	5.6.2.16
	Contains QoS characteristics for a non standard 5QI.
	

	QoSData
	5.6.2.8
	Contains the QoS parameters.
	

	RedirectAddressType
	FFS
	Indicates the redirect address type.
	

	RedirectInformation
	5.6.2.13
	Contains the redirect information.
	

	ReportingLevel
	5.6.3.4
	Indicates the reporting level.
	

	RequestedRuleData
	5.6.2.24
	Contains rule data requested by the PCF to receive information associated with PCC rules. 
	

	RequestedRuleDataType
	5.6.3.7
	Contains the type of rule data requested by the PCF. 
	

	RequestedUsageData
	5.6.2.25
	Contains usage data requested by the PCF requesting usage reports for the corresponding usage monitoring data instances. 
	

	SessionRule
	5.6.2.7
	Contains session level policy information.
	

	SmPolicyControl
	5.6.2.2
	Contains the parameters to request the SM policies and the SM policies authorized by the PCF.
	

	SmPolicyContextData
	5.6.2.3
	Contains the parameters to create individual SM policy resource.
	

	SmPolicyDecision
	5.6.2.4
	Contains the SM policies authorized by the PCF.
	

	SmPolicyNotification
	5.6.2.5
	Contains the update of the SM policies
	

	SmPolicyDeleteData
	5.6.2.15
	Contains the parameters to be sent to the PCF when the individual SM policy is deleted.
	

	SmPolicyUpdateContextData
	5.6.2.19
	
	

	TerminationNotification
	5.6.2.21
	Termination Notification
	

	TrafficControlData
	5.6.2.10
	Contains parameters determining how flows associated with a PCCRule are treated (blocked, redirected, etc). Inherits all parameters from DecisionData.
	

	UsageMonitoringData
	5.6.2.12
	Contains usage monitoring related control information. Inherits all parameters from DecisionData.
	


Table 5.6.1-2 specifies data types re-used by the Npcf_SMPolicyControl service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_SMPolicyControl service based interface. 

Table 5.6.1-2: Npcf_SMPolicyControl re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	5qi
	3GPP TS 29.571 [11]
	Unsigned integer representing a 5G QoS Identifier (see subclause 5.7.2.1 of 3GPP TS 23.501 [8]), within the range 0 to 255. In an OpenAPI Specification [3] schema, the format shall be designated as "5qi".
	

	5qiPriorityLevel
	3GPP TS 29.571 [11]
	Unsigned integer indicating the 5QI Priority Level (see subclauses 5.7.3.3 and 5.7.4 of 3GPP TS 23.501 [8]), within the range 1 to 127.

Values are ordered in decreasing order of priority, i.e. with 1 as the highest priority and 127 as the lowest priority.

In an OpenAPI Specification [3] schema, the format shall be designated as "5qiPriorityLevel".
	

	AccessType
	3GPP TS 29.571 [11]
	The identification of the type of access network.
	

	AfSignallingProtocol
	FFS
	
	

	Ambr
	3GPP TS 29.571 [11]
	Session AMBR
	

	AverWindow
	3GPP TS 29.571 [11]
	Averaging Window
	

	BitRate
	3GPP TS 29.571 [11]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"

Examples: 

"125 Mbps", "0.125 Gbps", "125000 Kbps"

In an OpenAPI Specification [3] schema, the format shall be designated as "BitRate".
	

	ChargingInformation
	3GPP TS 29.571 [11]
	
	

	DefaultQosInformation
	3GPP TS 29.571 [11]
	Identifies the information of the default QoS.
	

	Dnn
	3GPP TS 29.571 [11]
	The DNN the user is connected to.
	

	DurationSec
	3GPP TS 29.571 [11]
	Identifies a period of time in units of seconds.
	

	Ipv4Addr
	3GPP TS 29.571 [11] 
	The Ipv4 address allocated for the user.
	

	Ipv6Prefix
	3GPP TS 29.571 [11]
	The Ipv6 prefix allocated for the user.
	

	MaxDataBurstVol
	3GPP TS 29.571 [11]
	Maximum Data Burst Volume
	

	NetworkId
	3GPP TS 29.571 [11]
	The identification of the Network.
	

	PacketDelBudget
	3GPP TS 29.571 [11]
	Packet Delay Budget
	

	PacketErrRate
	3GPP TS 29.571 [11]
	Packet Error Rate
	

	PduSessionId
	3GPP TS 29.571 [11]
	The identification of the PDU session.
	

	Pei
	3GPP TS 29.571 [11]
	The Identification of a Permanent Equipment.
	

	RatType
	3GPP TS 29.571 [11]
	The identification of the RAT type.
	

	ResourceType(FFS)
	3GPP TS 29.571 [11]
	Indicates whether the resource type is GBR, delay critical GBR, or non-GBR.
	

	Supi
	3GPP TS 29.571 [11]
	The identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	UeTimeZone
	3GPP TS 29.571 [11]
	
	

	Uri
	3GPP TS 29.571 [11]
	
	

	UserLocation
	3GPP TS 29.571 [11]
	
	


*** Next Change ***

5.6.2.3
Type SmPolicyContextData
Table 5.6.2.3-1: Definition of type SmPolicyContextData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accNetChId
	AccNetChId
	O
	0..1
	Indicates the access network charging identifier for default QoS flow or whole PDU session.
	

	gpsi
	Gpsi
	O
	0..1
	Gpsi shall contain either an External Id or an MSISDN.
	

	supi
	Supi
	M
	1
	Subscription Permanent Identifier
	

	pduSessionId
	PduSessionId
	M
	1
	PDU session Id
	

	dnn
	Dnn
	M
	1
	The DNN of the PDU session.
	

	smPoliciesUpdateNotificationUrl
	Uri
	M
	1
	Identifies the recipient of SM policies update notifications sent by the PCF.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	servingNetwork
	NetworkId
	O
	0..1
	The serving network where the served UE is camping.
	

	userLocationInformation
	UserLocation
	O
	0..1
	The location of the served UE is camping.
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	pei
	Pei
	O
	0..1
	The Permanent Equipment Identifier of the served UE.
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	subSessAmbr
	Ambr
	O
	0..1
	Subscribed Session-AMBR.
	

	subscribedDefaultQosInformation
	DefaultQosInformation
	O
	0..1
	Subscribed Default QoS Information.
	

	online
	boolean
	O
	0..1
	If it is included and set to true, the online charging is applied to the PDU session.
	

	offline
	boolean
	O
	0..1
	If it is included and set to true, the offline charging is applied to the PDU session.
	

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in subclause 5.8.

This parameter shall be supplied by the NF service consumer in the POST request that request the creation of an individual SM policy resource and by the PCF in the related response, respectively.
	


*** Next Change ***

5.6.2.19
Type SmPolicyUpdateContextData
Table 5.6.2.19-1: Definition of type SmPolicyUpdateContextData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	repPolicyCtrlReqTriggers
	array(PolicyControlRequestTrigger)
	M
	1..N
	The policy control reqeust trigges which are met.
	

	accNetChIds
	array(AccNetChId)
	O
	0..N
	Indicates the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	accessType
	AccessType
	O
	0..1
	The Access Type where the served UE is camping.
	

	ratType
	RatType
	O
	0..1
	The RAT Type where the served UE is camping.
	

	servingNetwork
	NetworkId
	O
	0..1
	The serving network where the served UE is camping.
	

	userLocationInformation
	UserLocation
	O
	0..1
	The location of the served UE is camping.
	

	ueTimeZone
	TimeZone
	O
	0..1
	The time zone where the served UE is camping.
	

	pei
	Pei
	O
	0..1
	The Permanent Equipment Identifier of the served UE.
	

	ipv4Address
	Ipv4Addr
	O
	0..1
	The IPv4 Address of the served UE.
	

	ipv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	The Ipv6 Address Prefix of the served UE.
	

	relIpv6AddressPrefix
	Ipv6Prefix
	O
	0..1
	Indicates the released IPv6 Address Prefix of the served UE in multi-homing case.
	

	subscribedSessionAmbr
	Ambr
	O
	0..1
	Subscribed Session-AMBR.
	

	subscribedDefaultQosInformation
	DefaultQosInformation
	O
	0..1
	Subscribed Default QoS Information.
	

	accuUsageReports
	array(AccuUsageReport)
	O
	0..N
	Accumulate usage report.
	

	3gppPsDataOffStatus
	boolean
	O
	0..1
	If it is included and set to true, the 3GPP PS Data Off is activated by the UE.
	

	appDetectionInfos
	array(AppDetectionInfo)
	O
	0..N
	Reports the start/stop of the application traffic and detected SDF descriptions if applicable.
	ADC


*** Next Change ***

5.6.2.23
Type AccNetChId
Table 5.6.2.23-1: Definition of type AccNetChId

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accNetChaIdValue
	string
	M
	1
	Contains a charging identifier
	

	refPccRuleIds
	array(string)
	O
	0..N
	Contains the identifier of the PCC rule(s) associated to the provided Access Network Charging Identifier.
	

	sessionChScope
	boolean
	O
	0..1
	When it is included and set to true, indicates the Access Network Charging Identifier applies to the whole PDU Session
	


*** End of Changes ***

