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*** 1st Change ***
5.6.1
Overview
The NIDD API is a RESTful API that allows the SCS/AS to send non-IP data to the UE or receive non-IP data from the UE. The NIDD API defines a set of data models, resources and the related procedures for the non-IP data transfer. The corresponding JSON schema for the representation of the resources and operations defined by the NIDD API is provided in its complete form in Annex A.6.
*** 2nd Change ***
5.6.3.1
General

All resource URIs of this API should have the following root:

{apiRoot}/3gpp-nidd/v1/

"apiRoot" is set as described in subclause 5.2.4. "apiName" shall be set to "3gpp-nidd" and "apiVersion" shall be set to "v1" for the version defined in the present document. All resource URIs in the subclauses below are defined relative to the above root URI.

The following resources and HTTP methods are supported for this API:

Table 5.6.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	HTTP initiator
	Meaning

	NIDD configurations
	3gpp-nidd/v1/{scsAsId}/configurations
	GET
	SCS/AS
	Read all NIDD configuration resources for a given SCS/AS 

	
	
	POST
	SCS/AS
	Create a new NIDD configuration resource.

	Individual NIDD configuration
	3gpp-nidd/v1/{scsAsId}/configurations/{configurationId}
	PATCH
	SCS/AS
	Modify an existing NIDD configuration resource

	
	
	GET
	SCS/AS
	Read an NIDD configuration resource

	
	
	DELETE
	SCS/AS
	Delete an existing NIDD configuration resource

	NIDD downlink data deliveries
	3gpp-nidd/v1/{scsAsId}/configurations/{configurationId}/downlink-data-deliveries
	GET
	SCS/AS
	Read all pending NIDD downlink data delivery resources related to a particular NIDD configuration resource.

	
	
	POST
	SCS/AS
	Create an NIDD downlink data delivery resource related to a particular NIDD configuration resource.

	Individual NIDD downlink data delivery
	3gpp-nidd/v1/{scsAsId}/configurations/{configurationId}/downlink-data-deliveries/{downlinkDataDeliveryId}
	
	
	

	
	
	PUT
	SCS/AS
	Replace an NIDD downlink data delivery resource. 

	
	
	DELETE
	SCS/AS
	Delete an NIDD downlink data delivery resource.

	
	
	GET
	SCS/AS
	Read pending NIDD downlink data delivery resource

	NIDD Configuration Update Notification
	{notification_uri}
	POST
	SCEF
	Send notifications about the status of an NIDD configuration to the SCS/AS.

	NIDD Downlink Data Delivery Status Notification
	{notification_uri}
	POST
	SCEF
	Report a specific NIDD downlink data delivery result to the SCS/AS.

	NIDD Uplink Data Notification
	{notification_uri}
	POST
	SCEF
	Send an uplink non-IP data notification from the SCEF to the SCS/AS.

	Group Message Delivery via  NIDD
	3gpp-t8-nidd/v1/{scsAsId}/gmd-nidd
	POST
	SCS/AS
	Send a group message delivery request to the SCEF for the SCS/AS.


*** End of Changes ***

