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*** 1st Change ***

4.1.4.4.1
General

A policy decision is a grouping of cohesive information elements describing a specific type of decision, e.g. QoS, Charging data, etc. A policy decision can be linked to one or more PCC rules or one or more Session rules. A PCC rule or session rule can at most refer to one instance of the policy decision for each type.
The following types of policy decision are defined:

-
Traffic control data;
-
QoS data;
-
Charging data; and
-
Usage Monitoring data.

*** Next Change ***

4.1.4.4.3
QoS data definition
QoS data defines QoS parameters (e.g. bitrates) associated with a rule. The QoS data encoding table is defined in subclause 5.6.2.8.

QoS data may include:

-
QoS Data ID;

-
5QI;
-
ARP;
-
QNC;

-
Packet Loss Rate UL;

-
Packet Loss Rate DL;
-
Maximum Bit Rate UL;

-
Maximum Bit Rate DL;

-
Guaranteed Bit Rate UL;

-
Guaranteed Bit Rate DL;
-
Bound to default QoS flow indication;
-
Resource Sharing Key UL;
-
Resource Sharing Key DL; and

-
Reflective QoS attribute.

*** Next Change ***

4.1.4.4.4
Charging data definition

Charging data defines charging related parameters (e.g. rating group) associated with a rule. The charging data encoding table is defined in subclause 5.6.2.11.

Charging data may include:

-
Charging Data ID;

-
Metering Method;

-
Charging Method (online/offline);

-
Rating Group;
-
Reporting Level;
-
Service ID;

-
Sponsor ID;
-
Application Service Provider ID; 
-
Charging Information (i.e. Charging Function addresses); and

-
AF Charging ID.

*** Next Change ***

4.1.4.4.5
Usage Monitoring data definition

Usage Monitoring data defines usage monitoring information associated with a rule. The UsageMonitoring data encoding table is defined in subclause 5.6.2.12.

Usage Monitoring Data may include:

-
Usage Monitoring ID;
-
Volume Threshold;
-
Volume Threshold UL;
-
Volume Threshold DL;
-
Time Threshold;

-
Monitoring Time;
-
Next Volume Threshold;
-
Next Volume Threshold UL;
-
Next Volume Threshold DL;
-
Next Time Threshold; and

-
Inactivity Time.

*** End of Changes ***

