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*** 1st Change ***

8.1.4.1
General

This subclause specifies the application data model supported by the API.

Table 8.1.4.1-1 specifies the data types defined for the CAPIF service based interface protocol.

Table 8.1.4.1-1: Specific Data Types

	Data type
	Section defined
	Description
	Applicability

	APIQuery
	8.1.4.2.2
	Query parameters for discovery of the service APIs
	

	DiscoveredAPI
	8.1.4.2.3
	Definition of the service API
	


Table 8.1.4.1-2 specifies data types re-used by the CAPIF_Discovery_Service_API service: 

Table 8.1.4.1-2: Re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	ServiceAPIDescription
	Subclause 8.2.4.2.2
	Description of the service API
	

	InterfaceDescription
	Subclause 8.2.4.2.3
	Name of the protocol
	

	Protocol
	Subclause 8.2.4.3.3
	Protocol
	

	DataFormat
	Subclause 8.2.4.3.4
	Data format
	

	CommunicationType
	Subclause 8.2.4.3.5
	Communication type used by the API
	


*** 2nd Change ***
8.1.4.2.2
Type: APIQuery 

Table 8.1.4.2.2-1: Definition of type APIQuery

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	String
	M
	1
	String identifying the API invoker assigned by the CAPIF core function 
	

	serviceName
	String
	O
	0..1
	Name of the service
	

	apiName
	String
	O
	0..1
	API name
	

	apiVersion
	String
	O
	0..1
	API version
	

	uri
	Uri
	O
	0..1
	Uri of the API
	

	protocol
	Protocol
	O
	0..1
	Protocol used by the API.
	

	commType
	CommunicationType
	O
	0..1
	Communication type used by the API
	

	interfaceDescription
	InterfaceDescription
	O
	0..N
	Interface details
	

	dataFormat
	DataFormat
	O
	0..1
	Data formats used by the API
	

	description

	string
	O
	0..1
	Text description of the API
	


*** 3rd Change ***

8.2.4.2.2
Type: ServiceAPIDescription

Table 8.2.4.2.2-1: Definition of type ServiceAPIDescription

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiName
	string
	M
	1
	API name 
	

	apiID
	string
	C
	0..1
	API identifier assigned by the CAPIF core function to the published service API. Shall not be present in the HTTP POST request from the API publishing function to the CAPIF core function. Shall be present in the HTTP POST response from the CAPIF core function to the API publishing function.
	

	apiVersion
	string
	O
	0..1
	API version
	

	serviceName
	string
	O
	0..1
	Name of the service to which the API belongs
	

	commType
	CommunicationType
	O
	0..1
	Communication type used by the API
	

	interfaceDescription
	InterfaceDescription
	O
	0..N
	Interface details
	

	dataFormat
	DataFormat
	O
	0..1
	Data formats used by the API
	

	description
	string
	O
	0..1
	Text description of the API
	

	uri
	Uri
	O
	0..N
	Relative URI (s) of the API
	


*** 4th Change ***

8.2.4.3.5
Enumeration: CommunicationType

Table 8.2.4.3.5-1: Enumeration CommunicationType
	Enumeration value
	Description
	Applicability

	REQUEST_RESPONSE
	The communication is of the type request-response.
	

	SUBSCRIBE_NOTIFY
	The communication is of the type subscribe-notify
	


*** End of Changes ***

