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*** 1st Change ***

5.3
Notifications

5.3.1x
General

This subclause describes the resources to provide notification to NF service consumers which have subscribed to be notified when policy data is changed.

5.3.2x
Policy Data Change Notification

The POST method shall be used for policy data change notification and the URI shall be provided during the subscription procedure.

URI: {NotificationUrI}
This method shall support the URI query parameters specified in table 5.3.2x-1.

Table 5.3.2x-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 5.3.2x-2 and the response data structures and response codes specified in table 5.3.2x-3.

Table 5.3.2x-2: Data structures supported by the POST Request Body

	Data type
	P
	Cardinality
	Description

	PolicyDataChangeNotification
	M
	1 
	Notification of policy data change.


Table 5.3.2x-3: Data structures supported by the POST Response Body

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	 
	204 No Content
	The reception of the notification is acknowledged.

	NOTE:
The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.


*** 2nd Change ***

5.4.1
General

This subclause specifies the application data model supported by the API.

Table 5.4.1-1 specifies the data types defined for the Nudr service based interface protocol.

Table 5.4.1-1: Nudr specific Data Types

	Data type
	Section defined
	Description
	Applicability

	AllServ
	FFS
	List of subscriber's allowed service identifiers
	

	PolicyDataChangeNotification
	5.4.2.a
	Contains changed policy data for which notification was requested.
	

	MonKey (FFS)
	FFS
	An identifier to a usage monitoring control instance that includes one or more PCC rules
	

	SmPolicyControlNotif
	FFS
	Contains the update of the SM policies
	

	SubCategory
	FFS
	List of category identifiers associated with the subscriber
	

	UmLevel
	FFS
	Indicates the scope of the usage monitoring instance (PDU Session level or per Service
	


Table 5.4.1-2 specifies data types re-used by the Nudr service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr service based interface.

Table 5.4.1-2: Nudr re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	BitRate
	3GPP TS 29.571 [7]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"

Examples: 

"125 Mbps", "0.125 Gbps", "125000 Kbps"

In an OpenAPI Specification [3] schema, the format shall be designated as "BitRate".
	

	DurationSec
	3GPP TS 29.571 [7]
	Unsigned integer identifying a period of time in units of seconds. In an OpenAPI Specification [3] schema, the format shall be designated as "DurationSec".
	

	DateTime
	3GPP TS 29.571 [7]
	
	

	Volume
	3GPP TS 29.122 [9]
	
	


*** 3rd Change ***

5.4.2.a
Type PolicyDataChangeNotification
Table 5.4.2.a-1: Definition of type PolicyDataChangeNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	amPolicyData
	AmPolicyData
	O
	0..1
	Access and Mobility Policy Data, if changed and notification was requested.

	uePolicySet
	UePolicySet
	O
	0..1
	UE Policy Set, if changed and notification was requested.

	smPolicyData
	SmPolicyData
	O
	0..1
	Session Management Policy Data, if changed and notification was requested.

	usageMonData
	UsageMonData
	O
	0..1
	Usage Monitoring Data, if changed and notification was requested.

	sponsorData
	SponsorData
	O
	0..1
	Sponsor data connectivity profile information, if changed and notification was requested.

	bindingInfoData
	BindingInfoData
	O
	0..1
	Binding Information Data, if changed and notification was requested.

	bdtData
	BdtData
	O
	0..1
	Background Data Transfer Data, if changed and notification was requested.


*** End of Changes ***

