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*** 1st Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".

[3]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".

[4]
3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".

[5]
3GPP TS 29.513: "5G System; Policy and Charging Control signalling flows and QoS parameter mapping; Stage 3".

[6]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".

[7]
3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[8]
IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[9]
IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".

[10]
OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[11]
3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".

[12]
3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Data, Application Data and Structured Data for exposure; Stage 3".

[13]
3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".

[14]
3GPP TS 29.122: "T8 reference point for Northbound APIs".

[15]
IETF RFC 7396: "JSON Merge Patch".

[b1]
IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".

*** 2nd Change ***

5.3.3.2
Resource definition

Resource URI: //{apiRoot}/npcf_bdtpolicycontrol/v1/bdtpolicies/{bdtPolicyId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.

Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 5.1.

	bdtPolicyId
	String identifying the individual BDT policy resource in the PCF.
To enable that the value is used as part of an URI, the string shall only contain characters allowed according to the "lower-with-hyphen" naming convention defined in subclause 5.1.3 of 3GPP TS 29.501 [7] and rules for a path segment defined in IETF RFC 3986 [b1].



*** End of Changes ***

