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*** 1st Change ***

4.2.2.1
General

The Npcf_SMPolicyControl_Create service operation provides means for the SMF to request the creation of a corresponding SM Policy Association with PCF.

The Session Management procedures of the SMF and related to policies are defined in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.503[6].

The following procedures using the Npcf_SMPolicyControl_Create service operation are supported:

-
Request of creation of a corresponding SM Policy Association with PCF.
-
Provisioning of IP Index Information.
*** Next Change ***

4.2.2.4
Provisioning of IP Index Information
If the PDU session type received within the "pduSessiontype" attribute is "IPv4" or "IPv6" or "IPv4v6", the PCF shall within the SmPolicyDecision data structure include the IP index information within the "ipIndex" attribute. 
The SMF may use this to assist in selecting how the IP address is to be allocated when multiple allocation methods, or multiple instances of the same method are supported.
*** Next Change ***

5.6.2.4
Type SmPolicyDecision
Table 5.6.2.4-1: Definition of type SmPolicyDecision

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	sessRules
	map(SessionRule)
	O
	0..N
	A map of Sessionrules with the content being the SessionRule as described in subclause 5.6.2.7.
	

	pccRules
	map(PccRule)
	O
	0..N
	A map of PCC rules with the content being the PCCRule as described in subclause 5.6.2.6.
	

	qosDecs
	map(QoSData)
	O
	0..N
	Map of QoS data policy decisions.
	

	ChgDecs
	map(ChargingData)
	O
	0..N
	Map of Charging data policy decisions.
	

	chargingInfo
	ChargingInformation
	O
	0..1
	Contains the CHF addresses of the PDU session.
	

	traffContDecs
	map(TrafficControlData)
	O
	0..N
	Map of Traffic Control data policy decisions.
	

	umDecs
	map(UsageMonitoringData)
	O
	0..N
	Map of Usage Monitoring data policy decisions.
	

	qosChars
	map(QosCharacteristics)
	C
	0..N
	Map of QoS characteristics for non standard 5QIs. This map uses the 5QI values as keys.
	

	reflectiveQoSTimer
	DurationSec
	O
	0..1
	Defines the lifetime of a UE derived QoS rule belonging to the PDU Session for reflective QoS.
	

	conds
	map(ConditionData)
	O
	0..N
	A map of condition data with the content being as described in subclause 5.6.2.9.
	

	revalidationTime
	DateTime
	O
	0..1
	Defines the time before which the SMF shall have to re-request PCC rules.
	

	policyCtrlReqTriggers
	array(PolicyControlRequestTrigger)
	O
	0..N
	Defines the policy control request triggers subscribed by the PCF.
	

	lastReqRuleData
	array(RequestedRuleData)
	O
	0..N
	Defines the last list of rule control data requested by the PCF.
	

	lastReqUsageData
	RequestedUsageData
	O
	0..1
	Defines the last requested usage data by the PCF.
	

	ipIndex
	string
	O
	0..1
	Information that identifies the IP address allocation method.
	


*** End of Changes ***

