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*** 1st Change ***

5.6.2.16
Type QosCharacteristics

Table 5.6.2.16-1: Definition of type QosCharacteristics
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	5qI
	5qi
	M
	1
	Unsigned integer representing a 5G QoS Identifier. 
	

	resourceType
	ResourceType(FFS)
	M
	1
	Indicates whether the resource type is GBR, delay critical GBR, or non-GBR.
	

	priorityLevel
	5qiPriorityLevel
	M
	1
	Unsigned integer indicating the 5QI Priority Level.

	

	packetDelayBudget
	PacketDelBudget
	M
	1
	Unsigned indicates the packet delay budget. Packet Delay Budget expressed in milliseconds
	

	packetErrorRate
	PacketErrRate
	M
	1
	Unsigned integer indicating the packet error rate.

Examples:

Packer Error Rate 10-6 shall be encoded as "6".

Packer Error Rate 10-2 shall be encoded as"2".

	

	averagingWindow
	AverWindow
	C
	0..1
	Indicates the averaging window.

This IE shall be present only for GBR QoS flows.
	

	maximumDataBurst Volume
	MaxDataBurstVol
	C
	0..1
	Unsigned Integer.Indicates the maximum data burst.

This IE shall be present when the packet delay budget is equal to or lower than 20 msec.
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