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*** 1st Change ***

9.1.2.2.3
Resource Standard Methods

9.1.2.2.3.1
POST

This method shall support the URI query parameters specified in table 9.1.2.2.3.1-1.

Table 9.1.2.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 9.1.2.2.3.1-2 and the response data structures and response codes specified in table 9.1.2.2.3.1-3.

Table 9.1.2.2.3.1-2: Data structures supported by the POST Request Body on this resource 

	Data type
	P
	Cardinality
	Description

	ApiInvokerDetails
	M
	1
	Details of the API invoker


Table 9.1.2.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	ApiInvokerDetails
	M 
	1
	201 Created
	API exposing function has the authentication profile available and is ready for authentication of the API invoker


*** 2nd Change ***

9.1.4.1
General

This subclause specifies the application data model supported by the API. Data types listed in subclause 7.2 apply to this API.
Table 9.1.4.1-1 specifies the data types defined specifically for the AEF_Authentication_API service.

Table 9.1.4.1-1: AEF_Authentication_API specific Data Types

	Data type
	Section defined
	Description
	Applicability

	ApiInvokerDetails
	9.1.4.2.2
	API invoker's details
	


Table 9.1.4.1-2 specifies data types re-used by the CAPIF_API_Invoker_Management_API service. 

Table 9.1.4.1-2: Re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	n/a
	
	
	


*** 3rd Change ***

9.1.4.2.2
Type: ApiInvokerDetails
Table 9.1.4.2.2-1: Definition of type ApiInvokerDetails
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	string
	M
	1
	API invoker ID assigned by the CAPIF core function to the API invoker while on-boarding the API invoker.
	


Editor's Note: The data models should be improved to accommodate changes or improvements done in SA3. 
*** 4th Change ***

A.10
AEF_Authentication_API

openapi: 3.0.0

info:

  title: AEF_Authentication_API

  version: "v1"

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.222/'

servers:

  - url: https://{apiRoot}/api-invoker-authentication/v1

    variables:

      apiRoot:

        default: demohost.com

        description: apiRoot as defined in subclause 5.2.4 of 3GPP TS 29.122, excluding the http:// part

paths:

  /authProfiles:

    post:

      description: Ensures API exposing function has credentials for API invoker authentication.

      requestBody:

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/ApiInvokerDetails'

      responses:

        '201':

          description: Created 

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/ApiInvokerDetails'

        '400':

          $ref: 'TS29122_CommonData.yaml#/components/responses/400'

        '401':

          $ref: 'TS29122_CommonData.yaml#/components/responses/401'

        '403':

          $ref: 'TS29122_CommonData.yaml#/components/responses/403'

        '409':

          $ref: 'TS29122_CommonData.yaml#/components/responses/409'

        '412':

          $ref: 'TS29122_CommonData.yaml#/components/responses/412'

        '500':

          $ref: 'TS29122_CommonData.yaml#/components/responses/500'

        '503':

          $ref: 'TS29122_CommonData.yaml#/components/responses/503'

        default:

          $ref: 'TS29122_CommonData.yaml#/components/responses/default'

components:

  schemas:

    ApiInvokerDetails:

      type: object

      properties:

        apiInvokerId:

          type: string

          description: API invoker ID assigned by the CAPIF core function to the API invoker while on-boarding the API invoker.

      required:

        - apiInvokerId

*** End of Changes ***

