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*** 1st Change ***

5.3.2.3.1
POST

This method shall support the URI query parameters specified in table 5.3.2.3.1-1.

Table 5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	


This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.

Table 5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource

	Data type
	P
	Cardinality
	Description

	PcfBinding
	M
	1..2
	Register a new Individual PCF binding information.


Table 5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	n/a
	
	
	201 Created
	The creation of an individual PCF session biding.

	NOTE:
The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] shall also apply.


*** 2nd Change ***

5.3.2.3.2
GET
This method shall support the URI query parameters specified in table 5.3.3.3.1-1.

Table 5.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	ipv4Addr
	Ipv4Addr
	C
	0..1
	The IPv4 Address of the served UE. 

	ipv6Prefix
	Ipv6Prefix
	C
	0..1
	The IPv6 Address Prefix of the served UE. 

	macAddr48
	MacAddr48
	C
	0..1
	The MAC Address of the served UE. 

	dnn
	Dnn
	C
	0..1
	DNN 

	supi
	Supi
	C
	0..1
	Subscription Permanent Identifier 

	gpsi
	Gpsi
	C
	0..1
	Generic Public Subscription Identifier

	snssai
	Snssai
	C
	0..1
	The identification of slice.


This method shall support the request data structures specified in table 5.3.3.3.1-2 and the response data structures and response codes specified in table 5.3.3.3.1-3.

Table 5.3.2.3.1-2: Data structures supported by the GET Request Body on this resource

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 5.3.2.3.1-3: Data structures supported by the GET Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	pcfBinding
	M
	1
	200 OK
	The individual PCF session biding session binding information resource matching the query parameter(s) is returned.

	ProblemDetails
	M
	1
	404 Not Found
	The PCF Session Binding resource does not exist.
(NOTE 2)

	NOTE 1:
The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] shall also apply.
NOTE 2:
Failure cases are described in subclause 5.7.


*** 3rd Change ***

5.3.3.3.1
DELETE

This method shall support the URI query parameters specified in table 5.3.3.3.2-1.

Table 5.3.3.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	bindingId
	string
	M
	1
	Represents the individual PCF Session Binding.

To enable that the value is used as part of a URI, the string shall only contain characters allowed according to the "lower-with-hyphen" naming convention defined in 3GPP TS 29.501 [2].


This method shall support the request data structures specified in table 5.3.3.3.1-2 and the response data structures and response codes specified in table 5.3.3.3.1-3.

Table 5.3.3.3.1-2: Data structures supported by the DELETE Request Body on this resource

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 5.3.3.3.1-3: Data structures supported by the DELETE Response Body on this resource

	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case: The Individual PCF session binding information resource is deleted.

	ProblemDetails
	M
	1
	404 Not Found
	The Individual PCF Session Binding resource does not exist. (NOTE 2)

	NOTE 1:
The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [6] shall also apply.
NOTE 2:
Failure cases are described in subclause 5.7.


*** 4th Change ***

5.6.1
General

This subclause specifies the application data model supported by the API.

Table 5.6.1-1 specifies the data types defined for the Nbsf service based interface protocol.

Table 5.6.1-1: Nbsf specific Data Types

	Data type
	Section defined
	Description
	Applicability

	PcfBinding
	5.6.2.2
	Identifies an Individual PCF binding.
	


Table 5.6.1-2 specifies data types re-used by the Nbsf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nbsf service based interface. 

Table 5.6.1-2: Nbsf re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	DiameterIdentity
	3GPP TS 29.571 [10]
	
	

	Dnn
	3GPP TS 29.571 [10]
	
	

	Gpsi
	3GPP TS 29.571 [10]
	
	

	Ipv4Addr,
	3GPP TS 29.571 [10]
	
	

	Ipv6Prefix
	3GPP TS 29.571 [10]
	
	

	MacAddr48
	3GPP TS 29.571 [10]
	
	

	NfInstanceId
	3GPP TS 29.571 [10]
	
	

	ProblemDetails
	3GPP TS 29.571 [10]
	Used in error responses to provide more detailed information about an error.
	

	Snssai
	3GPP TS 29.571 [10]
	
	

	Supi
	3GPP TS 29.571 [10]
	
	

	SupportedFeatures
	3GPP TS 29.571 [10]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	


*** End of Changes ***

