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* * * First Change * * * *
[bookmark: _Toc56677150][bookmark: _Toc56696398][bookmark: _Toc58604206][bookmark: _Toc45030572]6.1.6.2.61	Type: UeContextRelocateData
Table 6.1.6.2.61-1: Definition of type UeContextRelocateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueContext
	UeContext
	M
	1
	Represents an individual ueContext resource to be relocated.
	

	targetId
	NgRanTargetId
	M
	1
	Represents the identification of target RAN
	

	sourceToTargetData
	N2InfoContent
	M
	1
	This IE shall be included to contain the "Source to Target Transparent Container".
	

	pduSessionList
	array(N2SmInformation)
	C
	1..N
	This IE shall contain the list of N2SmInformation, where each N2SmInformation includes a PDU Session Resource Setup Request Transfer IE (see clause 9.3.4.1 of 3GPP TS 38.413 [24]) received from the SMF(s) per PDU session ID.
	

	ueRadioCapability
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability Information" if available.
	

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP Cause mapped from the received S1-AP cause from the source E-UTRAN. Refer to 3GPP TS 29.010 [50] for the mapping of cause values between S1AP and NGAP.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.
	

	mmeControlFteid
	Bytes
	C
	0..1
	Base64-encoded characters, encoding the MME F-TEID for Control Plane as specified in Figure 8.22-1 of 3GPP TS 29.274 [41] (starting from octet 1).

This IE shall be included during an EPS to 5GS handover procedure, if a new target AMF is reselected by the initial AMF.
(NOTE)
	

	mmeGtpSourcePort
	integer
	C
	0..1
	Source UDP Port number in Forward Relocation Request received from source MME

Minimum: 0 Maximum: 65535

This IE shall be included during EPS to 5GS handover procedure, if a new target AMF is reselected by the initial AMF.
(NOTE)
	

	mmeGtpSequenceNumber
	Bytes
	C
	0..1
	Base64-encoded characters, encoding the Sequence Number as specified in Figure 5.1-1 of 3GPP TS 29.274 [41] (octets n to n+2), as received in GTP Header in Forward Relocation Request from source MME

This IE shall be included during EPS to 5GS handover procedure, if a new target AMF is reselected by the initial AMF.
(NOTE)
	

	forwardRelocationRequest
	Bytes
	C
	0..1
	Base64-encoded characters, encoding the Forward Relocation Request message as specified in table 7.3.1-1 of 3GPP TS 29.274 [41].

When present, this IE shall carry the Forward Relocation Request message received from the source MME, during EPS to 5GS handover with AMF re-allocation procedure
(NOTE)
	

	NOTE: 	If the forwardRelocationRequest attribute is included, following attributes shall be deprecated: mmeControlFteid, mmeGtpSourcePort, mmeGtpSequenceNumber, mmeGtpSequenceNumber.



Editor's Note: It is FFS whether we can include the entire Forward Relocation Request in the RelocateUeContextData as individual IE of type Bytes. If so, then there is no need for the separate JSON IEs for the information from Forward Relocation Request (e.g. targetId, sourceToTargetData, ueRadioCapability, mmeControlFteid, mmeGtpSourcePort, mmeGtpSequencenumber) in the table above.
[bookmark: _Toc25156615][bookmark: _Toc34124920][bookmark: _Toc43208056][bookmark: _Toc49857523][bookmark: _Toc56677369][bookmark: _Toc56696617][bookmark: _Toc58604432]A.2	Namf_Communication API
********TEXT SKIPPED********
    UeContextRelocateData:
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
        targetId:
          $ref: '#/components/schemas/NgRanTargetId'
        sourceToTargetData:
          $ref: '#/components/schemas/N2InfoContent'
        pduSessionList:
          type: array
          items:
            $ref: '#/components/schemas/N2SmInformation'
          minItems: 1
        ueRadioCapability:
          $ref: '#/components/schemas/N2InfoContent'
        ngapCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        mmeControlFteid:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        mmeGtpSourcePort:
          type: integer
          minimum: 0
          maximum: 65535
        mmeGtpSequenceNumber:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
        forwardRelocationRequest:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'
      required:
        - ueContext
        - targetId
        - sourceToTargetData
    UeContextRelocatedData:
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
    UeContextRelocateError:
      type: object
      properties:
        error:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
      required:
        - error
********TEXT SKIPPED********


* * * End of Changes * * * *
