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* * * Begin of Changes * * * *
[bookmark: _Toc11338349][bookmark: _Toc27584952][bookmark: _Toc36456894][bookmark: _Toc45027772][bookmark: _Toc45028607][bookmark: _Toc67681361][bookmark: _Toc74944357][bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]5.2.2.2.2	Slice Selection Subscription Data Retrieval
Figure 5.2.2.2.2-1 shows a scenario where the NF service consumer (e.g. AMF) sends a request to the UDM to receive the UE's NSSAI (see also clause 5.15.5.2.1 of 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3] figure 4.2.2.2.3-1 step 3). In this example scenario the NSSAI is retrieved by the AMF, see clause 6.1.3.2.1 for other scenarios that can retrieve the NSSAI. The request contains the UE's identity (/{supi}), the type of the requested information (/nssai) and query parameters (supported-features, plmn-id).


Figure 5.2.2.2.2-1: Requesting a UE's NSSAI
1.	The NF service consumer (e.g. AMF) sends a GET request to the resource representing the UE's subscribed NSSAI, with query parameters indicating the supported-features and/or plmn-id.
2a.	On success, the UDM responds with "200 OK" with the message body containing the UE's NSSAI as relevant for the requesting NF service consumer. The UDM sends at the most 16 Subscribed S-NSSAIs within NSSAI to AMF, i.e. the number that can fit in a Configured NSSAI.
2b.	If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.

* * * Next Change * * * *

[bookmark: _Toc11338580][bookmark: _Toc27585232][bookmark: _Toc36457198][bookmark: _Toc45028092][bookmark: _Toc45028927][bookmark: _Toc67681686][bookmark: _Toc74944692]6.1.6.2.2	Type: Nssai
Table 6.1.6.2.2-1: Definition of type Nssai
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.1.8
	

	defaultSingleNssais
	array(Snssai)
	M
	1..N16
	A list of Single Nssais used as default. (NOTE)
	

	singleNssais
	array(Snssai)
	O
	1..N16
	List of non default Single Nssais. (NOTE)
	

	provisioningTime
	DateTime
	C
	0..1
	This attribute shall be present if the Nssai is sent to the AMF while reception has not yet been acknowledged from the UE; otherwise shall be absent.
This attribute serves as Network Slicing Subscription Change Indication.
	

	additionalSnssaiData
	map(AdditionalSnssaiData)
	O
	1..N
	A map (list of key-value pairs where singleNssai converted to string serves as key) of additional information related to this single Nssai.
	Nssaa, Nsac

	NOTE:	If the NF consumer does not support Nssaa optional feature, the UDM shall not include S-NSSAI(s) subject to Network Slice-Specific Authentication and Authorization in the message body with "200 OK" response (See clause 5.2.2.2.2).




* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc74945212]A.2	Nudm_SDM API
openapi: 3.0.0

(… text not shown for clarity …)
    Nssai:
      type: object
      required:
       - defaultSingleNssais
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        defaultSingleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
          maxItems: 16
        singleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
          maxItems: 16
        provisioningTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        additionalSnssaiData:
          description: A map(list of key-value pairs) where singleNssai serves as key of AdditionalSnssaiData
          type: object
          additionalProperties:
            $ref: '#/components/schemas/AdditionalSnssaiData'
          minProperties: 1
      nullable: true

 (… text not shown for clarity …)

* * * End of Changes * * * *
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