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* * * First Change * * * *

[bookmark: _Toc25156484][bookmark: _Toc34124788][bookmark: _Toc43207914][bookmark: _Toc49857387][bookmark: _Toc56677228][bookmark: _Toc56691751][bookmark: _Toc56699015][bookmark: _Toc75850112]6.2.6.2.3	Type: AmfEvent
Table 6.2.6.2.3-1: Definition of type AmfEvent
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	type
	AmfEventType
	M
	1
	Describes the AMF event type to be reported
	

	immediateFlag
	boolean
	O
	0..1
	Indicates if an immediate event report in the subscription response is requested. The report contains the current value / status of the event stored at the time of the subscription in the AMF (NOTE 1). If the flag is not present then immediate reporting shall not be done.

	

	areaList
	array(AmfEventArea)
	O
	1..N
	Identifies the area to be applied.

More than one instance of AmfEventArea IE shall be used only when the AmfEventArea is provided during event subscription for Presence Reporting Area subscription.

	

	locationFilterList
	array(LocationFilter)
	O
	1..N
	Describes the filters to be applied for LOCATION_REPORT event type.

If this attribute is not present in the request, it indicates the change of the TA used by the UE should be reported.

	

	refId
	ReferenceId
	O
	0..1
	Indicates the Reference Id associated with the event.
(NOTE 3)
	

	trafficDescriptorList
	array(TrafficDescriptor)
	O
	1..N
	Indicates the filters to be applied for AVAILABILITY_AFTER_DDN_FAILURE event type.

	

	reportUeReachable
	boolean
	C
	0..1
	This IE shall be present and set to value "true" by the source AMF to request the target AMF to notify the subscriber when UE becomes reachable, during inter-AMF mobility procedures.

When present, this IE shall be set as following:
-	true:	target AMF shall notify the subscriber when UE becomes reachable
-	false (default): target AMF shall not notify the subscriber when UE becomes reachable, until next reporting trigger is detected, i.e. DDN failure detected (for AVAILABILITY_AFTER_DDN_FAILURE event) or UE becomes unreachable for downlink traffic (for "UE Reachable for DL Traffic" of REACHABILITY_REPORT event)

This IE only applies to following Event Types:
- AVAILABILITY_AFTER_DDN_FAILURE
- REACHABILITY_REPORT (for "UE Reachable for DL Traffic")
	

	reachabilityFilter
	ReachabilityFilter
	O
	0..1
	When present, this IE shall indicate the filter to be applied for the REACHABILITY_REPORT event type.

If the subscription of REACHABILITY_REPORT is for "UE Reachability Status Change", the AMF shall report current reachability state and subsequent updated reachability state of the UE, when AMF becomes aware of a UE reachability state change between REACHABLE, UNREACHABLE and REGULATORY_ONLY.

If the subscription of REACHABILITY_REPORT is for "UE Reachable for DL Traffic", the AMF shall report the "REACHABLE" state, when the UE transitions to CM-CONNECTED mode or when the UE will become reachable for paging, as specified in table 4.15.3.1-1, clauses 4.2.5 and 4.3.3 of 3GPP TS 23.502 [3].

If this IE is absent, the subscription of REACHABILITY_REPORT is for "UE Reachability Status Change".
	

	udmDetectInd
	boolean
	O
	0..1
	The IE may be present for subscription for "UE Reachable for DL Traffic".

When present, this IE shall indicate whether the UE Reachability Event will be detected at UDM (i.e. with Nudm_UECM_Registration) or not:
-	true: UE Reachability will be detected at UDM
-	false (default) UE Reachability will not be detected at UDM

	

	maxReports
	integer
	O
	0..1
	This IE may be present if the trigger is set to "CONTINUOUS" or "PERIODIC". When present, this IE describes the maximum number of reports that can be generated by the subscribed event. 

If the AMF event subscription is for a group of UEs, this parameter shall be applied to each individual member UE of the group. 

If the event subscription is transferred from source AMF to a target AMF, this IE shall contain:
-	the remaining number of reports for the event subscription, in the case of individual UE event subscription; or
-	the remaining number of reports for the event subscription for this specific UE, in the case of a group event subscription. If the group subscription has not expired and all reports have been sent already for this event, the remaining number of reports shall be set to "0".
(NOTE 2)
	

	presenceInfoList
	map(PresenceInfo)
	O
	1..N
	Map of PRA Information, the "praId" attribute within the PresenceInfo data type shall also be the key of the map. The "presenceState" attribute within the PresenceInfo data type shall not be supplied.

When present, the areaList shall be absent.
	MPRA

	maxResponseTime
	DurationSec
	C
	0..1
	This IE shall be present, when the UDM subscribes to "REACHABILITY_REPORT" event for "UE Reachable for DL Traffic" on behalf of the AF and the AF sets the Maximum Response Time in the Monitoring Configuration.

When present, this IE shall indicate the Maximum Response Time configured by the AF.
	

	targetArea
	TargetArea
	C
	0..1
	The IE shall be present for subscription for SNSSAI_TA_MAPPING_REPORT event type.

When present, this IE shall indicate the TAI list to be applied.
	

	snssaiFilter
	array(ExtSnssai)
	O
	1..N
	The IE may be present for subscription for SNSSAI_TA_MAPPING_REPORT event type.

When present, this IE shall indicate the S-NSSAI list to be applied.
	

	NOTE 1:	The current value of the location is the last known location if the immediate report filter request to provide the 3GPP location information down to the Cell-ID or the TAI. An NF Service Consumer willing to only receive the current location shall not set the immediateFlag to true when subscribing to a location event report.
NOTE 2:	When creating an AMF event subscription with multiple events, the same maximum number of reports shall apply to each event. Accordingly, maxReports in this attribute should not be present when creating an AMF event subscription; if it is present, it shall contain the same value for all events and maxReports in the AmfEventMode shall have precedence over the maxReports in this attribute. maxReports in this attribute and maxReports in the AmfEventMode have different semantics when transferring the event subscription from a source AMF to a target AMF.
NOTE 3:	Each Monitoring Configuration subscribed via UDM Event Exposure service uses a Reference Id as the key. This IE shall carry the Reference Id when UDM subscribes to the AMF event for the corresponding Monitoring Configuration.
	



* * * Next Change * * * *

[bookmark: _Toc25156487][bookmark: _Toc34124791][bookmark: _Toc43207917][bookmark: _Toc49857390][bookmark: _Toc56677231][bookmark: _Toc56691754][bookmark: _Toc56699018][bookmark: _Toc75850115]6.2.6.2.6	Type: AmfEventMode
Table 6.2.6.2.6-1: Definition of type AmfEventMode
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	trigger
	AmfEventTrigger
	M
	1
	Describes how the reports are triggered.
	

	maxReports
	integer
	C
	0..1
	This IE shall be present if the trigger is set to "CONTINUOUS". This IE may be present if the trigger is set to "PERIODIC". When present, this IE describes the maximum number of reports that can be generated by each subscribed event in the subscription. 

If the AMF event subscription is for a list of events, this parameter shall be applied to each individual event in the list. 

If the AMF event subscription is for a group of UEs, this parameter shall be applied to each individual member UE of the group. 

If the event subscription is transferred from source AMF to target AMF, this IE shall contain:
-	the remaining number of reports for the event subscription, in the case of individual UE event subscription;
-	the maximum number of reports for each event of the AMF event subscription for each individual member of the group, in the case of a group event subscription.
(NOTE  1)
(NOTE  2)
	

	expiry
	DateTime
	C
	0..1
	This IE shall be included in an event subscription response, if, based on operator policy and taking into account the expiry time included in the request, the AMF needs to include an expiry time.

This IE may be included in an event subscription request.

When present, this IE shall represent the time after which the subscribed event(s) shall stop generating report and the subscription becomes invalid. If the trigger value included in an event subscription response is "ONE_TIME" and if an event report is included in the subscription response then the value of the expiry included in the response shall be an immediate timestamp.
(NOTE 1)
	

	repPeriod
	DurationSec
	C
	0..1
	This IE shall be present if the trigger is set to "PERIODIC". When present, this IE describes the period time for the event reports. If the AMF event subscription is for a group of UEs, this parameter shall be applied to each individual member UE of the group.
	

	sampRatio
	SamplingRatio
	O
	0..1
	This IE may be included in an event subscription request for a group of UEs or any UE to indicate the ratio of the random subset to target UEs. Event reports only relate to the subset.

If the AMF event subscription is for a list of AMF event, this parameter shall be applied to each individual event.
	

	partitioningCriteria
	array(PartitioningCriteria)
	O
	1..N
	This IE may be included in an event subscription request for a group of UEs or any UE when sampRatio is provided.  

When present, this IE shall define the criteria for determining the UEs for which the sampling ratio shall apply.

	

	notifFlag
	NotificationFlag
	O
	0..1
	Indicates the notification flag, which is used to mute/unmute notifications and to retrieve events stored during a period of muted notifications.
	EneNA

	NOTE 1:	If the AmfEventTrigger is set to "CONTINOUS", at least one of the "maxReports" and "expiry" attributes shall be included.
NOTE 2:	See NOTE 2 of Table 6.2.6.2.3-1 regarding the precedence between maxReports in AmfEvent and maxReports in this attribute.
	



* * * End of Changes * * * *

* * * For Information* * * *

[bookmark: _Toc25156505][bookmark: _Toc34124810][bookmark: _Toc43207937][bookmark: _Toc49857410][bookmark: _Toc56677253][bookmark: _Toc56691776][bookmark: _Toc56699040][bookmark: _Toc75850140]6.2.6.3.4	Enumeration: AmfEventTrigger
Table 6.2.6.3.4-1: Enumeration AmfEventTrigger
	Enumeration value
	Description

	"ONE_TIME"
	Defines that AMF should generate report for the event only once. After reporting, the subscription to this event will be terminated.

	"CONTINUOUS"
	Defines that AMF should continuously generate reports for the event, until the subscription to this event ends, due to end of report duration or up to the maximum number of reports or the event being unsubscribed explicitly

	"PERIODIC"
	Defines that AMF should periodically generate reports for the event, until the subscription to this event ends, due to end of report duration or up to the maximum number of reports or the event being unsubscribed explicitly.





