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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc90632833][bookmark: _Toc51922743][bookmark: _Toc51922329][bookmark: _Toc45029969][bookmark: _Toc35935749][bookmark: _Toc34804178][bookmark: _Toc26202470][bookmark: _Toc26202284][bookmark: _Toc22624223][bookmark: _Toc22141021][bookmark: _Toc18853021][bookmark: _Toc19777613][bookmark: _Toc27740910][bookmark: _Toc36054289][bookmark: _Toc44874165][bookmark: _Toc51863143][bookmark: _Toc57980572][bookmark: _Toc82549951]1	Scope
The present document specifies the stage 3 protocol and data model for the Ngmlc Service Based Interface. It provides stage 3 protocol definitions and message flows, and specifies the API for each service offered by the GMLCNgmc.
The 5G System stage 2 architecture and procedures are specified in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3].
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 [5] and 3GPP TS 29.501 [6].
[bookmark: _Toc90632840][bookmark: _Toc51922750][bookmark: _Toc51922336][bookmark: _Toc45029976][bookmark: _Toc35935756][bookmark: _Toc34804185][bookmark: _Toc26202477][bookmark: _Toc18853028][bookmark: _Toc22141028][bookmark: _Toc22624230][bookmark: _Toc26202291]
* * * Next Change * * * *
5	Services offered by the GMLC
[bookmark: _Toc90632841][bookmark: _Toc51922751][bookmark: _Toc51922337][bookmark: _Toc45029977][bookmark: _Toc35935757][bookmark: _Toc34804186][bookmark: _Toc26202478][bookmark: _Toc18853029][bookmark: _Toc22141029][bookmark: _Toc22624231][bookmark: _Toc26202292]5.1	Introduction
The table 5.1-1 shows the GMLC Services and GMLC Service Operations:
Table 5.1-1: List of GMLC Services
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Ngmlc_Location
	ProvideLocation
	Request/Response
	H-GMLC, NEF

	
	LocationUpdate
	Request/Response
	AMF, V-GMLC

	
	LocationUpdateNotify
	Notify
	NEF

	
	CancelLocation
	Request/Response
	H-GMLC, NEF

	
	EventNotify
	Notify
	H-GMLC, NEF



Table 5.1-2 summarizes the corresponding APIs defined for this specification.
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Ngmlc_Location
	6.1
	Ngmlc Location Service
	TS29515_Ngmlc_Location.yaml
	ngmlc-loc
	A.2



* * * Next Change * * * *
[bookmark: _Toc45032339][bookmark: _Toc43215091][bookmark: _Toc36463251][bookmark: _Toc34147867][bookmark: _Toc90632848]5.2.2.2.2	Provide Location of a single UE
The service operation is used during the procedures:
-	5GC-MT-LR Procedure for the commercial location service (see 3GPP TS 23.273 [4], clause 6.1.2)
-	Deferred 5GC-MT-LR Procedure for Periodic, Triggered and UE Available Location Events (see 3GPP TS 23.273 [4], clause 6.3.1)
The ProvideLocation service operation is invoked by a NF Service Consumer, e.g. a NEF or GMLC, towards the GMLC to request to provide the location information (geodetic location and, optionally  local and/or civic location) for a target UE or to subscribe to periodic or triggered deferred location for a target UE. See Figure 5.2.2.2.2-1.



Figure 5.2.2.2.2-1: ProvideLocation Request/Response for a target UE
1.	The NF Service Consumer shall send an HTTP POST request to the URI associated with the "provide-location" custom operation. The input parameters for the request (the target UE identification (SUPI or GPSI), required QoS, supported GAD shapes, LCS client type, external  Service Identity, Codeword, service coverage, LDR type, serving AMF address,  LDR reference) should be included in the HTTP POST request body, H-GMLC Callback URI may be included in the HTTP POST request body to V-GMLC (eventually to AMF) for implicit subscriptionsubscrpiton of EventNotify provided by AMF, and NEF Callback URI may be included in the HTTP POST request body to GMLC/H-GMLC for implicit subscrpitonsubscription of EventNotify provided by GMLC/H-GMLC.
2a.	On success, "200 OK" shall be returned. The response body shall contain the parameters related to the determined position of the UE if any (geodetic position, local position, civic location, positioning methods…).
[bookmark: _PERM_MCCTEMPBM_CRPT13160003___3]If geographic area(s) are received in the request for area event, the GMLC (or V-GMLC when roaming) shall convert the received geographic area(s) into a corresponding list of cell and/or tracking area identities when invoking AMF location services.
2b	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.2-2 may be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.2.2-2.
[bookmark: _Toc90632849]5.2.2.2.3	Provide Locations of a group of UEs
The service operation is used during the procedures:
-	Bulk Operation of LCS Service Request Targeting to Multiple UEs (see 3GPP TS 23.273 [4], clause 6.8)
The ProvideLocation service operation is invoked by a NF Service Consumer, e.g. a NEF, towards the GMLC (e.g. (H)GMLC when roaming) to request to provide the location informations (geodetic location and, optionally  local and/or civic location) for a target group of UEs or to subscribe to periodic or triggered deferred location for a target group of UEs. See Figure 5.2.2.2.3-1.



Figure 5.2.2.2.3-1: ProvideLocation Request/Response for a target group
1.	The NF Service Consumer shall send an HTTP POST request to the URI associated with the "provide-location" custom operation. The input parameters the target group indentification (the External Group ID or the Internal Group ID), LCS client type, eventNotificationUri shall be included in the HTTP POST request body, LDR type, LDR reference shall be also included in the request if requesting the deferred LCS service, the required QoS, supported GAD shapes, external Service Identity, service coverage should be included in the request.
[bookmark: _PERM_MCCTEMPBM_CRPT13160004___3]GMLC shall translate the target group indentification into the list of the UE identifications which belong to the target group by invoking the related service provided by UDM, then for each UE in the list, GMLC initiates following steps of procedures of the 5GC-MT-LR or Deferred 5GC-MT-LR as defined in 3GPP TS 23.273 [4] clause 6.8.
If geographic area(s) are received in the request for area event, the GMLC (or V-GMLC when roaming) shall convert the received geographic area(s) into a corresponding list of cell and/or tracking area identities when invoking AMF location services.
2a.	On success, "200 OK" shall be returned. The response body shall contain the success type.
2b	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.2-2 may be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.2.2-2.
* * * End of Changes * * * *

image1.emf
NF Service 

Consumer

GMLC

1. POST .../provide-location (InputData)

2a. 200 OK (LocationData)

2b. 4xx/5xx (ProblemDetails) or 3xx


oleObject1.bin
NF Service Consumer


GMLC


1. POST .../provide-location (InputData)


2a. 200 OK (LocationData)
2b. 4xx/5xx (ProblemDetails) or 3xx



image2.emf
NF Service 

Consumer

GMLC

1. POST 

Ă

/provide-location (InputData)

2a. 200 OK (LocationData)

2b. 4xx (ProblemDetails) or 3xx


oleObject2.bin
NF Service Consumer


GMLC


1. POST …/provide-location (InputData)


2a. 200 OK (LocationData)
2b. 4xx (ProblemDetails) or 3xx



