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	For the "MBS session started" event, after the MB-SMF contacts AMFs to request the establishment of the Broadcast MBS session, the MB-SMF may wait until it has received a Namf_MBSBroadcast_ContextCreate Response or Namf_MBSBroadcast_ContextStatusNotify with the indication of the completion of the operation from each AMF (see clause 7.3.1) before determining that the Broadcast MBS session has been started.
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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc510696614][bookmark: _Toc35971405][bookmark: _Toc114210396][bookmark: _Toc97203870]6.1.3.2.3.2	DELETE
This method deallocates one or more of the previously allocated individual TMGIs in the MB-SMF with Nmbsmf_TMGI_Deallocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.2-1.
Table 6.1.3.2.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	tmgi-list
	array(Tmgi)
	M
	1..N
	The list of the TMGIs, which shall be deallocated by MB-SMF. 
	



This method shall support the request data structures specified in table 6.1.3.3.3.2-2 and the response data structures and response codes specified in table 6.1.3.2.3.2-3.
Table 6.1.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents a successful deletion of TMGI list.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if this is a redirection triggered by an SCP to the same target resource via another SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if this is a redirection triggered by an SCP to the same target resource via another SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful deletion of TMGI, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
[bookmark: _PERM_MCCTEMPBM_CRPT35160014___2]-	UNKNOWN_TMGI, if the TMGI to be deleted is not found in MB-SMF.

	NOTE 1:	The mandatory HTTP error status codes for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.2-4: Headers supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.2.3.2-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	sString
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	sString
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.2-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



*** 2st Change ***
[bookmark: _Toc85877007][bookmark: _Toc88681459][bookmark: _Toc89678146][bookmark: _Toc98501238][bookmark: _Toc106634522][bookmark: _Toc114825301][bookmark: _Toc122089330]5.3.2.8.1	General
The StatusNotify service operation shall be used by the MB-SMF to notify a subscribed NF Service Consumer (e.g. NEF, MBSF or AF) about the change in the status of the MBS session, or for a location dependent MBS session, of the part of an MBS session within an MBS service area.
NOTE:	For a location dependent multicast MBS service, the StatusNotify service operation is performed per MBS service area of the MBS session.
The MB-SMF shall notify the NF Service Consumer (e.g. NEF, MBSF or AF) by using the HTTP POST method to the callback URI received earlier in the subscription as shown in Figure 5.3.2.8.1-1.



Figure 5.3.2.8.1-1: MB-SMF notifications
1.	The MB-SMF shall send a POST request to the callback URI ({notifUri}) of the subscribed NF Service Consumer. The payload body of the POST request (StatusNotifyReqData data structure) shall contain:
-	Notification Correlation ID, if this information is available in the MBS session status subscription;
-	the list of MBS session events to be reported;
-	When reporting a BROADCAST_DELIVERY_STATUS event:
-	the new broadcast delivery status (e.g. the MBS session has been STARTEDACTIVATED or TERMINATED);
-	When reporting a INGRESS_TUNNEL_ADD_CHANGE event:
-	new ingress tunnel address used over the N6mb/Nmb9 reference point.
2a.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.5.2.3.1-2 shall be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.5.2.3.1-2).

*** End of Changes ***
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