

	
3GPP TSG-CT WG4 Meeting #114	C4-230311
Athens, Greece, 27th Feburary – 03rd March 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.518
	CR
	0855
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Essential Corrections on AMF Events

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	CT4

	
	

	Work item code:
	eNA
	
	Date:
	2023-02-17

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	For network automation (eNA), certain AMF events are extended in general to support anyUE with filters and to support return multiple UE IDs in notification response from Rel-16.

However, the introduction of eNA also brought some conflicts and ambiguities:

1/ Inclusion of supi and gpsi for "UES_IN_AREA_REPORT" event in conflicting in the data type definition.

	ueIdExtList

	array(UEIdExt)
	C
	1..N
	This IE shall be present if multiple SUPIs and / or GPSIs need to be included, the AMF event type is "UES_IN_AREA_REPORT" and the subscribing NF indicated support of the ENA feature.
This attribute provides additional SUPIs and / or GPSIs to the supi attribute or gpsi attribute. The ueIdExt attribute may be present even if both the supi and gpsi attributes are absent.
	ENA

	NOTE:	If the event report corresponds to an event subscription of a single UE, then the same UE identifier (i.e. SUPI and/or GPSI and/or PEI) received during subscription creation shall be included in the report. If the event report corresponds to an event subscription for group of UEs or any UE, then the SUPI and if available the GPSI shall be included in the event report. SUPI, PEI and GPSI shall not be present in report for UES_IN_AREA_REPORT event type.
	



For backward compatibility, the supi and gpsi shall not be included for this event, only the ueIdExtList should be included for eNA. For other events, e.g., Presence in AOI, the ueIdExtList and supi/gpsi can be possibly present at the same time when multiple UEs are included in the report.

Additionally, in service description, the UE IDs for UES_IN_AREA_REPORT is not indicated accordingly

2/ "Presence-In-AOI-Report" was extended to support "any UE". It is not specified how the event to be report, e.g., for one time report or in the first report in continuous reporting mode. As the AMF may serve huge number of UEs, if the AMF needs to report the IN/OUT/UNKNOWN state for all the UEs in the AMF, the notification will be too large.
It is proposed to only report the UEs that are "IN" the area(s) of interest in the one-time report or first report of continuous reporting, when "any UE" is subscribed.

3/ The PresenceInfo data type supports defining the area with cell IDs, which is missed in Service descriptions.


	
	

	Summary of change:
	1/ Clarify the AMF behavior when anyUE is subscribed for Presence in AOI event

2/ Correct the description of extUeIdList IE

3/ Add Cell ID list in service description
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*** First Change ***
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The AMF may offer this service as a Service Producer to enable an NF to subscribe to event notifications on its own or on behalf of another NF and get notified about an event. The known Service Consumers are NEF, SMF, UDM, NWDAF, DCCF, LMF and GMLC. See also clause 5.34.7 of 3GPP TS 23.501 [2] and clauses 4.15.1, 4.15.3.2, 4.15.4.2 and 5.2.2.3.1 of 3GPP TS 23.502 [3], clause 6.2.2 in 3GPP TS 23.288 [38].
The following events are provided by Namf_EventExposure Service:
Event: Location-Report
	A NF subscribes to this event to receive the Last Known Location or the Current Location of a UE or a group of UEs or any UE, and Updated Location of any of these UEs when AMF becomes aware of a location change of any of these UEs with the granularity as requested.
	This event implements the "Location Reporting" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report (See NOTE 1), Periodic Report (See NOTE 1 and 2)
	Input: UE-ID(s), "ANY_UE", optional filters: TAI, Cell-ID, N3IWF, UE-IP, UDP-PORT, TNAP ID, TWAP ID, Global Line Id
	Notification: UE-ID, filtered updated location (TAI, Cell-ID for 3GPP access, most recent N3IWF node, UE local IP address and UDP source port number for non-3GPP access, TNAP ID, TWAP ID, Global Line Id).
NOTE 1:	Support of Continuous Report or Periodic Report should be controlled by operator policy.
NOTE 2:	For Periodic Report, UE Last Known Location is reported if the UE is in CM-IDLE state when the report is being generated.
Event: Presence-In-AOI-Report
	A NF subscribe to this event to receive the current present state of a UE or a group of UEs or any UE in a specific Area of Interest (AOI), and notification when a specified UE enters or leaves the specified area. The area could be identified by a TA list, a cell ID list, an area ID or specific interested area name like "LADN".
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuously Report
	Input:	UE ID(s), "ANY_UE", Area identifier (a TA list, a cell ID list, an area Id or "LADN"), S-NSSAI, NSI ID.
	Notification: UE-ID(s), Area identifier, Presence Status (IN/OUT/UNKNOWN)
NOTE x:	When the event subscription is targeting to any UE, the AMF shall include the UEs that are "IN" the Area of Interest (AOI) in the One-Time report (or the first report of Continuously reporting). The NF consumer should consider other UEs served by the AMF are "OUT" of the AOI or with "UNKNOWN" state.
Event: Time-Zone-Report
	A NF subscribes to this event to receive the current time zone of a UE or a group of UEs, and updated time zone of the UE or any UE in the group when AMF becomes aware of a time zone change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification: UE-ID, most recent time-zone
Event: Access-Type-Report
	A NF subscribes to this event to receive the current access type(s) of a UE or a group of UEs or any UE, and updated access type(s) of any of the UEs when AMF becomes aware of the access type change of any of these UEs. The area could be identified by a TA list, an area ID or specific interested area name like "LADN".
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), "ANY_UE", optionally filters: Area identifier (a TA list, an area Id or "LADN")
	Notification: UE ID, most recent access-types (3GPP, Non-3GPP)
Event: Registration-State-Report
	A NF subscribes to this event to receive the current registration state of a UE or a group of UEs or any UE, and report for updated registration state of any of these UEs when AMF becomes aware of a registration state change of any of these UEs. The area could be identified by a TA list, an area ID or specific interested area name like "LADN".
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), "ANY_UE", optionally filters: Area identifier (a TA list, an area Id or "LADN")
	Notification: UE ID, most recent registration state (REGISTERED/DEREGISTERED) with access type
Event: Connectivity-State-Report
	A NF subscribes to this event to receive the current connection management state of a UE or a group of UEs, and report for updated connection management state of a UE or any UE in the group when AMF becomes aware of a connection management state change of the UE.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification: UE ID, most recent connection management state (IDLE/CONNECTED) with access type
Event: Reachability-Report
	A NF subscribes to this event for "UE Reachability Status Change" to receive the current reachability state of a UE or a group of UEs in the AMF, and report for updated reachability state of a UE or any UE in the group when AMF becomes aware of a reachability state change of the UEs between REACHABLE, UNREACHABLE, REGULATORY_ONLY. The following conditions apply:
-	the AMF shall send a Reachability Report ("UNREACHABLE") if the Mobile Reachable Timer expires (see clause 5.4.1.1 of 3GPP TS 23.501 [2]) or the UE enters CM-IDLE when it is only registered over the Non-3GPP access (see clause 5.5.3 of 3GPP TS 23.501 [2]);
-	the AMF shall send a Reachability Report ("REGULATORY_ONLY") if the UE becomes reachable only for regulatory prioritized service (see clause 4.15.4.2 of 3GPP TS 23.502 [3]);
-	the AMF shall send a Reachability Report ("REACHABLE") when the UE reachability state changes from any of the two above states to REACHABLE.
NOTE 3:	The AMF does not send a Reachability Report ("UNREACHABLE") in particular when the UE enters extended DRX cycle (see clause 5.31.7.2.2.3 of 3GPP TS 23.501 [2]), the UE enters power saving state (see clause 5.31.8 of 3GPP TS 23.501 [2]), the UE enters CM IDLE in MICO mode (see clause 5.4.1.3 of 3GPP TS 23.501 [2]), or when the UE does not respond to a paging request.
	An NF subscribes to this event for "UE Reachable for DL Traffic" to receive reports of a UE or a group of UEs when the UE becomes reachable for sending downlink data. In this case, the event is detected when the UE transitions to CM-CONNECTED mode or when the UE will become reachable for paging, as specified in table 4.15.3.1-1, clauses 4.2.5 and 4.3.3 of 3GPP TS 23.502 [3]. When reporting the "UE Reachable for DL Traffic", the AMF shall also indicate the access types through which the UE is reachable.
NOTE 4:	The AMF does not send an event report for "UE Reachable for DL Traffic" immediately after an UECM Registration in UDM, if the AMF has previously been indicated that reachability event will be detected at UDM. The UDM will detect the UE reachability from the UECM Registration and send a notification to the NF consumer (unless the UDM is indicated that the UE is currently not reachable, as specified in clause 5.3.2.2.2 of 3GPP TS 29.503 [35]), thus the notification report from AMF is omitted.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), (optional) Reachability Filter
	Notification: UE ID, AMF Id, most recent reachability state (REACHABLE/UNRACHABLE/REGULATORY_ONLY), access type(s) through which the UE is reachable.
Event: Communication-Failure-Report
	A NF subscribes to this event to receive the Communication failure report of a UE or group of UEs or any UE, when the AMF becomes aware of a RAN or NAS failure event.
	This event implements the "Communication failure" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3], which is an unexpected termination of the communication.
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), "ANY_UE", optionally filters: Area identifier (a TA list, an area Id or "LADN")
	Notification: UE ID, RAN/NAS release code.
Event: UEs-In-Area-Report
	A NF subscribes to this event to receive the number of UEs in a specific area. A NF may ask AMF for the UEs within the area based on Last Known Location or it may request AMF to actively look for the UEs within the area based on Current Location.
	This event implements the "Number of UEs present in a geographical area" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: any UE
	Input: "ANY_UE", optionally Ue in Area filters: UE Aerial Indication, Indication of PDU session established for DNN(s) subject to aerial service
	Report Type: One-Time Report (See NOTE 3), Continuous Report (See NOTE 4), Periodic Report (See NOTE 4)	Input: Area identified in a TA List or cell ID list.
	Notification: Number of UEs in the area, if eNA is supported also the UE IDs
NOTE 5:	For an Immediate Report, UE Last Known Location is used to count the UEs within the area.
NOTE 6:	Support of Continuous Report or Periodic Report should be controlled by operator.
Event: Loss-of-Connectivity
	An NF subscribes to this event to receive the event report of a UE or group of UEs when AMF detects that a target UE is no longer reachable for either signalling or user plane communication. Such condition is identified when Mobile Reachable timer expires in the AMF (see 3GPP TS 23.501 [2]), when the UE detaches and when AMF deregisters from UDM for an active UE. If the UE is already not reachable for either signalling or user plane communication when the event is subscribed, the AMF reports the event directly.
	This event implements the "Loss of Connectivity" event in table 4.15.3.1-1 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs.
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification: UE ID.
Event: 5GS-User-State-Report
	A NF subscribes to this event to receive the 5GS User State of a UE.
	UE Type: One UE
	Report Type: One-Time Report
	Input: UE ID(s)
	Notification: UE ID, 5GS User State
Event: Availability-after-DDN-failure
	A NF subscribes to this event to be notified about the Availability of a UE after a DDN failure.
	UE Type: One UE, Group of UEs
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s)
	Notification: UE ID(s)
Event: Type-Allocation-Code-Report
A NF subscribes to this event to receive the TAC of a UE or a group of UEs or any UE.
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s),"ANY_UE", optionally filters: TAI, Area identifier (a TA list, an area Id or "LADN")
	Notification: UE ID(s), TAC(s)
Event: Frequent-Mobility-Registration-Report
A NF subscribes to this event to receive the number of mobility registration during a period for a UE or a group of UEs or any UE.
	UE Type: One UE, Group of UEs, any UE
	Report Type: One-Time Report, Continuous Report
	Input: UE ID(s), expiry time, "ANY_UE", optionally filters: Area identifier (a TA list, an area Id or "LADN")
	Notification: UE ID(s), Frequent Registration
Event: Snssai-TA-Mapping-Report
A NF subscribes to this event to receive the related access type and the list of supported S-NSSAIs.
	UE Type: any UE
	Report Type: One-Time Report, Continuous Report
	Input: Target Area: TA list or "ANY_TAI", optionally filters: S-NSSAI(s)
	Notification: Access type, list of supported S-NSSAIs with an indication of restriction at the AMF
Event: UE-Access-Behavior-Trends
A NF subscribes to this event to receive the UE access behavior trends (e.g. access type change, handover, etc.) within a period for a UE or a group of UEs, as specified in clause 4.15.4.2 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs
	Report Type: Periodic Report
	Input: UE ID(s), expiry time
	Notification: UE ID(s), UE access behavior trends report.
Event: UE-Location-Trends
A NF subscribes to this event to receive the UE Location Trends within a period for a UE or a group of UEs, as specified in clause 4.15.4.2 of 3GPP TS 23.502 [3].
	UE Type: One UE, Group of UEs
	Report Type: Periodic Report
	Input: UE ID(s), expiry time, Dispersion Area (e.g. a TAI list).
	Notification: UE ID(s), UE Location Trends report.
Event: UE-MM-Transaction-Report
A NF subscribes to this event to receive the Total Number of Mobility Management transactions during a period for a UE or a group of UEs, as specified in clause 5.2.2.3.1 of 3GPP TS 23.502 [3]. The Total number of transactions is incremented when the NAS signalling transactions from Authentication, Registration, De-Registration, Service Request and UE Configuration Update procedures is completed
	UE Type: One UE, Group of UEs
	Report Type: Periodic Report
	Input: UE ID(s), expiry time, filters: Dispersion Area (e.g. a TA list) or Slice filter (i.e. a list of S-NSSAIs)
	Notification: UE ID(s), List of UE transaction numbers per location or List of UE transaction numbers per slice.

*** Next Change ***
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Table 6.2.6.2.5-1: Definition of type AmfEventReport
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	type
	AmfEventType
	M
	1
	Describes the type of the event which triggers the report
	

	state
	AmfEventState
	M
	1
	Describes the state of the event which triggered the report. This IE shall be set to "TRUE" when subscriptionId IE is present.
	

	timeStamp
	DateTime
	M
	1
	This IE shall contain the time at which the event is generated.
	

	subscriptionId
	Uri
	C
	0..1
	This IE shall be included when the event notification is for informing the creation of a subscription Id at the AMF during mobility of a UE across AMFs.

When present, this IE shall contain the URI of the created subscription resource at the AMF; this shall contain an absolute URI set to the Resource URI specified in clause 6.2.3.3.2.

The type IE shall be set to:
-	SUBSCRIPTION_ID_CHANGE, when the AMFcreates a subscription Id for a UE specific event subscription during mobility registration and handover procedures involving an AMF change.
-	SUBSCRIPTION_ID_ADDITION, when the AMF creates a subscription Id for a group Id specific event subscription during mobility registration and handover procedures involving an AMF change.
	

	anyUe
	boolean
	C
	0..1
	This IE shall be included and shall be set to "true", if the event subscription is a bulk subscription for number of UEs and the event reported is for one of those UEs.
	

	supi
	Supi
	C
	0..1
	This IE shall be present if available.

When present, this IE identifies the SUPI of the UE associated with the report (NOTE 1).
	

	areaList
	array(AmfEventArea)
	C
	1..N
	This IE shall be present when the AMF event type is "PRESENCE_IN_AOI_REPORT". When present, this IE represents the specified Area(s) of Interest the UE is currently IN / OUT / UNKNOWN.

If the AMF event is subscribed towards a PRA identifier referring to a Set of Core Network predefined Presence Reporting Areas, the AMF shall report both the subscribed PRA Identifier and the additional PRA identifier of the actually individual PRA(s) where the UE is currently IN / OUT, as specified in clause 5.6.11 of 3GPP TS 23.501 [2].

	

	refId
	ReferenceId
	C
	0..1
	This IE shall be present if a Reference Id has previously been associated with the event triggering the report.

When present, this IE shall indicate the Reference Id associated with the event which triggers the report.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if available.

When present, this IE identifies the GPSI of the UE associated with the report (NOTE 1).
	

	pei
	Pei
	O
	0..1
	This IE may be included if the event reported is for a particular UE or any UE.  This IE identifies the PEI of the UE associated with the report (NOTE 1).
	

	location
	UserLocation
	O
	0..1
	Represents the location information of the UE

This IE shall convey exactly one of the following:
- E-UTRA user location
- NR user location
- Non-3GPP access user location.

If the additionalLocation IE is present, this IE shall contain either an E-UTRA user location or NR user location.

	

	additionalLocation
	UserLocation
	O
	0..1
	This IE shall be present if the "location IE" is present and the AMF reports both a 3GPP user location and a non-3GPP access user location.

When present, this IE shall convey the non-3GPP access user location.

	

	timezone
	TimeZone
	O
	0..1
	Describes the time zone of the UE
	

	accessTypeList
	array(AccessType)
	O
	1..N
	Describes the access type(s) of the UE.

When reporting that the UE is reachable for DL traffic, this IE shall indicate the access type(s) through which the UE is reachable.

This attribute shall be absent if the AMF event type is "SNSSAI_TA_MAPPING_REPORT".

	

	rmInfoList
	array(RmInfo)
	O
	1..N
	Describes the registration management state of the UE
	

	cmInfoList
	array(CmInfo)
	O
	1..N
	Describes the connection management state of the UE
	

	reachability
	UeReachability
	O
	0..1
	Describes the reachability of the UE
	

	commFailure
	CommunicationFailure
	O
	0..1
	Describes a communication failure for the UE.
	

	numberOfUes
	integer
	O
	0..1
	Represents the number of UEs in the specified area
	

	5gsUserStateList
	array(5GsUserStateInfo)
	O
	1..N
	Represents the 5GS User State of the UE per access type
	

	typeCode
	string
	C
	0..1
	This IE shall be present when the AMF event type is "TYPE_ALLOCATION_CODE_REPORT". When present, this IE represents the Type Allocation code (TAC), to indicate terminal model and vendor information of the UE.
Pattern: '^imeitac-[0-9]{8}$'.
	ENA

	registrationNumber
	integer
	C
	0..1
	This IE shall be present when the AMF event type is "FREQUENT_MOBILITY_REGISTRATION_REPORT". When present, this IE represents the number of the mobility registration procedures during a period identified by the expiry time included in the event subscription request.
	ENA

	ueIdExtList

	array(UEIdExt)
	C
	1..N
	This IE shall be present if multiple SUPIs and / or GPSIs need to be included, the AMF event type is "UES_IN_AREA_REPORT" and the subscribing NF indicated support of the ENA feature.
This attribute provides additional SUPIs and / or GPSIs to the supi attribute or gpsi attribute if present. The ueIdExt attribute may be present even if both the supi and gpsi attributes are absent, e.g., in a report of "UES_IN_AREA_REPORT" event type.
	ENA

	lossOfConnectReason
	LossOfConnectivityReason
	O
	0..1
	Describes the reason for loss of connectivity.
This IE should be present when the AMF event type is "LOSS_OF_CONNECTIVITY".
	

	maxAvailabilityTime
	DateTime
	O
	0..1
	Indicates the time (in UTC) until which the UE is expected to be reachable.

This IE may be present in REACHABILITY_REPORT event report for "UE Reachable_for DL Traffic".

This information may be used by the SMS Service Center to prioritize the retransmission of pending Mobile Terminated Short Message to UEs using a power saving mechanism (eDRX, PSM etc.).
	

	snssaiTaiList
	array(SnssaiTaiMapping)
	C
	1..N
	This IE shall be present when the AMF event type is "SNSSAI_TA_MAPPING_REPORT". When present, this IE represents the list of supported S-NSSAIs at the TAI(s). It shall also include the indication if S-NSSAI is restricted at the AMF.
	

	idleStatusIndication
	IdleStatusIndication
	O
	0..1
	Idle Status Indication
May be present when type is REACHABILITY_REPORT or AVAILABILITY_AFTER_DDN_FAILURE

	

	ueAccessBehaviorTrends
	array(UeAccessBehaviorReportItem)
	C
	1..N
	This IE shall be present to report "UE_ACCESS_BEHAVIOR_TRENDS" event.

When present, this IE shall include the UE access behavior trends within the report period.

	

	ueLocationTrends
	array(UeLocationTrendsReportItem)
	C
	1..N
	This IE shall be present to report "UE_LOCATION_TRENDS" event.

When present, this IE shall include the UE location trends within the report period.
(NOTE 2)
	

	mmTransLocationReportList
	array(MmTransactionLocationReportItem)
	C
	1..N
	This IE shall be present to report "UE_MM_TRANSACTION_REPORT" event based on location.

When present, this IE shall include the number of UE MM transactions per location within the report period.

	

	mmTransSliceReportList
	array(MmTransactionSliceReportItem)
	C
	1..N
	This IE shall be present to report "UE_MM_TRANSACTION_REPORT" event based on slices.

When present, this IE shall include the number of UE MM transactions per slice within the report period.
	

	termReason
	SubTerminationReason
	O
	0..1
	This IE may be present when the event type is SUBSCRIPTION_TERMINATION.

When present, this IE shall indicate the reason for the subscription termination.
	

	NOTE 1:	If the event report corresponds to an event subscription of a single UE, then the same UE identifier (i.e. SUPI and/or GPSI and/or PEI) received during subscription creation shall be included in the report. If the event report corresponds to an event subscription for group of UEs or any UE, then the SUPI and if available the GPSI shall be included in the event report. SUPI, PEI and GPSI shall not be present in report for UES_IN_AREA_REPORT event type.
NOTE 2:	The items shall be listed in descending order by the value of "duration" attribute.



*** End of Changes ***
