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	1
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	7.3.1
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	Remove a figure that was left from previous version
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	Rel-6
	6.6.1
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	Rel-6
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	Rel-5
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	TEI6
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	Rel-5
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	TEI5
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	Rel-5
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	-
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	Rel-6
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	TEI5
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	-
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	29.232
	Rel-5
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	CR
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	TEI5
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	-
	A
	29.232
	Rel-6
	6.1.0
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	CR
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	TEI5
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	-
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	Rel-5
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	8.6
	CR
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	TEI5
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	-
	A
	29.232
	Rel-6
	6.1.0
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	8.6
	CR
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	TEI5
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	-
	F
	29.232
	Rel-5
	5.10.0
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	8.6
	CR
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	TEI5
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	-
	A
	29.232
	Rel-6
	6.1.0
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	TEI5
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	-
	F
	29.232
	Rel-5
	5.10.0
	 

	C4-050660
	8.6
	CR
	Removal of Option in Prepare Bearer that the MGW can chose the BNC Characteristics
	LM Ericsson
	TEI5
	200
	-
	A
	29.232
	Rel-6
	6.1.0
	 

	C4-050661
	8.6
	CR
	Clarification Of Use Of Wildcarding
	LM Ericsson
	TEI5
	201
	-
	F
	29.232
	Rel-5
	5.10.0
	 

	C4-050662
	8.6
	CR
	Clarification Of Use Of Wildcarding
	LM Ericsson
	TEI5
	202
	-
	A
	29.232
	Rel-6
	6.1.0
	 

	C4-050663
	7.7
	CR
	Inclusion of Insert Digit Procedure at IMS termination 
	LM Ericsson
	IMS-CCR-Mn
	5
	-
	F
	29.332
	Rel-6
	6.1.0
	 

	C4-050664
	7.7
	CR
	Addtions of Open Mn / Interop restrictions to Mn profile
	LM Ericsson
	IMS-CCR-Mn
	6
	-
	F
	29.332
	Rel-6
	6.1.0
	 

	C4-050665
	7.7
	CR
	Introduction of formal profile template
	LM Ericsson
	IMS-CCR-Mn
	1
	2
	F
	29.332
	Rel-6
	6.1.0
	 

	C4-050666
	8.5
	CR
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	LM Ericsson
	TEI5
	203
	-
	F
	29.232
	Rel-4
	4.11.0
	 

	C4-050667
	8.5
	CR
	Clarification to 3GUP procedures
	LM Ericsson
	TEI5
	204
	-
	A
	29.232
	Rel-5
	6.1.0
	 

	C4-050668
	8.5
	CR
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	LM Ericsson
	TEI5
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	-
	A
	29.232
	Rel-6
	6.1.0
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	LM Ericsson
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050670
	8.5
	CR
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	OoBTC
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	-
	F
	29.232
	Rel-4
	4.11.0
	 

	C4-050671
	8.5
	CR
	Codec Encoding
	LM Ericsson
	OoBTC
	207
	-
	A
	29.232
	Rel-5
	5.10.0
	 

	C4-050672
	8.5
	CR
	Codec Encoding
	LM Ericsson
	OoBTC
	208
	-
	A
	29.232
	Rel-6
	6.1.0
	 

	C4-050673
	7.3.2
	CR
	Correction of references
	Qualcomm
	IMS-CCR2
	70
	 
	F
	29.329
	Rel-6
	6.4.0
	 

	C4-050674
	7.3.2
	CR
	Corrections to message parameters
	Qualcomm
	IMS-CCR2
	71
	 
	F
	29.329
	Rel-6
	6.4.0
	 

	C4-050675
	7.3.2
	CR
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	Qualcomm
	IMS-CCR2
	72
	 
	D
	29.329
	Rel-6
	6.4.0
	 

	C4-050676
	7.3.1
	CR
	Correction of reference
	Qualcomm
	IMS-CCR2
	87
	 
	F
	29.229
	Rel-6
	6.4.0
	 

	C4-050677
	7.3.1
	CR
	Corrections to message parameters
	Qualcomm
	IMS-CCR2
	88
	 
	F
	29.229
	Rel-6
	6.4.0
	 

	C4-050678
	7.3.1
	CR
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	Qualcomm
	IMS-CCR2
	89
	 
	D
	29.229
	Rel-6
	6.4.0
	 

	C4-050679
	7.3.2
	CR
	Handing of case where there is no transparent data
	Qualcomm
	IMS-CCR2
	133
	 
	F
	29.328
	Rel-6
	6.5.0
	 

	C4-050680
	7.3.2
	CR
	Behavior of HSS when it accepts Sh-Subs-Notif message
	Qualcomm
	IMS-CCR2
	134
	 
	F
	29.328
	Rel-6
	6.5.0
	 

	C4-050681
	7.3.2
	CR
	Initial filter criteria change notification message contents
	Qualcomm
	IMS-CCR2
	135
	 
	F
	29.328
	Rel-6
	6.5.0
	 

	C4-050682
	7.3.2
	CR
	Correction of access key for LocationInformation
	Qualcomm
	IMS-CCR2
	136
	 
	F
	29.328
	Rel-6
	6.5.0
	 

	C4-050683
	7.3.2
	CR
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	Qualcomm
	IMS-CCR2
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	D
	29.328
	Rel-6
	6.5.0
	 

	C4-050684
	7.1
	CR
	Missing functionality on Wa, Wm interfaces
	HUAWEI
	WLAN-IW
	60
	 
	F
	29.234
	Rel-6
	6.2.0
	 

	C4-050685
	7.4
	CR
	Addition of Wa and Wm interfaces
	HUAWEI
	Diameter 
	49
	 
	F
	29.230
	Rel-6
	6.3.0
	 

	C4-050686
	7.4
	LS
	Output LS, LS on assign AVPs for Wa and Wm Interfaces
	HUAWEI
	Diameter
	 
	 
	 
	 
	 
	 
	 

	C4-050687
	7.1
	CR
	Pr Interface for Presence via I-WLAN
	HUAWEI, Lucent, China Mobile
	PRESNC
	61
	 
	B
	29.234
	Rel-6
	6.2.0
	 

	C4-050688
	7.16.2
	DISC
	A new packet to keep announcement and data  stream continuous during handover
	HUAWEI
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050689
	7.6
	CR
	IE description to allow Signalling Activated Trace of the BM-SC
	Vodafone
	MBMS
	554
	 
	F
	29.060
	Rel-6
	6.8.0
	Revised to C4-050736
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	7.2
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	Ericsson
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050691
	7.2
	CR
	GUP HSS-IMS Component Definition
	Ericsson
	GUP
	3
	 
	F
	29.240
	Rel-6
	6.0.0
	 

	C4-050692
	7.2
	DISC
	GUP Profile Structure
	Ericsson
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050693
	7.2
	CR
	GUP Profile Structure
	Ericsson
	GUP
	4
	 
	F
	29.240
	Rel-6
	6.0.0
	 

	C4-050694
	7.2
	CR
	Security and Authentication
	Ericsson
	GUP
	5
	 
	F
	29.240
	Rel-6
	6.0.0
	 

	C4-050695
	7.2
	DISC
	GUP SOAP Headers
	Ericsson
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050696
	7.2
	CR
	GUP SOAP Headres
	Ericsson
	GUP
	6
	 
	F
	29.240
	Rel-6
	6.0.0
	 

	C4-050697
	7.2
	DISC
	GUP
	Ericsson
	 
	 
	 
	 
	 
	 
	 
	 

	C4-050698
	7.2
	CR
	GUP
	Ericsson
	GUP
	7
	 
	F
	29.240
	Rel-6
	6.0.0
	 

	C4-050699
	8.3
	CR
	correction to No_Answer handling in CAMEL_ICA_MSC2
	Ericsson
	TEI6
	771
	 
	F
	23.078
	Rel-5
	5.9.0
	 

	C4-050700
	8.3
	CR
	correction to No_Answer handling in CAMEL_ICA_MSC2
	Ericsson
	TEI6
	772
	 
	A
	23.078
	Rel-6
	6.5.0
	 

	C4-050701
	8.3
	CR
	correction to CAMEL_ICA_MSC1 and CAMEL_ICA_MSC2 for gsmSSF process checking
	Ericsson
	TEI6
	773
	 
	F
	23.078
	Rel-5
	5.9.0
	 

	C4-050702
	8.3
	CR
	correction to CAMEL_ICA_MSC1 and CAMEL_ICA_MSC2 for gsmSSF process checking
	Ericsson
	TEI6
	774
	 
	A
	23.078
	Rel-6
	6.5.0
	 

	C4-050703
	8.3
	CR
	correction to EDP-N handling for ICA legs in Process CS_gsmSSF
	Ericsson
	TEI6
	775
	 
	F
	23.078
	Rel-5
	5.9.0
	 

	C4-050704
	8.3
	CR
	correction to EDP-N handling for ICA legs in Process CS_gsmSSF
	Ericsson
	TEI6
	776
	 
	A
	23.078
	Rel-6
	6.5.0
	 

	C4-050705
	8.3
	CR
	correction to release handling during User Interaction
	Ericsson
	TEI6
	777
	 
	F
	23.078
	Rel-5
	5.9.0
	 

	C4-050706
	8.3
	CR
	correction to release handling during User Interaction
	Ericsson
	TEI6
	778
	 
	A
	23.078
	Rel-6
	6.5.0
	 

	C4-050707
	7.8
	CR
	Reference Update
	HUAWEI
	TEI6
	555
	 
	F
	29.060
	6
	6.8.0
	 

	C4-050708
	7.17.x
	CR
	Correction to Trace parameters to allow trace at the BM-SC
	Vodafone
	OEM-Trace
	769
	 
	F
	29.002
	Rel-6
	6.9.0
	Revised to C4-050737
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	TEI6
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	Text encoding of IPBCP for IP transport on Mc interface
	Siemens
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	Rel-6
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	SCCAMEL
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	F
	23.078
	Rel-6
	6.5.0
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	4
	LS IN
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	RAN2
	MBMS
	
	
	 
	 
	Rel-6
	 
	 

	C4-050717
	4
	LS IN
	Mandatory functionality in W-LAN
	SA1
	WLAN
	
	
	 
	 
	Rel-6
	 
	 

	C4-050718
	4
	LS IN
	Reply LS on Control of simultaneous accesses for WLAN 3GPP IP access
	SA2
	WLAN
	
	
	 
	 
	Rel-6
	 
	 

	C4-050719
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	LS IN
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	SA3
	 
	
	
	 
	 
	Rel-6
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	Reply LS on Mandating functionality in WLAN ANs
	SA2
	WLAN
	
	
	 
	 
	Rel-6
	 
	 

	C4-050721
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	SA2
	MBMS
	
	
	 
	 
	Rel-6
	 
	 

	C4-050722
	4
	LS IN
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	MBMS
	
	
	 
	 
	Rel-6
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	CR
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	Siemens
	TEI6
	16
	 
	F
	29.109
	Rel-6
	6.2.0
	 

	C4-050724
	8.1.1
	CR
	Removal of the default handling in the service profile
	Orange
	IMS-CCR
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	F
	29.228
	Rel-5
	5.11.0
	

	C4-050725
	7.4
	CR
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	TEI6
	50
	
	F
	29.230
	Rel-6
	6.3.0
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	MCC
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	WID
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	Siemens
	EGCS
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	7.5
	CR
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	Siemens
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	F
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	Rel-6
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	F
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	F
	23.003
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	F
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	Rel-6
	6.8.0
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	CR
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	Vodafone
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	 1
	F
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	Lucent Technologies
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	Rel-6
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	Siemens
	
	
	
	
	
	
	
	

	C4-050741
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	CR
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	Siemens
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	F
	29.228
	Rel-5
	5.11.0
	

	C4-050742
	8.1
	CR
	Syntax correction for XML
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	A
	29.228
	Rel-6
	6.6.1
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	8.1
	CR
	XML correction for iFC
	Siemens
	IMS
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	F
	29.328
	Rel-5
	5.9.0
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