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	3GPP TS 29.329 defines result-code DIAMETER_USER_DATA_NOT_AVAILABLE. However, it is not described in procedure descriptions of 3GPP TS 29.328 when the result-code is used.

Since DIAMETER_USER_DATA_NOT_AVAILABLE is a transient category result-code it is useful in cases where the data is not available temporarily. 
One identified case where this result-code would be useful is when there is an update of the requested data in progress in the HSS and HSS is unable to delay the processing of the request e.g. because of a timeout.

According to 29.328 HSS should use permanent category result-code DIAMETER_UNABLE_TO_COMPLY in error cases that are not described in 29.328. However, in the case identified above the AS would not know that the error is only temporary and that it should repeat the request if the HSS uses DIAMETER_UNABLE_TO_COMPLY code. For this reason the usage of DIAMETER_USER_DATA_NOT_AVAILABLE improves the service-availability.
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	DIAMETER_USER_DATA_NOT_AVAILABLE is used when there is an update of the requested data in progress and HSS is unable to delay the processing of the request. 
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	It is unclear when DIAMETER_USER_DATA_NOT_AVAILABLE result-code should be used.
Lower HSS service availability in the case when there is an update of the requested data in progress and HSS is unable to delay the processing of the request.
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6.1.1.1

Detailed behaviour

The conditions for the inclusion of Requested-Domain as an additional key to the requested data are described in table 7.6.1.  If repository data is requested, Service-Indication shall be present in the request. If initial filter criteria are requested, the Server-Name AVP shall contain the SIP URL of the AS that initiates the request; requests for initial filter criteria are limited to those initial filter criteria which are relevant to the requesting AS.

Upon reception of the Sh-Pull request, the HSS shall, in the following order:

1.
In the AS permission list (see section 6.2) check that the requested user data is allowed to be read (Sh-Pull) by this AS by checking the combination of the identity of the AS sending the request (identified by the Origin-Host AVP) and the supplied Data-Reference.

If one or more Data References in the request are not allowed to be read, Experimental-Result shall be set to DIAMETER_ERROR_USER_DATA_CANNOT_BE_READ in the Sh-Pull Response.

2.
Check that the User Identity for whom data is asked exists in HSS.  If not, Experimental-Result shall be set to DIAMETER_ERROR_USER_UNKNOWN in the Sh-Pull Response.

3.
If Data-Reference is PSIActivation (18), check that the User Identity contains a Public Service Identity.  If not, Experimental-Result shall be set to DIAMETER_ERROR_OPERATION_NOT_ALLOWED in the Sh-Pull Response.

4.
Check whether or not the data that is requested to be downloaded by the AS is currently being updated by another entity.  If there is an update of the data in progress, the HSS may delay the Sh-Pull-Resp message until the update has been completed. The HSS shall ensure that the data returned is not corrupted by this conflict. If HSS is not able to delay the Sh-Pull-Resp message e.g. due to timeout the Experimental-Result-Code should be set to DIAMETER_USER_DATA_NOT_AVAILABLE.
5
The HSS shall include the data pertinent to the requested Data Reference in the User-Data AVP and if the HSS supports the Notif-Eff feature, the HSS shall include the data pertinent to all the requested Data References in the User-Data AVP. The HSS shall set the Result-Code to DIAMETER_SUCCESS. This includes cases where the data is not available to the HSS and an empty tag is included as follows. Empty repository data shall be indicated with the RepositoryData element that does not contain a ServiceData element. Empty location information shall be indicated by an empty CSLocationInformation and/or an empty PSLocationInformation element. Empty elements of Sh IMS Data shall be indicated as follows. An empty S-CSCF name shall be indicated with empty SCSCFName element. If all iFCs for the user that are relevant for the AS are empty it shall be indicated with empty IFCs element. Similarly for charging and PSI activation information.

If there is an error in any of the above steps then the HSS shall stop processing and shall return the error code specified in the respective step (see 3GPP TS 29.329 [5] and 3GPP TS 29.229 [7] for an explanation of the error codes). 

If the HSS cannot fulfil the received request for reasons not stated in the above steps, e.g. due to database error, it shall stop processing the request and set Result-Code to DIAMETER_UNABLE_TO_COMPLY.

Otherwise, the requested operation shall take place and the HSS shall return the Result-Code AVP set to DIAMETER_SUCCESS. Result-Code DIAMETER_SUCCESS is used also if the requested data does not exist in the HSS.
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