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1 Introduction

The paper clarifies the floor control function in the Mp interface.
2 Discussions

The TS 24.147 protocol has defined the MRFP should implemented the function of floor control server. The floor control protocol is defined by the IETF draft-ietf-xcon-bfcp, and the floor control requirement is defined in the RFC 4376: Requirements for Floor Control Protocols. The clause 6 of RFC 4376 defines the floor control requirement: 

   
REQ-F1: It MUST be possible to define whether floor control is in use or not.
REQ-F2: It MUST be possible to define the algorithm to be used in granting the floor.  (Note: Examples of algorithms are moderator-controlled, FCFS, or random.)
REQ-F3: It MUST be possible to define how many users can have the floor at the same time.

REQ-F4: It MUST be possible to have one floor for one or more media types.

REQ-F5: It MUST be possible to have multiple floors in a conference.

REQ-F6: It MUST be possible to define whether a floor is moderator-controlled or not.

REQ-F7: If the floor is moderator-controlled, it MUST be possible to assign and replace the floor moderator.
The above requirements need be used by the Floor control server, and the floor control server is implemented in the MRFP.  If the parameter for that requirement is configured in the MRFP, which means each conference has the same floor control policy. So the requirement must be configured in the AS/MRFC, and indicate the MRFP to implement the different floor control policy for the different conference.
3 Proposal

It is proposed to add the following text in the draft TS 23.333.

5.9
Audio Conference

Audio conferences allow users participating in the conference to communicate with all other participants simultaneously. 
The details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP) are specified in 3GPP TS 24.147 [xx]. 
The conference mixer and floor control server are located in the MRFP.
The MRFC shall be able to request the MRFP to create resources for an audio conference.

 The MRFC may be able to indicate the maximum number of parties in the conference.

The MRFC shall be able to create resources for users to join an existing conference, and to release resources for users to leave an existing conference.
The MRFC may be able to request the MRFP to collect the DTMF (according to clause5.5), play tones (according to clause 5.1) or announcements (according to clause 5.2), or record the audio during the conference (according to 5.4). 

The different participants in an audio conference may use different audio codecs.

The MRFC may be able to indicate the MRFP the floor control policy:

- Whether the floor control is in use or not.
- The algorithm to be used in granting the floor. (Note: Examples of algorithms are chair-controlled, FCFS (First Come First Served), or random.).

- The maximum number of users who can hold the floor at the same time.
- To assign and modify the floor chair, if the floor is chair-controlled.

- The floor media type shall be audio.
5.10
Multimedia Conference

Multimedia conferences allow users participating in the conference to communicate with all other participants simultaneously using voice and video. 
The details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP) are specified in 3GPP TS 24.147 [xx].
The conference mixer and floor control server are located in the MRFP.
The MRFC shall be able to request the MRFP to create resources for a multimedia conference.

The MRFC may be able to indicate the maximum number of parties in the conference.

The MRFC shall be able to create resources for users to join an existing conference, and to release resources for users to leave an existing conference.
The MRFC may be able to indicate the MRFP to collect the DTMF (according to clause 5.5), play multimedia (according to clause 5.7), or record the multimedia (according to clause 5.8) during the conference. 

The different participants may use different audio codecs.

The different participants may use different video codecs.
Editor's Note: this option needs to be qualified with what video transcoding is feasible.
The MRFC may be able to indicate the MRFP to modify the media attribute, including:


- To create the video stream or close the video stream.


- To modify the codec of audio or video.


The MRFC may be able to indicate the MRFP the floor control policy:

- Whether the floor control is in use or not.
- The algorithm to be used in granting the floor. (Note: Examples of algorithms are chair-controlled, FCFS (First Come First Served), or random.).

- The maximum number of users who can hold the floor at the same time.- To assign and modify the floor chair, if the floor is chair-controlled. 
- The floor media type shall be audio, video or combination.
