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10.5
MAP_PROCESS_GROUP CALL_SIGNALLING service

10.5.1
Definitions

This service is used between Relay MSC and Anchor MSC for transmission of Group Call notifications.

The MAP_PROCESS_GROUP_CALL_SIGNALLING service is a non-confirmed service using the service primitives given in table 10.5/1.

10.5.2
Service primitives

Table 10.5/1: MAP_PROCESS_GROUP_CALL_SIGNALLING service

	Parameter name
	Request
	Indication

	Invoke Id
	M
	M(=)

	Uplink Request 
	C
	C(=)

	Uplink Release Indication
	C
	C(=)

	AN-APDU
	C
	C(=)

	Release Group Call
	C
	C(=)

	Talker Priority
	C
	C(=)

	Additional Info
	C
	C(=)

	Emergency Mode Reset Command Flag
	C
	C(=)


10.5.3
Parameter definitions and use

Invoke Id
See definition in clause 7.6.1

Uplink Request 

This information element indicates to the anchor MSC that a service subscriber roaming in the relay MSC area requests access to the uplink.

Uplink Release Indication

This information element if included by the Relay MSC indicates to the Anchor MSC that the uplink has become free.

AN-APDU
This parameter contains the Notification Data message as defined in 3GPP TS 48.008 [49]. 
Release Group Call

This information element if included by the Relay MSC indicates to the Anchor MSC that the service subscriber who has initiated the call and who currently has access to the uplink terminates the call.

Talker Priority

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Additional Info 

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Emergency Mode Reset Command Flag

For the definition and use of this parameter see 3GPP TS 43.068 [100]
10.6
MAP_FORWARD_GROUP_CALL_SIGNALLING service

10.6.1
Definitions

This service is used between Anchor MSC and Relay MSC for transmission of Group Call notifications.

The MAP_FORWARD_GROUP_CALL_SIGNALLING service is a non-confirmed service using the service primitives given in table 10.6/1.

10.6.2
Service primitives

Table 10.6/1: MAP_FORWARD_GROUP_CALL_SIGNALLING service

	Parameter name
	Request
	Indication

	Invoke Id
	M
	M(=)

	IMSI
	C
	C(=)

	Uplink Request Acknowledgement
	C
	C(=)

	Uplink Release Indication
	C
	C(=)

	Uplink Reject Command
	C
	C(=)

	Uplink Seized Command
	C
	C(=)

	Uplink Release Command
	C
	C(=)

	AN-APDU
	C
	C(=)

	State Attributes
	C
	C(=)

	Talker Priority
	C
	C(=)

	Additional Info
	C
	C(=)

	Emergency Mode Reset Command Flag
	C
	C(=)

	SM RP UI
	C
	C(=)


10.6.3
Parameter definitions and use

IMSI

Identity of the service subscriber who has established the call and who is allowed to terminate the call.

Invoke Id
See definition in clause 7.6.1.

Uplink Request Acknowledgement

This information element is used for positive acknowledgement of an uplink request.

Uplink Release Indication

This information element if included by the Anchor MSC indicates to the Relay MSC that the uplink has become free.

Uplink Reject Command

This information element is used for negative acknowledgement of an uplink request.

Uplink Seized Command

This information element if included by the Anchor MSC indicates to the Relay MSC that the uplink is no longer free.

Uplink Release Command

This information element if included by the Anchor MSC indicates to the Relay MSC that the uplink which is granted to a MS in the relay MSC area shall be released.

AN-APDU
This parameter contains the Notification Data message as defined in 3GPP TS 48.008 [49] 
State Attributes

This information element is used to allow service logic running in an Anchor MSC to mute a VGCS talker even when the talker is served on a Relay MSC. The IE is used to build a GCC message that provides a mechanism to induce the VGCS talker terminal to mute/unmute the downlink at the Anchor MSC, as defined in 3GPP TS 44.068.

Talker Priority

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Additional Info 

For the definition and use of this parameter see 3GPP TS 43.068 [100]
Emergency Mode Reset Command Flag

For the definition and use of this parameter see 3GPP TS 43.068 [100] 

SM RP UI

See definition in clause 7.6.8. The short message transfer protocol data unit received from the Service Centre is inserted in this parameter. 

******************next modification********************

17.7.12
Group Call data types

...

ForwardGroupCallSignallingArg ::= SEQUENCE {


imsi


IMSI


OPTIONAL,


uplinkRequestAck
[0] NULL

OPTIONAL,


uplinkReleaseIndication
[1] NULL

OPTIONAL,


uplinkRejectCommand
[2] NULL

OPTIONAL,


uplinkSeizedCommand
[3] NULL

OPTIONAL,


uplinkReleaseCommand
[4] NULL

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


..., 


stateAttributes
[5] StateAttributes
OPTIONAL,


talkerPriority
[6] TalkerPriority
OPTIONAL,


additionalInfo
[7] AdditionalInfo
OPTIONAL,


emergencyModeResetCommandFlag
[8] NULL

OPTIONAL,


sm-RP-UI

[9] SignalInfo
OPTIONAL,


an-APDU
[10] AccessNetworkSignalInfo
OPTIONAL
 }

ProcessGroupCallSignallingArg ::= SEQUENCE {


uplinkRequest
[0] NULL

OPTIONAL,


uplinkReleaseIndication
[1] NULL

OPTIONAL,


releaseGroupCall
[2] NULL

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


talkerPriority
[3] TalkerPriority
OPTIONAL,


additionalInfo
[4] AdditionalInfo
OPTIONAL,


emergencyModeResetCommandFlag
[5] NULL

OPTIONAL,


an-APDU
[6] AccessNetworkSignalInfo
OPTIONAL }
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