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************<FIRST CHANGE>************
6.2.11
Audio Transcoding Procedure

As transcoding is considered a basic feature of a MRFP, the MRFC does not explicitly request transcoding.  It is expected that the MRFP determines when transcoding is applied, for example, when the MRFC specifies the audio codec to be applied for a given stream in a context, if there are any other audio terminations in the context and the stream modes permit data flow between these terminations and where the source encodings are not compatible then the MRFP transcodes the stream between these terminations.
************<NEXT CHANGE>************
6.2.12
Video Transcoding Procedure

As transcoding is considered a basic feature of an MRFP the MRFC does not explicitly request transcoding. It is expected that the MRFP determines when transcoding is applied, for example, when the MRFC specifies the video codec to be applied for a given stream in a context, if there are any other terminations supporting video in the context and the stream modes permit data flow between these terminations and where the source encodings are not compatible then the MRFP transcodes the stream between these terminations.
************<NEXT CHANGE>************
8.20
Reserve IMS Connection Point and Configure Remote Resources

This procedure is used to reserve multimedia-processing resources for an Mp interface connection; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].
Table 8.20.1: Procedures between MRFC and MRFP: Reserve IMS Connection Point and Configure Remote Resources
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Connection Point and Configure Remote Resources
	MRFC
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMSTermination Request
	M
	This information element indicates the existing bearer termination or requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the MRFP that the remote end can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	
	
	Notify Released Bearer
	O
	This information element requests a notification of a released bearer.

	Reserve IMS Connection Point and Configure Remote Resources Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMSTermination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the MRFP shall receive user plane data from IMS.

For terminations supporting video this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting video this may contain multiple addresses.


************<NEXT CHANGE>************
8.21
Reserve IMS Connection Point Procedure

This procedure is used to reserve local connection addresses and local resources in MRFP; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].
Table 8.21.1: Procedures between MRFC and MRFP: Reserve IMS Connection Point

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	 Reserve IMS Connection Point
	MRFC
	Context /Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	IMS Termination Request
	M
	This information element requests a new bearer termination

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the MRFP that the remote end can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	
	
	Notify Released Bearer
	O
	This information element requests a notification of a released bearer.

	Reserve IMS Connection Point Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the MRFP shall receive user plane data from IMS.

For terminations supporting video this may contain multiple addresses.


************<NEXT CHANGE>************
8.22
Configure IMS Resources Procedure

This procedure is used to select multimedia-processing resources for an Mp interface connection; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].
Table 8.22.1: Procedures between MRFC and MRFP: Configure IMSResources Procedure

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure IMS Resources
	MRFC
	Context 
	M
	This information element indicates the context for the bearer termination.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the MRFP that the IMS user can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	Configure IMS Resources Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting video this IE shall contain 2 streams with separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the MRFP that the IMS user can send user plane data to.

For terminations supporting video this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting video this may contain multiple addresses.


************<END OF CHANGE>************
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