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Analysis of service requirements needed in CAT
Discussion
The proposed call scenario is listed in chapter 4.2
######################################start of changes####################################

4.2 Analysis of CAT service requirements
Editor's Note:
This sub-clause will provide an analysis of the CAT service requirements applied in the context of Circuit-Switched Core Network (e.g. possible limits on CAT contents). 
1) TS 22.182, sub-clause 4.1: "When the CAT is playing, the calling party shall be able to stop it, then he shall experience the default alerting tone for the duration of the call establishment"
This requirement is a feature of CAT service. This requirement can be realized easily. Firstly, the CAT server should deploy one default alerting tone (voice or video) for the user who subscribes this service. In normal scenario, the CAT server play the specified alerting tone (voice and video) to the calling party, but if the calling party wants to stop it , the CAT server can change to the default alerting tone. Secondly, when the CAT is playing to the calling party, if the calling party wants to stop it, the calling party can press certain keyboard on the mobile termination. The MSC Server forwards the DTMF to the CAT server and the CAT Server recognizes the DTMF signal and changes the CAT to the default alerting tone.
It is asked the current requirement should be kept and not be relaxed.

2) TS 22.182, sub-clause 4.1: "The calling user shall have the possibility to copy the CAT of a called user as his own CAT.
This requirement is a feature of CAT service. Of course, the precondition is whether the called party allows the calling party to copy the CAT or not. If copy is not allowed, the Copy request should be rejected. But whether Copy request is allowed or not is the service property, and it do not concern the technology realization. If the copy is allowed, there is one solution to realize the copy very easily. When the CAT is playing to the calling party, if the calling party wants to copy the CAT, the calling party can press certain keyboard on the mobile termination. The MSC Server forwards the DTMF to the CAT server and the CAT Server recognizes the DTMF signal and pushes the CAT to calling party by WAP push technology. This solution can apply to any condition whether the calling party is roaming or not. 
It is asked the current requirement should be kept and not be relaxed.

3) TS 22.182, sub-clause 4.1: "The calling party shall be able to experience the CAT set by the calling CAT service subscriber."
There are two kinds of CAT: CAT set by calling party and CAT set by called party. For the condition whether the calling party is roaming or not, if the calling party sets up a call, the originating MSC can access the VLR and gets the CAT server’s address. The originating MSC can trigger the CAT at suitable time depending on the realization solution.
It is asked the current requirement should be kept and not be relaxed.

#######################################end of change################################










































































































































































































































































































































































































































































































































