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6.1.4
User location query

This procedure is used between the I-CSCF and the HSS to obtain the name of the S-CSCF assigned to a Public Identity, or the name of the AS hosting a PSI for direct routing. The procedure is invoked by the I-CSCF, is performed per Public Identity, and corresponds to the functional level operation Cx-Location-Query (see 3GPP TS 23.228 [1]).

This procedure is mapped to the commands Location Info Request/Answer in the Diameter application specified in 3GPP TS 29.229 [5]. Tables 6.1.4.1 and 6.1.4.2 detail the involved information elements.

Table 6.1.4.1: User Location query 

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Public User Identity / Public Service Identity

(See 7.2 and 7.2a)
	Public-Identity
	M
	Public Identity

	Routing information (See 7.13)
	Destination-Host, Destination-Realm
	C
	If the I-CSCF knows HSS name Destination-Host AVP shall be present in the command. Otherwise, only Destination-Realm AVP shall be present and the command shall be routed to the next Diameter node, e.g. SLF, based on the Diameter routing table in the I-CSCF.

	Originating Request
(See 7.18)
	Originating-Request
	O
	It indicates that the request is related to an originating SIP message. 


Table 6.1.4.2: User Location response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result

(See 7.6)
	Result-Code / Experimental-Result
	M
	Result of the operation. 

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Cx/Dx errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	S-CSCF Name / AS name

(See 7.4 and 7.4a)
	Server-Name
	C
	Name of the assigned S-CSCF for basic IMS routing or the name of the AS for direct routing.

	S-CSCF capabilities

(See 7.5)
	Server-Capabilities
	O
	It contains the information to help the I-CSCF in the selection of the S-CSCF.

	Wildcarded PSI (See 7.2x)
	Wildcarded-PSI
	O
	If the requests refers to a Wildcarded PSI (the Public Identity in the request matches a Wildcarded PSI in the HSS), the HSS should include the corresponding Wildcarded PSI in this information element.
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