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******************FIRST CHANGE******************************

4
CAT Service Requirements
4.1
Basic functionality of the CAT service
The Customized Alerting Tone Service (CAT service) is an operator specific service by which an operator enables the subscriber to customize the alerting tone which is played to the calling party. CAT service should not negatively affect the conversation between calling and called parties. 
-
The service user shall be able to subscribe the CAT service, activate the CAT service, update the settings, e.g. to change his active CAT.
-
The calling party shall be able to experience the CAT set by the called CAT service subscriber.
-
The calling party shall be able to experience the CAT set by the calling CAT service subscriber.
-
The calling party’s operator shall be able to configure which CAT should have priority, the one set by the called or calling CAT service subscriber. The calling party’s operator shall be able to take into account the calling CAT service subscriber’s preferences.
-
The CAT shall override the default alerting tone towards the calling party.
-
The operator should have the capability to store multiple CATs per CAT service subscriber. 
-
The CAT subscriber should be able to configure the CAT service with rules e.g. time, calling party’s location, called party’s location, the identity of the calling and called party. The CAT service should be able to select the appropriate CAT according to the rules.
-
It should be possible to inform the user about status and changes in his CAT service, e.g. close expiry date for the CAT service or a particular CAT content.
-
The operator shall be able to charge for the CAT service.
-
In IMS, when the called party answers the call the CAT shall stop or continue to play during the conversation, depending on operator or user preferences.
-
If the calling party is in the CS domain, when the called party answers the call the CAT shall stop.
-
When the called party is notified about an incoming call, the called party shall be able to send an indication to the CAT service which CAT to play to the calling party.
-
When the CAT is playing, the calling party shall be able to stop it, then he shall experience the default alerting tone for the duration of the call establishment.

-
It shall be possible for a CAT subscriber to subscribe to a CAT that is provided by a third party content provider. 
-
The calling user shall have the possibility to copy the CAT of a called user as his own CAT.
******************SECOND CHANGE******************************
4.4
The content of CAT 

The content of CAT can be music, voice, text, or video.
In IMS the CAT may be composed of music, voice, text, video, which can be provided by the CAT content provider, operator or by the user himself. 
If the calling party is in the CS domain the CAT may be composed of music, voice, video, which can be provided by the CAT content provider, operator or by the user himself.
The content of the CAT service may be dynamically created, possibly taking into account information available in the network, e.g. calling and/or called user’s location and/or presence information. 
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