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Discussion
Latest TS 23.401 contains a new clause 5.3.9 describing HSS User Profile management function procedure. The clause contains a subclause describing a new “Insert HSS User Profile” procedure over the S6a interface which is copied verbatim below: 
5.3.x.1 Insert HSS User Profile procedure

The Insert HSS User Profile procedure is illustrated in Figure 5.3.x.2-1.
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Figure 5.3.x.1-1: HSS-Initiated the User Profile insert Procedure

1. The HSS sends an Insert HSS User Profile (IMSI, HSS User Profile) message to the MME.
2. The MME updates the HSS User Profile and acknowledges the Insert HSS User Profile message by returning an Insert HSS User Profile Ack (IMSI) message to the HSS. The update result should be contained in the Ack message. The MME compares the subscription contexts contained in the HSS User Profile received from the HSS with the subscription contexts the MME stores and the MME performs following action:

· For received subscription contexts that have no related active EPS bearer in the MME, no further action is required except storage in the MME.

· For received subscription contexts with a related active EPS bearer, the MME shall in addition compare the received updated subscription context with the existing data for that EPS bearer and take actions accordingly, e.g. an EPS bearer modification procedure might be triggered if QoS subscribed has changed, MME-detach could be triggered if VPLMN address is not allowed.

It is FFS whether a specific HSS User Profile Delete procedure is needed similar to “Delete User Profile” procedure in 3G TS 23.060. If such a procedure is needed, then the HSS should send the IMSI as well as the subscription context identifiers list so that the MME may trigger the corresponding bearer deactivation procedure. This procedure may be needed when HSS replaces unsupported services in an MME and as a consequence the MME deactivates affected active EPS bearers.

The latest TR 29.803 (v0.4.0) does not contain a clause describing the Insert HSS User Profile procedure.
Proposed change
This contribution proposes to align TR 29.803 on TS 23.401 by adding a new text describing the Insert HSS User Profile procedure based on the agreement SA2 in section6.1.4.1.8 Subscriber Profile Update Procedure.
Proposed modification

6.1.4
MME – HSS (S6a) Interface

6.1.4.1 Requirements

[…]
6.1.4.1.8 Subscriber Profile Update Procedure
6.1.4.1.8.1 Insert HSS User Profile
This message is sent from the HSS to the MME, whenever the HSS user profile is changed for a user in the HSS and the changes affect the HSS user profile stored in the MME.
The parameters for Insert Subscriber Data message are, but not exclusively, listed as below:

-  IMSI;

-  Subscription Data;

6.1.4.1.8.2 Insert HSS User Profile Acknowledge

This message is sent from the MME to the HSS to acknowledge Insert HSS User Profile message.
The parameters for Insert Subscriber Data Acknowledge message are, but not exclusively, listed as below:


-  Cause for reject the update request;

6.1.4.1.8.3 Delete Subscriber Data

The parameters for Delete Subscriber Data message are, but not exclusively, listed as below:

-  IMSI;

-  Subscription Data;

6.1.4.1.8.4 Delete Subscriber Data Acknowledge

The parameters for Delete Subscriber Data Acknowledge message are, but not exclusively, listed as below:

-  Cause for reject the delete request;



End of modification
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