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Abstract

The current document proposes to remove support for the GTP’- protocol in the eGTP protocol.

GTP' is defined for the interface between CDR generating functional network elements and Charging Gateway(s) within a PLMN. The charging related GTP’ protocol is described in 3GPP TS 32.295 [33]. GTP’ is based on GTP and GTP lists the messages and information elements used by the GTP based charging protocol GTP'.
Several instances in the GTP specification are related to GTP’:

· Protocol Type (PT): This bit is used as a protocol discriminator between GTP (when PT is '1') and GTP' (when PT is '0'). 

· Message Type Values are allocated in GTP for GTP’ messages e.g. the Data Record Transfer Exchange and other messages.

· A range of IE codes are allocated for GTP’, i.e. the range 117-126

· Cause values are reserved for GPRS charging protocol use, e.g. the range 49 – 63.

In view of that charging is moving towards using Diameter based charging protocols in the GGSN in GPRS and EPC PDN-GW for 3GPP Release 8, it is not necessary to support the GTP’ protocol in the eGTP protocol in Rel 8.
It proposed to do the following changes to the TR 29.803.

___________________________First Change_______________________

9.1.3.x
The charging related GTP' protocol
In view of that charging is using Diameter based charging protocols in the EPC PDN-GW for Rel 8, it is not necessary to support the GTP' protocol in the eGTP protocol in Rel 8.

___________________________End of Change_______________________
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