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14.6
Providing tones or announcements 
14.6.1
Introduction

The procedures specified for providing tones or announcements in 3GPP TS 23.205 [7] sub-clause 14.6 shall be followed, with the clarifications given in the following sub-clauses. The examples specified in 3GPP TS 23.205 [7] sub-clauses 14.6 also apply.
14.6.2
Preconditions when providing in-band information to the calling subscriber
For a mobile terminating/forwarded call, announcements/tones may be provided to the calling subscriber only when the following conditions are satisfied:

1. Either:

a. The incoming INVITE(IAM) indicated that remote preconditions had not been met, and new SDP has been received indicating that preconditions have been met, or

b. The incoming INVITE(IAM) did not include any preconditions informations or indicated that remote preconditions had been met;

and
2. The incoming side RTP connection point has been successfully reserved and configured in the MGW.

For a mobile originating call, the traffic channel assignment shall be completed before providing the in-band information to the calling subscriber.
14.6.3
Preconditions when providing in-band information to the called subscriber
The called party is selected by the calling party, or a supplementary service (call forwarding, call deflection, CAMEL redirection etc), or a call is initiated by the gsmSCF using the Initiate Call Attempt procedure. The called party may also be in the PSTN. 

Announcements/tones may be provided to the called subscriber only when the following conditions are satisfied:

1. The called party has answered and is still active in the call, and
2. The outgoing side RTP Connection point has been successfully reserved and configured in the MGW.
14.6.4
Preconditions when providing in-band information to multiple subscribers
See 3GPP TS 23.205 [7] sub-clause 14.6.3.
14.6.5
Request to play an announcement/tone
See 3GPP TS 23.205 [7] sub-clause 14.6.4.
14.6.6
Stopping an announcement/tone
See 3GPP TS 23.205 [7] sub-clause 14.6.5.
14.6.7
Announcement/tone completed
See 3GPP TS 23.205 [7] sub-clause 14.6.6.
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