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************<FIRST CHANGE>************
5.17.2.3
Configure IMS Resources

The MRFC sends a MODIFY request command as in Table 5.17.2.3.1.
Table 5.17.2.3.1: Configure IMS Resources Request

	Address Information
	Control information
	Bearer information

	If local resources are modified:

   Local Descriptor {

      Port

      IP Address

   }

If remote resources are modified:

   Remote Descriptor {

      Port

      IP Address

   }
	Transaction ID = x

Context ID = C1

Termination ID = T1

If Stream Number specified:

   Stream Number

If Resources for multiple Codecs required:

   Reserve_Value
	If local resources are modified:

   Local Descriptor {

      Codec List

      RTP Payloads

   }

If remote resources are modified:

   Remote Descriptor {

      Codec List

      RTP Payloads

   }


The MRFP responds as in 5.17.2.3.2.
Table 5.17.2.3.2: Configure IMS Resources Request Acknowledge

	Address Information
	Control information
	Bearer information

	If local resources were provided in request:

   Local Descriptor {

      Port

      IP Address

   }

If remote resources are provided in request:

   Remote Descriptor {

      Port

      IP Address

   }
	Transaction ID = x

Context ID = C1

Termination ID = T1 

If Stream Number Specified:

   Stream Number


	If local resources were provided in request:

   Local Descriptor {

      Codec List

      RTP Payloads

   }

If remote resources are provided in request:

   Remote Descriptor {

      Codec List

      RTP Payloads

   }


************<NEXT CHANGE>************
5.17.2.4
Reserve & Configure IMS Resources

The MRFC sends an ADD request command as in Table 5.17.2.4.1. 
Table 5.17.2.4.1: Reserve  and configure IMSresources Request

	Address Information
	Control information
	Bearer information

	Local Descriptor {

   Port = $

   IP Address = $

}

Remote Descriptor {

   Port

   IP Address

}
	Transaction ID = x

Context ID = $

Termination ID = $

If Stream Number Specified:

   Stream Number

If Resources for multiple Codecs shall be reserved:

   Reserve_Value
	Local Descriptor {

   Codec List

   RTP Payloads

   }

Remote Descriptor {

   Codec List

   RTP Payloads

   }


The MRFP responds as in Table 5.17.2.4.2. 

Table 5.17.2.4.2: Reserve & Configure IMS Resources Request Acknowledge

	Address Information
	Control information
	Bearer information

	   Local Descriptor {

      Port

      IP Address

   }
Remote Descriptor {

   Port

   IP Address

}
   
	Transaction ID = x

Context ID = C1

Termination ID = T1

Stream Number 


	Local Descriptor {

      Codec List

      RTP Payloads

   }

Remote Descriptor {

   Codec List

   RTP Payloads

   }


************<END OF CHANGE>************
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