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************<FIRST CHANGE>************
5.7.4
Signals Descriptor

Table 5.7.4.1: Signals dependant on termination or streams

	Signals settable dependant on termination or streams types:
	Yes

	If yes
	Signal ID 
	Termination Type 
	Stream Type / ID

	
	cg/*
	IP
	Audio

	
	srvtn/*
	IP
	Audio

	
	xcg/*
	IP
	Audio

	
	an/apf
	IP
	Audio, Video

	
	int/*
	IP
	Audio

	
	biztn/*
	IP
	Audio

	
	aasrec/*
	IP
	Audio, Video

	
	Aasdc
	IP
	Audio, Video

	
	aasb/*
	IP
	Audio, Video

	
	conftn/*
	All except ROOT
	Audio

	
	Tonegen/*
	IP
	Audio

	
	bcg/* 
	IP
	Audio

	
	aastts/*
	IP
	Audio

	
	asr/*
	IP
	Audio

	
	mrp/*
	IP
	Audio, video

	
	mpp/*
	IP
	Audio, video


Table 5.7.4.2: Signal Lists

	Signals Lists supported:
	Yes

	If yes
	Termination Type Supporting Lists
	IP

	
	Stream Type Supporting lists
	Audio, Video

	
	Maximum number of signals per signal list
	Provisioned


Table 5.7.4.3: Signal type and duration

	Signal type and duration supported?
	Yes

	If yes
	Signal ID 
	Type or duration override

	
	ALL
	Both


Table 5.7.4.4: Signal Direction
	Signal Direction supported:
	No


Table 5.7.4.5: Notify completion

	Notify completion supported:
	Yes

	If yes
	Signal ID 
	Type of completion supported

	
	, svrtn/*, xcg/*, an/*, int/*, biztn/*, conftn/* , tonegen/*, bcg/*, aasb/*
	ALL


Table 5.7.4.6: RequestID Parameter

	RequestID Parameter Supported:
	Yes


Table 5.7.4.7: Signals played simultaneously

	Signals played simultaneously:
	No(NOTE)

	If yes
	Signal Ids that can be played simultaneously:
	-

	NOTE: Signal for recording audio or multimedia may be played simultaneously with signals for playing announcement.


Table 5.7.4.8: Keep Active

	Keepactive used on signals:
	Yes


************<NEXT CHANGE>************
5.17.2.15
Start Audio Record 
This  procedure enables a caller to leave/record a voice message (e.g. in a voice mail application). 
The MRFC sends an ADD or MODIFY command as in table 5.17.2.15.1.
Table 5.17.2.15.1: Start Audio Record 

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

If context already exists:

   Context ID = C1

Else

   Context = $

If Termination exists:

   Termination ID = T1

Else

   Termination ID = $

If Stream Number specified:

   Stream Number

If specific record file

Recording File Identity = Record File Identifier

If request record file indentity 

  Recording File Identity = ?
 If maximum record time   

   Maxmum Recording Length = Maximum Record Time
If MRFC requires to be informed of the end of the recording :-

   End Of Recording       

   Notification


	

	NOTE:  Multiple signals shall be supported. 


The MRFP responds as shown in table 5.17.2.15.2.

Table 5.17.2.15.2: Start Audio Record acknowledge

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

Context ID = C1

Termination ID = T1

If local resources were provided in request:

   Stream Number 

If requested record file identity 

  Recording File Identity = Record File Identifier

	


************<NEXT CHANGE>************
5.17.2.27
Start Multimedia Record 

This procedure enables a caller to leave/record a multimedia message. This procedure is similar to that of Audio Record (5.17.2.15) with the difference that multiple H.248 streams will be used and both audio and video codecs are specified for each participant in the conference. Any prompting "announcements" are played out in the appropriate format by the MRFP based on the fact that multimedia codecs are specified by the MRFC in the Remote Descriptor. Similarly, the MRFP records all received media streams that are consistent with the Local Descriptor of the termination. 
The MRFC sends an ADD or MODIFY command as in table 5.17.2.27.1.
Table 5.17.2.27.1 – Start Multimedia Record 

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

If context already exists:

   Context ID = C1

Else

   Context = $

If Termination exists:

   Termination ID = T1

Else

   Termination ID = $

If Stream Number specified:

   Stream Number

If specific record file

Recording File Identity = Record File Identifier

If override multimedia format

   Format  = Multimedia File Format

 If maximum record time   

   Maxmum Recording Length = Maximum Record Time
If MRFC requires to be informed of the end of the recording :-

   End Of Recording       

   Notification

If request record file identity 

  Recording File Identity = ?

	

	NOTE:
Multiple signals shall be supported. 


The MRFP responds as shown in table 5.17.2.27.2.

Table 5.17.2.27.2: Start Multimedia Record acknowledge

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

Context ID = C1

Termination ID = T1

If local resources were provided in request:

   Stream Number 
If requested record file indentity 

  Recording File Identity = Record File Identifier

	


************<END OF CHANGE>************
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