
3GPP TSG CT WG4 Meeting #38bis
C4-080999
Jeju Island, KOREA, 7th – 11th April 2008

Source:
Nokia Siemens Networks
Title:
Pseudo-CR on Procedure definition when a BYE is receivied by the Originating MSC-S during call clearing from the Originating MSC-S
Spec:
3GPP TS 23.231 v1.0.0
Agenda item:
6.3
Document for:
Decision
1. Introduction
An editor´s note marks the procedures procedures for when a BYE is received by the Originating MSC-S as FFS in the clause about Call Clearing during establishment at the originating MSC
2. Reason for Change
According to Clause 15 of RFC 3261 " the callee's UA MAY send a BYE on confirmed dialogs, but MUST NOT send a BYE on early dialogs."
For confirmed dialogue, procedures in clause 7.2.2.2.2.1 apply and BYE handling is already described.

For early dialogue from O-MSC perspective, a BYE can only be received if it overtakes a 2xx response due to out-of-sequence packet delivery which should not be encountered with SCTP transport for SIP, as used on Nc.
3. Conclusions

Editor´s note can be removed, as existing procedures are complete.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.231 v1.0.0.
* * * First Change * * * *

7.2.2.2
Procedures towards network side
7.2.2.2.1
Call Clearing during establishment

7.2.2.2.1.1
Originating MSC-S
If the release indication from the succeeding node is a failure response for the initial INVITE request, the MSC server shall send an ACK for the failure response to the succeeding node.

The MSC server shall then perform the normal bearer release according to 7.2.6.
Note:
For early dialogue from O-MSC perspective, a BYE can only be received if it overtakes a 2xx response due to out-of-sequence packet delivery which should not be encountered with SCTP transport for SIP, as used on Nc

7.2.2.2.1.2
Terminating MSC-S
If a CANCEL request is received from the preceding node, the MSC server shall send a 200 OK response for the CANCEL request and the MSC server shall immediately send a 487 Request Terminated response for the initial INVITE request to the preceding node

NOTE: no final response for the initial INVITE request has previously been sent.

If a BYE request is received from the preceding node, the MSC server shall send a 200 OK response for the BYE request, and immediately send a 487 Request Terminated response for the initial INVITE request to the preceding node. 

The MSC sever shall then perform the normal bearer release according to 7.2.6.

7.2.2.2.2

Call Clearing after call established
7.2.2.2.2.1
Originating MSC-S

An MSC server that receives a BYE request from the succeeding node shall send a 200 OK response for the BYE request to the succeeding node.  The MSC shall then perform the normal bearer release according to 7.2.6.
7.2.2.2.2.2
Terminating MSC-S

If an MSC server receives a CANCEL request from the preceding node it shall send a 200 OK(CANCEL) final response for the CANCEL request but shall not take further action.

If a BYE request is received from the preceding node, the MSC server shall send a 200 OK response for the BYE request to the preceding node.  The MSC server shall then perform the normal bearer release according to 7.2.6.

