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1. Introduction
This contribution introduces general description and requirements to the TS 29.272.
2. Reason for Change
Finalize the specification work of S6a.
3. Conclusions

None
4. Proposal

It is proposed to agree the following changes to 3GPP TS 29.272 v0.0.0.
* * * First Change * * * *

4
General Description

This document presents the S6a interface related functional requirements of the communicating entities.

This document specifies the functional classification of the procedures and describes the procedures and message parameters.
* * * Next Change * * * *

5
MME – HSS (S6a)
This clause specifies the requirements associated with the S6a reference point.
5.1
Requirements
The following list of requirements applies to the S6a interface:
-
generation and provision of user authentication, integrity and ciphering data;

-
maintain and provide subscription profile (including updates);

-
apply roaming restrictions;

-
apply network access control;

-
update user location information at inter-access level (serving MME, serving SGSN);
-
provide the selected PDN GW address (at inter-access mobility);

-
purging of subscription profile;
-
reset procedure.

5.2
General
S6a interface enables transfer of subscription and authentication data for authenticating/authorizing user access to the evolved system between MME and HSS. The HSS and the MME interacts during attach procedure, tracking area update procedure, subscriber profile update procedure, purge procedure and reset procedure, as described in the TS 23.401 [xx].
* * * End of Change * * * *

