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1. Introduction
This contribution describes specifications to be observed in order to aid compatibility of the binary format for Rel 8 with evolutions of this format in future 3GPP releases that can introduce new services or new features in services supported by the binary option.
2. Reason for Change
To ensure compatibility with future 3GPP releases
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TS 29.364 v0.3.0
* * * First Change * * * *
6.y
Compatibility mechanism
6.y.1
General
This subclause describes the mechanism to aid compatibility of the binary format when introducing extensions to the binary option content given in subclause 6.1.2 for new features in the services supported or for new services.

An AS supporting the new feature/service may generate transparent data where reserved fields of a dataset are allocated or new datasets are defined. This transparent data may be accessed by another AS that does not support the extensions which may cause interoperability issues.

6.y.2
Reserved fields

Reserved fields are defined in the MMTEL-PSTN-ISDN-CS dataset. An AS shall not modify the content of such reserved fields when updating the dataset in the HSS.
6.y.3
Addition of new datasets

As new datasets defined according to subclause 6.2.2 may be introduced in the same transparent data containing the MMTEL-PSTN-CS dataset and so associated to the same service indication, an AS that does not support these new datasets shall not modify the content of these datasets when rewriting the transparent data in the HSS.
